
Inser t



www.tungaloy.comB002

M

C

D

G

R

S

T

VV

W

YY

P
C

D
 /
 C

B
N

TF CNMG1204

1
2
º

CNMG1204

01 CNGG0903

12
º

CNGG0903
CNGG0903
CNGG1204
CNGG1204
CNGG1204

C CNGG1204

0.15

1
0
º~

1
4
º

CNGG1204
CNGG1204
CNGG1204

TSF CNMG0904

1
3
º

CNMG0904
CNMG1204
CNMG1204
CNMG1204

FW CNMG0904

12
º

CNMG0904
CNMG1204
CNMG1204

AFW CNMG1204

1
2
º

CNMG1204

Inser t NEGATIV

A
p

p
li
c

a
ti

o
n

Chipbreaker Design

P
o

s
it

iv
e

N
e

g
a

ti
v
e

OTHERS

P
re

ci
si

on
 fi

ni
sh

in
g

Fi
ni

sh
in

g
Fi

ni
sh

in
g 

(w
ip

er
)

Rhombic, 80°
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*Wiper

*  Please see L032-L036 about the
taper machining by using SW/FW

  Please contact our sales represe

Coated CVD/PVD, Cermet, Uncoated cemented carbide, Ceramic

Coated CVD/PVD, Cermet, Uncoated cemented carbide, Ceramic

CBN (T-CBN), PCD (T-DIA)

Negative type

Posivite type

CBN/PCD Insert

Insert

B054

B109

B165
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RE IC S D1

ZF CNMG090404E-ZF 0.4 9.525 4.76 3.81

1
0
º

0.2

CNMG120404-ZF 0.4 12.7 4.76 5.16

CNMG120408-ZF 0.8 12.7 4.76 5.16

11 CNMG120404-11 0.4 12.7 4.76 5.16

CNMG120408-11 0.8 12.7 4.76 5.16

17 CNMG120404-17 0.4 12.7 4.76 5.16

1
8
º

CNMG120408-17 0.8 12.7 4.76 5.16

SF CNMG090304-SF 0.4 9.525 3.18 3.81

18
º

CNMG090308-SF 0.8 9.525 3.18 3.81

CNMG120404-SF 0.4 12.7 4.76 5.16

CNMG120408-SF 0.8 12.7 4.76 5.16

CNMG120412-SF 1.2 12.7 4.76 5.16

CF CNMG120404-CF 0.4 12.7 4.76 5.16

0.06

2
0
º

CNMG120408-CF 0.8 12.7 4.76 5.16

CNMG120412-CF 1.2 12.7 4.76 5.16
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Steel

Stainless

Cast iron
Non-
ferrous
Superalloy
Hard 
material

Inser t NEGATIVE TYPE

C : Continuous cutting
L : Light interrupted cutting
H : Heavy interrupted cutting
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Coated Coated cermet Cermet Uncoated

Rhombic, 80°

with hole
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External toolholder → C014 - Internal toolholder → D019 -

J-Series toolholder → G044 TungCap → K008 -

PINZBOHR® → K180 - Cartridge → K199 -

Reference pages:

*-M,G: Without chipbreaker

- Inserts are grouped in Positive type, Negative type, and CBN/PCD. 

- The list is in alphabetical order. 

- The order of the list: C (80°) → D (55°) → R (360°) → S (90°) → T (60°) → V (35°) → W (80°) → Y (25°) → Other shapes

- The order of inserts: 

     ・ Negative type (each shape with hole → without hole)

     ・ Positive type (each shape with hole → without hole)

- The order of chipbreakers:

      From precision finishing to heavy cutting, in the order of the values of cutting depth and feed rate. 

- Insert without chipbreaker is on the last page of each shape.

- Introduces the proposed inserts according to the workpiece materials and the shape of workpiece materials. 

- The standard cutting conditions for typical chipbreakers are at the bottom of the pages.

- ● in the catalog describes our standard stock items, and ▲ means the item to be discontinued in the future.

When ordering 
- Please specify the designation, grade, and quantity.

    e.g. CNMG120408-TM T9115 ... 10 pieces (10 inserts per package)

    *You will find a note if the number per package is not 10.

❹❺

❾

❽

10

❸

❻

❼How to use the page

Method ① 

Select an insert at the right end, and choose the 

information page by the insert type (❶) and the outer 

shape of the insert (❷) at the left end.

Method ② 

Check the page of each insert type from the index on 

B003 (❶), and choose the page of the setting information 

according to the outer shape of the insert (❷).

Method ③
Select an insert at the chipbreaker introduction and the 

selection guide on B006 - B029 and check the details 

on the product page.

Method ④
Select an insert from the list of chipbreaker 

shapes on B030-B053 and check the 

details on each page.

❶

❷

❶

❶

Insert  -  Content structure
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Chipbreaker Overv iew

Please see the page B*** for the product details. 
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with hole
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TF NS9530 0.05 - 0.5 0.03 - 0.15 150 - 250 100 - 250 100 - 200

TSF GT9530 0.2 - 1.5 0.08 - 0.4 150 - 300 80 - 250 80 - 200

TSF AT9530 0.2 - 1.5 0.08 - 0.4 150 - 300 80 - 250 80 - 200

TSF T9225 0.2 - 1.5 0.08 - 0.4 120 - 300 120 - 300 100 - 250

TM T9205 1 - 5 0.2 - 0.5 180 - 400 180 - 400 150 - 350

TM T9215 1 - 5 0.2 - 0.5 150 - 400 150 - 400 120 - 300

TM T9225 1 - 5 0.2 - 0.5 120 - 300 120 - 300 100 - 250

TM T9235 1 - 5 0.2 - 0.5 50 - 200 50 - 200 50 - 150

TH T9205 3 - 6 0.3 - 0.6 180 - 400 180 - 400 150 - 350

TH T9215 3 - 6 0.3 - 0.6 150 - 400 150 - 400 120 - 300

TH T9225 3 - 6 0.3 - 0.6 120 - 300 120 - 300 100 - 250

TH T9235 3 - 6 0.3 - 0.6 50 - 200 50 - 200 50 - 150

TF

TSF
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BASIC CHIPBREAKER: NEGATIVE TYPE

Steel

CVD coated grade Coated cermet / Cermet

Excellent chip control at very small depth 
of cut and low feed with the sharp cutting 
edge and protrusion. Economical M-class 
insert contributes to cost reduction.

First choice for fi nishing. 
The sharp cutting edge and arc-shaped 
protrusion near the corner ensure 
excellent chip control. 

STANDARD CUTTING CONDITIONS

Chipbreaker Shape Feature Chipbreaker Shape Feature

Operation Work condition
Chip-

breaker
Grade

Depth of cut
ap (mm)

Feed
f (mm/rev)

Cutting speed: Vc (m/min)

Low carbon 
steels, 

Alloy steels

Medium 
carbon steels, 

Alloy steels

High carbon 
steels,

 Alloy steels

Precision fi nishing

Finishing

Medium 
cutting

Medium to 
heavy cutting

Continuous to light 
interrupted

Continuous to light 
interrupted

Continuous to light 
interrupted

Heavy interrupted

Continuous to
heavy interrupted

Continuous to
heavy interrupted

General-purpose chipbreaker with 
extensive chip control area.
The protrusion in unique shape near the 
corner and large rake angle provide sharp 
cutting edge with low cutting force. 

Double-sided 3D chipbreaker with tough 
cutting edge and excellent chip control. 
Even suitable for high-feed machining.

Suitable for varying depth of cut and 
excellent chip control in a broad range of 
depths of cut. 
Ideal for interrupted cutting and high-feed 
cutting with its tough cutting edge. 
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Low carbon steels, Alloy steels: S10C、SCM415, SS400, SCr420H, etc. C10, 18CrMo4, E275A, 20Cr4, etc. Medium carbon steels, Alloy steels: S45C, SCM440, etc. 
C45, 42CrMo4, etc. High carbon steels, Alloy steels: SNCM439, etc. 41CrNiMo2, etc.

Chipbreaker System for Turning (Negative type)
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SELECTION SYSTEM: NEGATIVE TYPE

Steel

Please see the page B*** for the details. 
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Tungaloy B003

Coated CVD/PVD, Cermet, Uncoated cemented carbide, Ceramic

Coated CVD/PVD, Cermet, Uncoated cemented carbide, Ceramic

CBN (T-CBN), PCD (T-DIA)

Negative type

Posivite type

CBN / PCD Insert

Insert

B054

B109

B165



www.tungaloy.comB004

N

R

F

A

M

G

W

T

Q

U

B

H

C

J

X

1

1

2

2

3

3

4

4

5

5

H

O

P

S

T

C

D

E

F

G

M

V

Y

W

L

A

B

K

R

 120°

 135°

 108°

 90°

 60°

 80°

 55°

 75°

 50°

 70°

 86°

 35°

 25°

 80°

 90°

 85°

 82°

 55°

 -

±0.005

±0.005

±0.013

±0.013

±0.025

±0.025

±0.025

±0.013

±0.025

±0.013

±0.025

±0.025

±0.025

±0.025

±0.025

±0.025

±0.025

±0.13

±0.005

±0.013

±0.025

±0.025

±0.025

±0.025

±0.13

±0.025

±0.13

±0.005 ~

±0.13

±0.05 ~

±0.13

±0.05 ~

±0.13

±0.05 ~

±0.13

±0.05 ~

±0.13

±0.08 ~

±0.25

±0.08 ~

±0.18

±0.08 ~

±0.18

±0.13 ~

±0.38

A

F

C

H

E

G

J

K

L

M

N

U

3

4 5

2

A

B

C

D

E

F

G

N

P

O

X

3°

5°

7°

15°

20°

25°

30°

0°

11°

T
C

N
C

M
G

G
T

16
09

N

R

F

A

M

G

W

T

Q

U

B

H

C

J

X

05

06

08

09

10

12

12

15

16

19

20

25

25

31

32

5

6

8

9.525

10

12

12.7

15.875

16

19.05

20

25

25.4

31.75

32

03

04

-

05

-

06

07

-

09

-

-

12

15

-

19

-

22

-

25

31

-

3.97
4.76
-

5.56

-

6.35

7.94

-

9.525

-

-

12.7

15.875

-

19.05

-

22.225

-

25.4

31.75

-

03

04

-

05

-

06

08

-

09

-

-

12

16

-

19

-

22

-

25

32

-

4.0

4.8

-

5.6

-

6.5

8.1

-

9.7

-

-

12.9

16.1

-

19.3

-

22.6

-

25.8

32.2

-

-

03

-

04

05

-

06

-

-

08

10

-

13

-

-

-

-

3.8

-

4.3

5.4

-

6.5

-

-

8.7

10.9

-

13

-

-

-

06

08

-

09

-

11

13

-

16

-

-

22

27

-

33

-

38

-

44

55

-

04

05

-

06

-

07

09

-

11

-

-

15

19

-

23

-

27

-

31

38

-

4.8

5.8

-

6.8

-

7.8

9.7

-

11.6

-

-

15.5

19.4

-

23.3

-

27.1

-

31

38.8

-

08

-

-

11

-

16

-

-

22

-

-

-

-

8.3

-

-

11.2

-

16.6

-

-

22.1

-

-

-

-

-

-

-

16

-

-

-

-

-

-

-

-

-

19.7

-

-

-

-

-

-

3.97

4.76

5

5.56

6

6.35

7.94

8

9.525

10

12

12.7

15.875

16

19.05

20

22.225

25

25.4

31.75

32

6.9

8.2

-

9.6

-

11

13.8

-

16.5

-

-

22

27.5

-

33

-

38.5

-

44

55

-

-

*

1

Designat ion system for  Insert

Special

(mm)

Note:  For rhombic and parallelogram 
inserts, use the smaller nose angle.

Symbol Shape
Nose angle

(degree) Figure

 Hexagonal

Octagonal

 Pentagonal

 Square

Triangular

Rhombic

G-shape

Rhombic

Y-shape

Trigon

Rectangular

Parallelogram

Round

Relief angle

Symbol
(class)

Tolerance (mm)

Corner height (M) Thickness (S) I.C. dia. (IC)

Accuracy

Others

Special

Symbol Relief angle

[Example]

[Example]

Groove and hole

Symbol Hole

Without

Without

Shape of hole
Chip-

breaker Shape

With

Cylindrical

hole

Partly cylindrical
 hole, single-side 

40° ~ 60°  
Counter sink

Partly cylindrical
 hole, double-side 

40° ~ 60°  
Counter sink

Partly cylindrical
 hole, single-side 

70° ~ 90°  
Counter sink

Partly cylindrical
 hole, double-side 

70° ~ 90°  
Counter sink

Cutting edge length and I.C. symbol

Symbol

I.C. dia.

Length

� How to decide the insert designation (conforms to JIS B4120-1998, ISO 1832 / AM1:1998)

When M0 is included in Designation, the inscribed-circle diameter is metric size.*

 (Tungaloy’s symbol)

 (Tungaloy’s symbol)

Single-
sided

Double-
sided

Without

Single-
sided

Double-
sided

Without

Single-
sided

Without

Double-
sided

Without

Single-
sided

Without

Double-
sided

Symbol LengthSymbol LengthSymbol LengthSymbol LengthSymbol LengthSymbol LengthSymbol Length

Shape
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A
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G

I

S
S

IC
IC

M

M

10

108

7

7

6

6

RE

N

R

L

9

X1

01

T1

02

T2

03

T3

04

05

06

07

09

1.39

1.59

1.98(1.79)

2.38

2.78

3.18

3.97

4.76

5.56

6.35

7.94

9.52

6

6.35

9.525

12.7

15.875

19.05

25.4

31.75

32

±0.05

±0.1

±0.15

±0.08

±0.13

±0.08

±0.18

±0.25

±0.13

±0.25

±0.08

±0.15

±0.2

±0.13

±0.18

±0.13

±0.27

±0.38

±0.2

±0.38

H

O

P

S

T

W

R

C,E,M

6.35

9.525

12.7

15.875

19.05

6.35

9.525

±0.05

±0.08

±0.1

±0.11

±0.15

±0.18

D

±0.05 ±0.16
V

Y

TM
JS

-
-F

08
04

04
T3 N

7 8 9

R

L

N

F

E

W.T

S

00

02

04

08

12

16

20

24

28

32

0.03

0.2

0.4

0.8

1.2

1.6

2.0

2.4

2.8

3.2

10

01(TF) AFW

TS ASW

TSF CB

TM CM

THS
TRS A

TUS B

DM C
HRF D
HRM P
HMM W

SF PSF

SS PSS

SM PS

S PM

SH AL

SA RS

ZF W��

ZM H��

NS 11

NM 61

AS S1

TA J08,J10

TQ JS

AM JRP

FW JPP
SW JSP
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� Detailed accuracy for J,K,L,M,N and U classes

For inserts with nose corner angles larger than 55˚

For M-type inserts with nose corner angles of 55˚ (Shape: D),
35˚ (Shape: V), 25˚ (Shape: Y)

Inscribed
circle

Tolerance on inscribed circle dia. 
(IC)

● Insert thickness

For many of the inserts with 

chipbreaker, the insert height 

of the cutting edge is lower. In 

that case, the insert thickness 

outlined in the drawing 

of external dimensions is 

equivalent of “S” in the fi gure 

on the right. 

Tolerance on inscribed circle dia. 
(IC)Inscribed

circle

Tolerance on corner height (M)

Applicable insert shape

Tolerance on corner height (M) Applicable insert shape

Inscribed circle (IC)
Corner height (M)

Symbol
Thickness 

(mm)

Thickness 

(mm)

(mm)

[Example]

Negative type

Positive type

(Optional symbol)(Optional symbol)
(Supplementary symbol)

Hand of insertMajor cutting edgeCorner radius

Symbol
Corner radius

RE (mm)

Symbol Cutting edge Shape

Sharp
Right

Left

Neutral

Symbol Hand

Rounded

Chamfered

Combination

Symbol Applications

Medium cutting

Medium cutting of cast irons

ApplicationsSymbol

Chipbreaker

Finishing (Angular type)

Finishing (Right and left hand)

Finishing (Right and left hand)

Finishing of Aluminium alloys

All-
round

Thickness

Finishing (Positive type)

Finishing to medium cutting 
(Positive type Basic selection)

Medium cutting (Positive type)

Finishing to medium cutting of 
aluminium alloys

Finishing to light cutting 
(Positive insert)

Medium cutting (For round inserts)

Finishing (Angular type)

Finishing to medium cutting (Parallel)

Finishing

Finishing (For KNMX type)

For small lathes

For small lathes

For small lathes

For small lathes

For small lathes

Precision fi nishing (Basic selection)

Finishing (Basic selection)

Finishing (Basic selection)

Medium cutting (Basic selection)

Medium to heavy cutting
 (Basic selection)

Medium to heavy cutting

Heavy cutting

Medium cutting

Finishing

Finishing to medium cutting

Finishing to medium cutting

Finishing of stainless and mild steels

Medium cutting of stainless steels

Medium cutting of stainless steels

For heat-resisting alloys and stainless 
steels

Finishing of stainless steels

Medium to heavy cutting of stainless 
steels

Finishing and profi ling
Finishing to medium cutting and 
profi ling

Finishing and profi ling
Finishing to medium cutting and 
profi ling

Small depth of cut and high feed

Small depth of cut and high feed
(Wiper type Inserts)

Small depth of cut and high feed
(Wiper type Inserts)

 (class) (class) (class) (class) J,K,L,M,N  U J,K,L,M,N    U

Small depth of cut and high feed 
(For round inserts)

Medium cutting

Finishing (Right and left hand) 

Finishing (Right and left hand)

Small depth of cut and high feed

Finishing (Wiper type)
Finishing to medium cutting
(Wiper type)

Medium cutting

Medium cutting
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T9215

T9225

T9215
T9225
T9235

T9205
T9215
T9225
T9235

T9205
T9215
T9225
T9235

T9205
T9215
T9225
T9235

NS9530

TSF

TM

TH 12 THS 25

THS 19THS 16TF

11

10

9

8

7

6

5

4

3

2

1

0
0.1 0.2 0.3 0.4 0.5 0.6 0.7 0.8 0.9 1.0 1.1

T9235T9205

T9215

T9225

T9235

GT9530

NS9530

AT9530

AT9530
GT9530

NS9530T9225

T9215

T9235

T9205

0 0 0.2 0.4 0.6 0.8

100

200

300

400

500

0.2 0.4 0.6 0.8

100

200

300

400

500

TM

TH

THS

ISO

TF NS9530 0.05 - 0.5 0.03 - 0.15 150 - 250 100 - 250 100 - 200

TSF GT9530 0.2 - 1.5 0.08 - 0.4 150 - 300 80 - 250 80 - 200

TSF AT9530 0.2 - 1.5 0.08 - 0.4 150 - 300 80 - 250 80 - 200

TSF T9225 0.2 - 1.5 0.08 - 0.4 120 - 300 120 - 300 100 - 250

TM T9205 1 - 5 0.2 - 0.5 180 - 400 180 - 400 150 - 350

TM T9215 1 - 5 0.2 - 0.5 150 - 400 150 - 400 120 - 300

TM T9225 1 - 5 0.2 - 0.5 120 - 300 120 - 300 100 - 250

TM T9235 1 - 5 0.2 - 0.5 50 - 200 50 - 200 50 - 150

TH T9205 3 - 6 0.3 - 0.6 180 - 400 180 - 400 150 - 350

TH T9215 3 - 6 0.3 - 0.6 150 - 400 150 - 400 120 - 300

TH T9225 3 - 6 0.3 - 0.6 120 - 300 120 - 300 100 - 250

TH T9235 3 - 6 0.3 - 0.6 50 - 200 50 - 200 50 - 150

TF

TSF
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BASIC CHIPBREAKER: NEGATIVE TYPE

Steel

CVD coated grade Coated cermet / Cermet

Excellent chip control at very small depth 
of cut and low feed with the sharp cutting 
edge and protrusion. Economical M-class 
insert contributes to cost reduction.

First choice for fi nishing. 
The sharp cutting edge and arc-shaped 
protrusion near the corner ensure 
excellent chip control. 

STANDARD CUTTING CONDITIONS

Chipbreaker Shape Feature Chipbreaker Shape Feature

Operation Work condition
Chip-

breaker
Grade

Depth of cut
ap (mm)

Feed
f (mm/rev)

Cutting speed: Vc (m/min)

Low carbon 
steels, 

Alloy steels

Medium 
carbon steels, 

Alloy steels

High carbon 
steels,

 Alloy steels

Precision fi nishing

Finishing

Medium 
cutting

Medium to 
heavy cutting

Continuous to light 
interrupted

Continuous to light 
interrupted

Continuous to light 
interrupted

Heavy interrupted

Continuous to
heavy interrupted

Continuous to
heavy interrupted

General-purpose chipbreaker with 
extensive chip control area.
The protrusion in unique shape near the 
corner and large rake angle provide sharp 
cutting edge with low cutting force. 

Double-sided 3D chipbreaker with tough 
cutting edge and excellent chip control. 
Even suitable for high-feed machining.

Suitable for varying depth of cut and 
excellent chip control in a broad range of 
depths of cut. 
Ideal for interrupted cutting and high-feed 
cutting with its tough cutting edge. 

D
e
p

th
 o

f 
c
u

t:
 a

p
 (
m

m
)

Feed: f (mm/rev)

C
u

tt
in

g
 s

p
e
e
d

: 
V

c
 (
m

/m
in

)

C
u

tt
in

g
 s

p
e
e
d

: 
V

c
 (
m

/m
in

)

Feed: f (mm/rev)Feed: f (mm/rev)

Low carbon steels, Alloy steels: S10C、SCM415, SS400, SCr420H, etc. C10, 18CrMo4, E275A, 20Cr4, etc. Medium carbon steels, Alloy steels: S45C, SCM440, etc. 
C45, 42CrMo4, etc. High carbon steels, Alloy steels: SNCM439, etc. 41CrNiMo2, etc.

Chipbreaker System for Turning (Negative type)
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GT9530

TF
NS9530

TSF
GT9530

TF
NS9530

B030 B030

B030B030

TSF
T9215

TSF
GT9530

TSF
T9235

TSF
T9225

DM
T9235

TM
T9235

TUS
T9235

TH
T9235

TH
T9235

TH
T9215

TH
T9225

TM
T9235

TM
T9215

TM
T9225

ZF
GT9530

TSF
GT9530

TM
T9205

ZM
T9215

TM
T9215

TH
T9205

TM
T9215

TH
T9215

B030 B030 B030

B032 B032 B032

B036 B036 B036

B031

B030 B030

B033B032

B032B032

B033

B037B036

B036B036

B032
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SELECTION SYSTEM: NEGATIVE TYPE

Steel

Please see the page B*** for the details. 

Basic Basic

P
re

c
is

io
n

 fi
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 ~
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 ]
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g
 [ 
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 =
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.3

 ~
 1

.5
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m
 ]

Basic BasicBasic

M
e

d
iu

m
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u
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g

 [ 
ap

 =
 1

 ~
 4
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m

 ]

BasicBasic

Wear

Basic

Wear

Chip 
control

M
e

d
iu

m
 t

o
 h

e
a

v
y
 c

u
tt

in
g

  [
 a

p
 =

 3
 ~

 6
 m

m
 ]

Chip 
control

Wear Wear

Continuous Light interrupted Heavy interrupted

BasicBasicBasic

Fracture Fracture

Chip 
control

Fracture Fracture

Fracture Fracture

Fracture Fracture
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0
0.1 0.2 0.3 0.4 0.5 0.6 0.7

T6120

T6130

AH630

T6120

T6130

AH630

AH645SM
SF T6130

AH630

AH645

SH

50

0

100

150

200

250

300

AH630

T6130

T6120

50

0

100

150

200

250

300

T6120
T6130

AH630

AH645
50

0

100

150

200

250

300

T6120
T6130

AH630

AH645

SMSF

SH

ISO

SF T6120 0.5 - 2.5 0.08 - 0.45 140 - 240

SF T6130 0.5 - 2.5 0.08 - 0.45 100 - 200

SF AH630 0.5 - 2.5 0.08 - 0.45 90 - 190

SM T6120 1 - 4 0.2 - 0.5 140 - 240

SM T6130 1 - 4 0.2 - 0.5 100 - 200

SM AH630 1 - 4 0.2 - 0.5 90 - 190

SM AH645 1 - 4 0.2 - 0.5 70 - 150

SH T6130 2 - 6 0.3 - 0.6 100 - 200

SH AH630 2 - 6 0.3 - 0.6 90 - 190

SH AH645 2 - 6 0.3 - 0.6 70 - 150
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BASIC CHIPBREAKER: NEGATIVE TYPE

STANDARD CUTTING CONDITIONS

Stainless Steel

Chipbreaker System for Turning (Negative type)

Austenitic stainless steel Precipitation hardened stainless steelFerritic / martensite stainless steel

Chipbreaker Shape Feature Chipbreaker Shape Feature

Suitable for medium to heavy cutting. 
High fracture resistance with specially 
reinforced cutting edge. 
Ideal for machining that requires cutting 
edge strength. such as roughing and 
interrupted cutting. 

General-purpose chipbreaker with 
sharpness and good chip control. 
First choice for stainless steel. 

Excellent chip control with small depth of 
cut at high feed. 
Suitable for fi nishing stainless steel. 

Operation Work condition Chipbreaker Grade Depth of cut
ap (mm)

Feed
f (mm/rev)

Cutting speed
Vc (m/min)

Finishing

Medium cutting

Medium to 
heavy cutting

Continuous

Continuous to light interrupted

Heavy interrupted

Continuous

Continuous to light interrupted

Light interrupted

Heavy interrupted

Continuous to light interrupted

Light interrupted

Heavy interrupted

D
e
p

th
 o

f 
c
u

t:
 a

p
 (
m

m
)

Feed: f (mm/rev)

C
u

tt
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g
 s

p
e
e
d

: 
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c
 (
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/m
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)
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u

tt
in

g
 s
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: 
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c
 (
m

/m
in

)

C
u

tt
in

g
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p
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d

: 
V

c
 (
m

/m
in

)

Light cutting

Light interrupted

Heavy cutting

Heavy interrupted

Light cutting

Light interrupted

Heavy cutting

Heavy interrupted

Light cutting

Light interrupted

Heavy cutting

Heavy interrupted

Stainless steels: SUS304、SUS316, etc.  X5CrNi18-9, X5CrNiMo17-12-3, etc.
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T6130

SH
AH645

SH
AH630

SH
AH630

SH
AH645

SH
T6120

SH
T6130 SM

T6130

SM
T6130

SM
AH645

SM
AH630

Basic

SM
T6120

SM
T6130 SF

T6130

Basic
SH

AH645

SM
AH645

Basic

SF
T6120

SF
T6130

Basic

SF
T6120

SF
AH630

SF
T6130

Basic
SF

AH645

SF
AH630

Basic
SF

T6130

SH
AH630

B031 B031

B035 B035 B035

B037 B037 B037

B031

B035 B037

B037

B037

B037B037

B035

B031

B031 B031

B031

B031

B031

B035 B035

B037
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SELECTION SYSTEM: NEGATIVE TYPE

Stainless Steel

F
in
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h

in
g

 [ 
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 =
 0
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 ~
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.5
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 ]

Basic

Wear

Fracture

Basic

Chip 
control

Wear

Basic
Fracture

M
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 ]
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Wear

Fracture

Wear

FractureFracture

Wear

Fracture

Wear

Chip 
control

Fracture

Wear

Basic BasicBasic

Basic Basic Basic

Please see the page B*** for the details. 

Continuous Light interrupted Heavy interrupted
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BX930

BX480

T515
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T5115
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T5115

T5125

CF
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BX930

FX105
BX480, BXC90

T515

1500

500

1000

0.2 0.4 0.6 0.8

T5105

T515, T5115

T5125

600

100

200

300

400

500

0.2 0.4 0.6 0.8

T5125

T5105 T515

T5115

700

600

100

200

300

400

500

0.2 0.4 0.6 0.8

CH

CM

CF

(T-CBN)

ISO

BX930 0.05 - 0.5 0.05 - 0.2 300 - 1200 100 - 500

BX480 0.05 - 0.5 0.05 - 0.3 300 - 1000 100 - 300

BXC90 0.08 - 3 0.05 - 0.4 300 - 1000 100 - 300

T515 1 - 5 0.1 - 0.5 150 - 700 140 - 370

T515 1 - 5 0.1 - 0.5 150 - 700 140 - 370

T515 1 - 5 0.1 - 0.5 150 - 700 140 - 370

T515 1 - 5 0.1 - 0.5 150 - 700 140 - 370

T515 1 - 5 0.1 - 0.5 150 - 700 140 - 370

T515 3 - 6 0.2 - 0.6 150 - 700 140 - 370

T515 1 - 5 0.1 - 0.5 150 - 700 140 - 370

T515 1 - 5 0.1 - 0.5 150 - 700 140 - 370

T515 3 - 6 0.2 - 0.6 150 - 700 140 - 370
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BASIC CHIPBREAKER: NEGATIVE TYPE

STANDARD CUTTING CONDITIONS

Cast Iron

Chipbreaker System for Turning (Negative type)

Grey cast iron Ductile cast iron Grey cast iron (high speed cutting)

Chipbreaker Shape Feature Chip-
breaker Shape Feature

Excellent performance in high-
speed fi nishing of cast iron with CBN 
sintered body on the cutting edge. 

Low cutting force chipbreaker for cast iron. 
Combined with an arc-shaped high rake 
angle (substantially 20°) drastically reduces 
cutting force and prevents the deformation 
and burr of thin-walled components.

Excellent performance in interrupted 
cutting. Highly reliable chipbreaker 
with great stability.

First choice for cast iron. 
Versatile chipbreaker for a wide range 
of applications from continuous to 
interrupted cutting thanks to the positive 
land and wide chip pocket. 

Chipbreaker with reinforced cutting edge. 
The negative land and the land support 
provide stable insert seating and increase 
cutting edge strength, resulting in no 
fracture even in heavy cutting. 

Operation Work condition
Chip-

breaker
Grade

Depth of cut
ap (mm)

Feed
f (mm/rev)

Cutting speed: Vc (m/min)

Grey cast iron Ductile cast iron

High speed 
cutting

Finishing

Medium cutting

Medium to 
heavy cutting

Continuous Without

Light interrupted Without

Continuous Without

Continuous All-round

Light interrupted All-round

Heavy interrupted All-round

Continuous All-round

Light interrupted All-round

Heavy interrupted CH

Continuous All-round

Light interrupted All-round

Heavy interrupted CH

No 
chip-

breaker

All-round
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Feed: f (mm/rev)

All-round
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Feed: f (mm/rev) Feed: f (mm/rev) Feed: f (mm/rev)

Grey cast iron: FC250, etc. 250, etc.   Ductile cast iron: FCD450, etc. 450-10S, etc.
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B033 B033 B037
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B031

B033 B037

B037

B033

B037

B031

B037

B033 B033
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SELECTION SYSTEM: NEGATIVE TYPE

Cast Iron

F
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.5
 ~

 2
 m

m
 ]

Fracture

Wear
Basic

Fracture

WearWear
Basic

All-round
T515

All-round
T515

Basic

M
e

d
iu

m
 c

u
tt

in
g

[ 
ap

 =
 1

 ~
 5

 m
m

 ]

Wear
Basic

Fracture

Wear
Basic

Fracture

Wear
Basic

All-round
T515

All-round
T515

M
e

d
iu

m
 t

o
 h

e
a

v
y
 c

u
tt

in
g

[ 
ap

 =
 3

 ~
 6

 m
m

 ]

Wear

Basic

Fracture

Wear

BasicBasic

Fracture

Wear

All-round
T515

All-round
T515

All-round
T5105

All-round
T5105

All-round
T5105

All-round
T5105

All-round
T5105

All-round
T515

All-round
T515

All-round
T515

All-round
T5105

Continuous Light interrupted Heavy interrupted

Please see the page B*** for the details. 

Burr 
occurrence

Burr 
occurrence

Burr 
occurrence

Burr 
occurrence

Burr 
occurrence

Burr 
occurrence

Burr 
occurrence

Burr 
occurrence

Burr 
occurrence
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P

T-DIA

DX140
TH10

DX110
DX120

KS05F

DX140

DX110
DX120

0

2000

1000

0.2 0.4 0.6 0.8

TH10

DX110
DX140

200

400

600

800

1000

0.2 0.4 0.6 0.8

TH10

DX110
DX140

DX120

3000

500

1000

1500

2000

2500

0.2 0.4 0.6 0.8

(T-DIA)(T-DIA)

P

ISO

DX110 0.05 - 0.5 0.05 - 0.15 500 - 2500 400 - 800 500 - 1500

DX140 0.05 - 0.5 0.05 - 0.20 300 - 2500 - 500 - 1500

DX140 0.05 - 2 0.05 - 0.15 500 - 2500 400 - 800 500 - 1500

DX140 0.05 - 2 0.05 - 0.15 300 - 1800 400 - 600 400 - 1200

TH10 0.5 - 4 0.2 - 0.5 100 - 500 100 - 200 100 - 200

TH10 0.5 - 4 0.2 - 0.5 100 - 1000 100 - 300 100 - 300

TH10 0.5 - 4 0.2 - 0.5 100 - 800 100 - 200 100 - 200

TH10 0.5 - 4 0.2 - 0.5 100 - 500 100 - 200 100 - 200
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BASIC CHIPBREAKER: NEGATIVE TYPE

STANDARD CUTTING CONDITIONS

Non-ferrous Metal

Chipbreaker System for Turning (Negative type)

Aluminium alloy (Si  12%) Copper alloyAluminium alloy (Si < 12%)

Chipbreaker Shape Feature Chipbreaker Shape Feature

Excellent performance in high-speed 
fi nishing of non-ferrous metal, such 
as aluminium and copper alloy, with 
diamond sintered body on the cutting 
edge. 

Excellent sharpness for non-ferrous 
metal, such as aluminium and copper 
alloy.

Wide chipbreaker for excellent chip 
control. 

Cutting speed: Vc (m/min)

Operation
Work 

condition
Chip-

breaker
Grade

Depth of cut
ap (mm)

Feed
f (mm/rev)

Aluminium alloy 
(Si < 12%)

Aluminium alloy 
(Si  12%)

Copper 
alloy

Precision
finishing

Finishing

Medium 
cutting

Continuous With

Light
interrupted

Without

Continuous Without

Light
interrupted

Without

Heavy
interrupted

P

Continuous P

Light
interrupted

P

Heavy
interrupted

P

D
e
p

th
 o

f 
c
u

t:
 a

p
 (
m

m
)

Feed: f (mm/rev)

Feed: f (mm/rev)

C
u
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in

g
 s

p
e
e
d

: 
V

c
 (
m

/m
in

)

Feed: f (mm/rev)

C
u

tt
in

g
 s

p
e
e
d

: 
V

c
 (
m

/m
in

)

Feed: f (mm/rev)

C
u

tt
in

g
 s

p
e
e
d

: 
V

c
 (
m

/m
in

)

No 
chip-

breaker

With 
chip-

breaker
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T-DIA
DX140

DX110
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TH10

T-DIA
DX160

T-DIA
DX140

T-DIA
DX140

P
TH10

T-DIA
DX140

P
TH10

T-DIA

DX110

T-DIA
DX160

T-DIA
DX140

T-DIA

DX110

T-DIA
DX160

T-DIA
DX140

B192, B194

B193, B195, B196 B193, B195, B196 B035

B035 B035 B035

B193, B195, B196

B192, B194

B193, B196

B192, B194

B193, B196

B035

B193, B196

B193, B195, B196 B193, B195, B196

B193, B195, B196
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SELECTION SYSTEM: NEGATIVE TYPE

Non-ferrous Metal

P
re

c
is

io
n

 fi
 n
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h

in
g

[ 
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 0
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BasicBasic
Fracture

Wear

Basic
Surface 
quality

Wear

F
in
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g
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.5
  

~
2
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m
 ]

M
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d
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m
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tt
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g

[ 
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 1
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 m
m

 ]

Basic

Wear

Basic
Surface 
quality

Wear

BasicBasic

Wear

Basic

Wear

With 
chipbreaker

Continuous Light interrupted Heavy interrupted

Please see the page B*** for the details. 

With 
chipbreaker 

With 
chipbreaker 
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AH8015

AH8005
AH8015

AH8005HRF

HRM

BX480
M714B

AH8015

AH8005

0.2 0.4 0.6 0.8

100

200

300

400

BX480

AH8015

AH8005

0.2 0.4 0.6 0.8

100

200

300

400

(T-CBN)

HRM

HRF

ISO

BX480 0.1 - 0.5 0.05 - 0.2 100 - 200 70 - 300

M714B 0.1 - 0.5 0.05 - 0.2 - 70 - 400

BX480 0.1 - 0.5 0.05 - 0.2 100 - 200 -

HRF AH8005 0.5 - 1.5 0.05 - 0.25 20 - 100 20 - 100

HRF AH8015 0.5 - 1.5 0.05 - 0.25 20 - 80 20 - 50

HRF AH8015 0.5 - 1.5 0.05 - 0.25 10 - 60 10 - 40

HRM AH8005 0.5 - 4 0.1 - 0.4 20 - 100 20 - 100

HRM AH8015 0.5 - 4 0.1 - 0.4 20 - 80 20 - 50

HRM AH8015 0.5 - 4 0.1 - 0.4 10 - 60 10 - 40

Chipbreaker Guide
P

o
s
it

iv
e

N
e

g
a

ti
v
e

BASIC CHIPBREAKER: NEGATIVE TYPE

STANDARD CUTTING CONDITIONS

Superalloys and titanium

Chipbreaker System for Turning (Negative type)

Titanium alloy Ni-base alloy

Ni-base alloy: INCONEL718, etc.  Titanium alloy: Ti-6Al-4V, etc.

Chipbreaker Shape Feature Chipbreaker Shape Feature

Excellent performance in fi nishing 
of heat-resistant alloy and titanium 
alloy with CBN sintered body on the 
cutting edge. 

Suitable for fi nishing superalloy. 
Unique protrusion improves chip 
control in cutting low depth. 

First choice for heat-resistant alloy. 
The geometry optimized for a wide 
range of depths of cut. 

Operation Work condition
Chip-

breaker
Grade

Depth of cut
ap (mm)

Feed
f (mm/rev)

Cutting speed: Vc (m/min)

Titanium alloy Ni-base alloy

Precision
finishing

Finishing to
medium cutting

Medium cutting

Continuous

Light interrupted

Continuous

Light interrupted

Heavy interrupted

Continuous

Light interrupted

Heavy interrupted

Without

Without

Without

D
e
p

th
 o

f 
c
u

t:
 a

p
 (
m

m
)

Feed: f (mm/rev)

Feed: f (mm/rev) Feed: f (mm/rev)
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u
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 s
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: 
V

c
 (
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)
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c
 (
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in

)

No 
chip-

breaker
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HRF
AH8005

HRF
AH8005

HRF
AH8005

AH8015
HRM

AH8015
HRF

AH8005
28

AH8015
28HRF

AH8005

T-CBN
BX470
M714B

T-CBN
BX470

TH10

HRF
AH8015

AH8015
HRM

HRF
AH8015

AH8015
HRM

HRM
AH8015

AH630
SM

HRM
AH8005

AH630

HRM
AH8015

SM

B170 - B190

B031 B031 B031

B035 B035 B035

B031

B034

B038

B035

B031

B035

B031

B034

B035

B035

B034

B035

B031

B034

B035

B031

AH8005
HRMHRF

AH8015

AH8015
28

AH8005
28

B170 - B190

Select ion System G
ra

de
In

se
rt

Ex
t. 

To
ol

ho
ld

er
In

t. 
To

ol
ho

ld
er

Th
re

ad
in

g
G

ro
ov

in
g

M
in

ia
tu

re
 to

ol
M

ill
in

g 
cu

tte
r

En
dm

ill
D

ril
lin

g 
to

ol
To

ol
in

g 
Sy

st
em

U
se

r'
s 

G
ui

de
In

de
x

SELECTION SYSTEM: NEGATIVE TYPE

Superalloys and titanium

P
re

c
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io
n

 fi
 n
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h

in
g

[ 
ap

 =
 ~

 0
.5

 m
m

 ]

Basic Basic
No chipbreaker

Fracture

Wear

Fracture
Basic BasicBasic

F
in

is
h

in
g

[ 
ap

 =
 0

.5
 ~

 1
.5

 m
m

 ]

Fracture

Wear

Fracture

Chip 
control

Chip 
control

M
e

d
iu

m
 c

u
tt

in
g

[ 
ap

 =
 0

.5
 ~

 4
 m

m
 ]

BasicBasic Basic
Fracture

Wear

FractureFracture

Chip 
control

Chip 
control

Continuous Light interrupted Heavy interrupted

Wear

Please see the page B*** for the details. 

Burr 
occurrence
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BXM10

BXM20

BXA20

BX310

BX330

BX360

BX380T-CBN

BX380BX360

BX330

BX310
BXM10 BXM20

BXA20

T-CBN

300

200

100

300

200

100

HP

(T-CBN)

HM

HF

ISO

HP
BXM10
BXA20

0.05 - 0.2 0.03 - 0.18 150 - 350

BXM10
BXM20
BXA20

0.05 - 0.5 0.05 - 0.25 70 - 220

HF BXM20 0.2 - 0.75 0.05 - 0.2 70 - 200

HM
BXM20
BXA20

0.5 - 1 0.05 - 0.2 70 - 200
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T-CBN

BASIC CHIPBREAKER: NEGATIVE TYPE

STANDARD CUTTING CONDITIONS

Hard Materials

Chipbreaker System for Turning (Negative type)

Coated T-CBN

Chipbreaker Shape Feature

Excellent performance in fi nishing of 
hard material with CBN sintered body 
on the cutting edge. 

Chipbreaker Shape Feature

Excellent chip control in removing 
carburized layer at small depth of cut. 

Excellent chip control in removing 
carburized layer at large depth of cut. 

Excellent chip control in precision 
fi nishing. 

Operation
Work 

condition
Chipbreaker Grade

Depth of cut
ap (mm)

Feed
f (mm/rev)

Cutting speed
Vc (m/min)

Precision finishing

Finishing

Removing of
carburized layer

Continuous to
light interrupted

Continuous to
heavy interrupted

Continuous

Continuous

Without

D
e
p

th
 o

f 
c
u

t:
 a

p
 (
m

m
)

Feed: f (mm/rev)

Coated T-CBN

C
u

tt
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g
 s

p
e
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d

: 
V

c
 (
m

/m
in

)

C
u

tt
in

g
 s

p
e
e
d

: 
V

c
 (
m

/m
in

)

Continuous ContinuousLight

interrupted

Light

interrupted

Medium

interrupted

Medium

interrupted

Heavy

interrupted

Heavy

interrupted

No 
chip-

breaker

Hardened steels, Pre-hardened steels: SKD11, SKD61, etc.  X153CrMoV12, X40CrMoV5-1, etc. 
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SELECTION SYSTEM: NEGATIVE TYPE

Hard Materials
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c
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Fracture
BasicBasic

Fracture
BasicBasic Basic

Fracture

Continuous Light interrupted Heavy interrupted

Please see the page B*** for the details. 

High-
speed 
wear

High-
speed 
wear
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NS9530
GT9530

NS9530

T9215

T9225

GT9530
NS9530
AH725
T9215
T9225

GT9530

NS9530

T9215

T9225

AT9530
GT9530
NS9530
AH725
T9215
T9225

01

PSF
PS PM

PSS

AT9530
GT9530

NS9530

500

400

300

200

100

 0 0.2 0.4 0.6 0.8

T9225

T9215

AH725

300

200

100

 0 0.2 0.4 0.6 0.8

01

PSF

PS

PM

PSS

ISO

01 NS9530 0.05 - 0.5 0.03 - 0.15 150 - 250 80 - 220 80 - 180

01 NS9530 0.05 - 0.5 0.03 - 0.15 150 - 250 80 - 220 80 - 180

PSS NS9530 0.1 - 0.5 0.05 - 0.3 150 - 250 80 - 220 80 - 180

PSS NS9530 0.1 - 0.5 0.05 - 0.3 150 - 250 80 - 220 80 - 180

PSS NS9530 0.1 - 0.5 0.05 - 0.3 150 - 250 80 - 220 80 - 180

PS NS9530 0.3 - 2 0.08 - 0.3 150 - 250 80 - 220 80 - 180

PS NS9530 0.3 - 2 0.08 - 0.3 150 - 250 80 - 220 80 - 180

PS NS9530 0.3 - 2 0.08 - 0.3 150 - 250 80 - 220 80 - 180

PS T9215 0.5 - 2.5 0.08 - 0.3 120 - 350 100 - 350 80 - 250

PS T9225 0.5 - 2.5 0.08 - 0.3 100 - 300 80 - 300 80 - 250

PM - 1 - 3 0.15 - 0.3 150 100 - 200 80 - 180

PM - 1 - 3 0.15 - 0.3 120 80 - 180 80 - 120
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BASIC CHIPBREAKER: POSITIVE TYPE

STANDARD CUTTING CONDITIONS

Steel

Chipbreaker System for Turning (Positive Type)

CVD / PVD coated grade Coated cermet / Cermet

3D chipbreaker for fi nishing to 
medium cutting with excellent chip 
control and low cutting force. 

Low cutting force and high wear 
resistance. First choice for fi nishing. 
Excellent chip control in fi nishing prevents 
chip entanglement in internal machining. 

Excellent chip control in machining 
very small depth of cut thanks to the 
sharp cutting edge and protrusion. 

3D chipbreaker for fi nishing to medium 
cutting with excellent chip control and 
sharpness. M-class insert delivers cost 
reduction and highly effi  cient boring in a 
wide range of applications. 

First choice for medium cutting with 
excellent sharpness and good chip 
control.  Delivers stable machining of 
stainless steel. 

Chipbreaker Shape FeatureShapeChipbreaker Feature

Operation Work condition
Chip-

breaker
Grade

Depth of cut
ap (mm)

Feed
f (mm/rev)

Cutting speed: Vc (m/min)

Low carbon 
steels, 

Alloy steels

Medium car-
bon steels, 
Alloy steels

High carbon 
steels,

 Alloy steels

Precision
fi nishing

Finishing

Finishing to light 
cutting

Finishing to 
Medium cutting

Medium cutting

Continuous

Light interrupted

Continuous

Light interrupted

Heavy interrupted

Continuous

Light interrupted

Heavy interrupted

Continuous to
Heavy interrupted

Continuous to
Heavy interrupted

D
e
p

th
 o

f 
c
u

t:
 a

p
 (
m

m
)

Feed: f (mm/rev)

Feed: f (mm/rev) Feed: f (mm/rev)
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 s
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d
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c
 (
m

/m
in

)
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u

tt
in

g
 s

p
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d

: 
V

c
 (
m

/m
in

)

Low carbon steels, Alloy steels: S10C, SCM415, SS400, SCr420H, etc. C10, 18CrMo4, E275A, 20Cr4, etc. Medium carbon steels, Alloy steels: S45C, SCM440, etc. 
C45, 42CrMo4, etc. Hi carbon steels, Alloy steels: SNCM439, etc. 41CrNiMo2, etc.
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TSF
T9215

PM
NS9530

PS
T9215

PS
T9215

PS
NS9530

PS
NS9530

PS
NS9530

PSF
NS9530

PSS
GT9530

PS
NS9530

PSF
NS9530

PSS
GT9530

PS
NS9530

PSF
NS9530

PSS
GT9530

01
NS9530

01
NS9530

PSF
NS9530

PM
T9215

PS
T9215

PS
T9215

PSS
NS9530

PSS
NS9530

PM
T9215

PM
T9215

PM
T9215

PM
T9215

PSS
NS9530

PS
T9215

B040, B045, B049

B040, B045, B049

B040, B045, B049

B040, B045, B049

B040, B045, B049

B040, B045, B049

B040, B045, B049

B040, B045, B049

B040, B045, B049

B040, B045, B049

B040, B045B040, B045

B040, B045, B049

B040, B045, B049

B042, B046

B040, B045

B040, B045, B049

B040, B045, B049

B040, B045, B049 B040, B045, B049 B040, B045, B049

B040, B045, B049 B040, B045, B049 B040, B045, B049

B042, B046 B042, B046 B042, B046

B042, B046 B041, B045B042, B046
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SELECTION SYSTEM: POSITIVE TYPE

Steel

P
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c
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 ]
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Basic Basic
Fracture

Fracture

Chip 
control

Wear

Fracture

Chip 
control

Wear

Fracture

Chip 
control

Wear
BasicBasic Basic

FractureFracture

WearWear

Basic
Fracture

BasicBasic

Chip 
control

Chip 
control

Wear
Basic

Fracture
BasicBasic

Continuous Light interrupted Heavy interrupted

Please fi nd the details on the pages: B***/7° relief angle, B***/11° relief angle, B***/5° relief angle.
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W�� PSF PM
PS

PSS
AH725

AH725
GH330

T6120

T6130

AH630

AH645

T6120

T6130

AH630

AH645

T6120

T6130

AH630

AH645

250

200

150

100

50

250

200

150

100

50

 0 0.2 0.4 0.6 0.8  0 0.2 0.4 0.6 0.8

GH330

AH630

AH645
AH725

T6120

T6130

ISO

W�� GH330 0.05 - 2.0 0.03 - 0.2 100 - 150

PSF AH725 0.1 - 0.5 0.05 - 0.3 50 - 150

PSF AH725 0.1 - 0.5 0.05 - 0.3 50 - 150

PSF AH725 0.1 - 0.5 0.05 - 0.3 50 - 120

PSS AH630 0.3 - 2 0.08 - 0.3 90 - 190

PSS AH630 0.3 - 2 0.08 - 0.3 90 - 190

PSS AH630 0.3 - 2 0.08 - 0.3 90 - 190

PS T6130 0.5 - 2.5 0.08 - 0.3 100 - 200

PS AH630 0.5 - 2.5 0.08 - 0.3 90 - 190

PS AH630 0.5 - 2.5 0.08 - 0.3 90 - 190

PM T6130 1 - 3* 0.15 - 0.3 100 - 200

PM AH630 1 - 3* 0.15 - 0.3 90 - 190

PM AH630 1 - 3* 0.15 - 0.3 90 - 190

W��

PS

PSS

PSF

PM
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BASIC CHIPBREAKER: POSITIVE TYPE

Stainless Steel

Chipbreaker System for Turning (Positive Type)

CVD coated grade PVD coated grade

Chipbreaker Shape Feature Chipbreaker Shape Feature

Designed to control the direction of 
chip fl ow in precision fi nishing. 
Smooth chip evacuation in boring. 

Low cutting force and high wear 
resistance. First choice for fi nishing. 
Excellent chip control in fi nishing 
prevents chip entanglement in internal 
machining. 

3D chipbreaker for fi nishing to 
medium cutting with excellent chip 
control and sharpness. M-class insert 
delivers cost reduction and highly 
effi  cient boring in a wide range of 
applications. 

3D chipbreaker for fi nishing to 
medium cutting with excellent chip 
control and low cutting force. 

First choice for medium cutting with 
excellent sharpness and good chip 
control.  Delivers stable machining of 
stainless steel.

Operation Work condition Chipbreaker Grade
Depth of cut

ap (mm)
Feed

f (mm/rev)
Cutting speed

Vc (m/min)

Precision finishing

Finishing

Finishing to
light cutting

Finishing to
medium cutting

Medium cutting

Continuous

Continuous

Light interrupted

Heavy interrupted

Continuous

Light interrupted

Heavy interrupted

Continuous

Light interrupted

Heavy interrupted

Continuous

Light interrupted

Heavy interrupted

STANDARD CUTTING CONDITIONS

D
e
p

th
 o

f 
c
u

t:
 a

p
 (
m

m
)

Feed: f (mm/rev)

Feed: f (mm/rev) Feed: f (mm/rev)

C
u

tt
in

g
 s

p
e
e
d

: 
V

c
 (
m

/m
in

)

C
u

tt
in

g
 s

p
e
e
d

: 
V

c
 (
m

/m
in

)

* For CCMT0602 and DCMT0702 type inserts, ap = 0.5 - 2.5
Stainless steels: SUS304, SUS316, etc.  X5CrNi18-9, X5CrNiMo17-12-3, etc.
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PSS
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T6130

PM
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AH630
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AH630
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T6130

PSS
AH630

B040, B045, B049

B040, B045, B049

B040, B045, B049B040, B045, B049

B041, B046, B049B041, B046, B049

B042, B046

B040, B045, B049

B042, B046

B040, B045, B049

B040, B045, B049

B040, B045, B049 B040, B045, B049 B040, B045, B049

B040, B045, B049 B040, B045, B049 B040, B045, B049

B042, B046 B042, B046 B042, B046

B042, B046 B042, B046

B042, B046
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SELECTION SYSTEM: POSITIVE TYPE

Stainless Steel
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Basic Basic

Basic Basic Basic

Basic BasicBasic

Basic BasicBasic

Wear

Wear

Fracture Fracture

Wear Wear

Fracture FractureWear

Fracture

Wear

Fracture

Continuous Light interrupted Heavy interrupted

Please fi nd the details on the pages: B***/7° relief angle, B***/11° relief angle, B***/5° relief angle.
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T-CBN CM

BX930

BX480

T5115
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BX480

T515, T5115 T515, T5115

BX930
1000

500

600

500

400

300

200

100

 0 0.2 0.4 0.6 0.8  0 0.2 0.4 0.6 0.8

(T-CBN)
CM

ISO

BX930 0.05 - 0.5 0.05 - 0.2 300 - 1200 100 - 500

BX480 0.05 - 0.5 0.05 - 0.2 300 - 800 100 - 300

BX470 0.05 - 0.5 0.05 - 0.2 300 - 800 100 - 300

CM T515 0.05 - 2 0.05 - 0.3 150 - 700 150 - 300

CM T515 0.05 - 2 0.05 - 0.3 100 - 200 100 - 200

CM T515 0.05 - 2 0.05 - 0.3 100 - 300 100 - 250
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BASIC CHIPBREAKER: POSITIVE TYPE

STANDARD CUTTING CONDITIONS

Cast Iron

Chipbreaker System for Turning (Positive Type)

Grey cast iron Ductile cast iron

Excellent performance in high-
speed fi nishing of cast iron with CBN 
sintered body on the cutting edge. 

Suitable for a wide range of 
applications from fi nishing to 
roughing cast iron.
Excellent performance with high 
cutting edge strength.

Highly versatile all-round chipbreaker 
with low cutting force. Suitable for 
fi nishing to medium cutting. 

No 
chip-

breaker

Chipbreaker Shape Feature Chipbreaker Shape Feature

Operation Work condition
Chip-

breaker
Grade

Depth of cut
ap (mm)

Feed
f (mm/rev)

Cutting speed: Vc (m/min)

Grey cast iron Ductile cast iron

Precision
finishing

Finishing

Medium
cutting

Continuous

Light interrupted

Light interrupted

Continuous

Heavy interrupted

Light interrupted

Without

Without

Without

No chipbreaker

D
e
p

th
 o

f 
c
u

t:
 a

p
 (
m

m
)

Feed: f (mm/rev)

Feed: f (mm/rev) Feed: f (mm/rev)

C
u

tt
in

g
 s

p
e
e
d

: 
V

c
 (
m

/m
in

)

C
u

tt
in

g
 s

p
e
e
d

: 
V

c
 (
m

/m
in

)

No 
chip-

breaker

Grey cast iron: FC250, etc. 250, etc. 
Ductile cast iron: FCD450, etc. 450-10S, etc.
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SELECTION SYSTEM: POSITIVE TYPE

Cast Iron

F
in
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g

 t
o

 M
e

d
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m
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Basic BasicBasic

Wear

Continuous Light interrupted Heavy interrupted

Please fi nd the details on the pages: B***/7° relief angle, B***/11° relief angle, B***/5° relief angle.



www.tungaloy.comB024

P
C

D
 /
 C

B
N

7

6

5

4

3

2

1

0
0.1 0.2 0.3 0.4 0.5 0.6 0.7

DX140

KS05F

DX110
DX120

T-DIA

AL

KS05F

DX140

DX110
DX120

2000

1000

 0 0.2 0.4 0.6 0.8

KS05F

DX140

1000

800

600

400

200

 0 0.2 0.4 0.6 0.8

KS05F

DX140

DX110, DX120

3000

2500

2000

1500

1000

500

 0 0.2 0.4 0.6 0.8

AL

(T-DIA)(T-DIA)

ISO

DX110 0.05 - 1 0.05 - 0.15 500 - 2500 400 - 800 500 - 1500

DX140 0.05 - 1 0.05 - 0.2 300 - 2500 - 500 - 1500

DX140 0.05 - 1 0.05 - 0.15 500 - 2500 400 - 800 500 - 1500

DX140 0.05 - 1 0.05 - 0.15 300 - 1800 400 - 600 400 - 1200

AL KS05F 0.5 - 5 0.1 - 0.5 100 - 600 100 - 200 -

AL KS05F 0.5 - 5 0.1 - 0.5 100 - 1200 100 - 300 100 - 300

AL KS05F 0.5 - 5 0.1 - 0.5 100 - 900 100 - 200 100 - 200

AL KS05F 0.5 - 5 0.1 - 0.5 100 - 600 100 - 200 -
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BASIC CHIPBREAKER: POSITIVE TYPE

STANDARD CUTTING CONDITIONS

Non-ferrous Metal

Chipbreaker System for Turning (Positive Type)

Aluminium alloy (Si < 12%) Aluminium alloy (Si  12%) Copper alloy

Excellent performance in high-speed 
fi nishing of non-ferrous metal with 
diamond sintered body on the cutting 
edge. 

Large rake angle and sharp cutting edge 
reduce cutting force. Lapped rake face 
prevents adhesion. Large inclination on 
the cutting edge (wavy cutting edge) for 
more stable chip control. 

Wide chipbreaker for smooth chip 
evacuation. Large rake face reduces 
cutting force. DIA on the cutting 
edge delivers high-speed machining 
and long tool life. 

Chipbreaker Shape FeatureChipbreaker Shape Feature

Cutting speed: Vc (m/min)

Operation
Work 

condition
Chip-

breaker
Grade

Depth of cut
ap (mm)

Feed
f (mm/rev)

Aluminium alloy 
(Si < 12%)

Aluminium alloy 
(Si  12%)

Copper 
alloy

Precision
finishing

Finishing

Medium 
cutting

Continuous

Light interrupted

Continuous

Light interrupted

Heavy interrupted

Continuous

Light interrupted

Heavy interrupted

With

Without

Without

Without

D
e
p

th
 o

f 
c
u

t:
 a

p
 (
m

m
)

Feed: f (mm/rev)

Feed: f (mm/rev)

C
u

tt
in

g
 s

p
e
e
d

: 
V

c
 (
m

/m
in

)

Feed: f (mm/rev)

C
u

tt
in

g
 s

p
e
e
d

: 
V

c
 (
m

/m
in

)

Feed: f (mm/rev)

C
u

tt
in

g
 s

p
e
e
d

: 
V

c
 (
m

/m
in

)

No 
chip-

breaker

With 
chip-

breaker
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T-DIA
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B192, B194

B193, B195, B196 B042

B042 B042 B042

B193, B195, B196
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SELECTION SYSTEM: POSITIVE TYPE

Non-ferrous Metal
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BasicBasic

BasicBasic Basic

BasicBasic Basic

WearWear

Wear

Chip 
control

Fracture

Wear

WearWear

Continuous Light interrupted Heavy interrupted

Please fi nd the details on the pages: B***/7° relief angle, B***/11° relief angle, B***/5° relief angle.

With 
chipbreaker

With chipbreaker
 T-DIA

With chipbreaker
 T-DIA

With 
chipbreaker
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AH8005
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AH8005
AH8015

400

300
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100
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PSF

PSS

PS

ISO

PSS AH8015 0.3 - 2 0.02 - 0.3 20 - 150 20 - 100

PSS AH8015 0.3 - 2 0.02 - 0.3 20 - 150 20 - 100

PS AH8015 0.5 - 2.5 0.02 - 0.3 20 - 150 20 - 100

PS AH8015 0.5 - 2.5 0.02 - 0.3 20 - 150 20 - 100
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BASIC CHIPBREAKER: POSITIVE TYPE

STANDARD CUTTING CONDITIONS

Superalloys and titanium

Chipbreaker System for Turning (Positive Type)

Ni-base alloyTitanium alloy

Ni-base alloy: INCONEL718, etc. 
Titanium alloy: Ti-6Al-4V, etc.

Chipbreaker ChipbreakerShape ShapeFeature Feature

Low cutting force and high wear 
resistance. First choice for fi nishing. 
Excellent chip control in fi nishing prevents 
chip entanglement in internal machining. 

3D chipbreaker for fi nishing to medium 
cutting with excellent chip control and 
sharpness. M-class insert delivers cost 
reduction and highly effi  cient boring in a 
wide range of applications. 

3D chipbreaker for fi nishing to 
medium cutting with excellent chip 
control and low cutting force. 

Operation Work condition
Chip-

breaker
Grade

Depth of cut
ap (mm)

Feed
f (mm/rev)

Cutting speed: Vc (m/min)

Titanium alloy Ni-base alloy

Finishing

Finishing to 
medium cutting

Continuous

Light interrupted

Continuous

Light interrupted

D
e
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 o
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t:
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m

m
)

Feed: f (mm/rev)

Feed: f (mm/rev) Feed: f (mm/rev)
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)
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)
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SELECTION SYSTEM: POSITIVE TYPE

Superalloys and titanium
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Basic Basic

Basic Basic Basic

Wear

Fracture

Wear

Wear Fracture Fracture
All-round
AH8015

All-round
AH8015

Continuous Light interrupted Heavy interrupted

Please fi nd the details on the pages: B***/7° relief angle, B***/11° relief angle, B***/5° relief angle.
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HP BXM10 0.05 - 0.2 0.03 - 0.15 150 - 350

BXM20
BXA20

0.05 - 0.2 0.03 - 0.15 70 - 220

BXM20
BXA20 0.07 - 0.5 0.05 - 0.3 70 - 220
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BASIC CHIPBREAKER: POSITIVE TYPE

STANDARD CUTTING CONDITIONS

Hard Materials

Chipbreaker System for Turning (Positive Type)

Coated T-CBN

Hardened steels, Pre-hardened steels: SKD11, SKD61, etc. X153CrMoV12, X40CrMoV5-1, etc. 

Chipbreaker Shape Feature

Excellent performance in high-speed 
fi nishing of hard material with CBN 
sintered body on the cutting edge. 

Chipbreaker Shape Feature

Excellent chip control in precision 
fi nishing.

Operation
Work 

condition
Chipbreaker Grade

Depth of cut
ap (mm)

Feed
f (mm/rev)

Cutting speed
Vc (m/min)

Precision finishing

Finishing

Continuous

Light interrupted

Continuous to
heavy interrupted

Without

Without

D
e
p

th
 o

f 
c
u

t:
 a

p
 (
m

m
)

Feed: f (mm/rev)

T-CBN

Coated 

T-CBN

C
u

tt
in

g
 s

p
e
e
d

: 
V

c
 (
m

/m
in

)

C
u

tt
in

g
 s

p
e
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d

: 
V

c
 (
m

/m
in

)

Continuous ContinuousLight

interrupted

Light

interrupted

Medium

interrupted

Medium

interrupted

Heavy

interrupted

Heavy

interrupted

No 
chip-

breaker
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SELECTION SYSTEM: POSITIVE TYPE

Hard Materials

Basic Basic
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Fracture

Fracture Fracture

Continuous Light interrupted Heavy interrupted

Please fi nd the details on the pages: B***/7° relief angle, B***/11° relief angle, B***/5° relief angle.
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M,G-class

(with hand)

-M,G

*-M,G: Without chipbreaker
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N
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T
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10

RE IC S D1

TF CNMG120404-TF 0.4 12.7 4.76 5.16

1
2
º

CNMG120408-TF 0.8 12.7 4.76 5.16

01 CNGG090302-01 0.2 9.525 3.18 3.81

12
º

CNGG090304-01 0.4 9.525 3.18 3.81

CNGG090308-01 0.8 9.525 3.18 3.81

CNGG120402-01 0.2 12.7 4.76 5.16

CNGG120404-01 0.4 12.7 4.76 5.16

CNGG120408-01 0.8 12.7 4.76 5.16

C CNGG120404R-C 0.4 12.7 4.76 5.16

0.15

1
0
º~

1
4
º

CNGG120404L-C 0.4 12.7 4.76 5.16

CNGG120408R-C 0.8 12.7 4.76 5.16

CNGG120408L-C 0.8 12.7 4.76 5.16

TSF CNMG090404E-TSF 0.4 9.525 4.76 3.81

1
3
º

CNMG090408E-TSF 0.8 9.525 4.76 3.81

CNMG120404-TSF 0.4 12.7 4.76 5.16

CNMG120408-TSF 0.8 12.7 4.76 5.16

CNMG120412-TSF 1.2 12.7 4.76 5.16

FW CNMG090404E-FW 0.4 9.525 4.76 3.81

12
º

CNMG090408E-FW 0.8 9.525 4.76 3.81

CNMG120404-FW 0.4 12.7 4.76 5.16

CNMG120408-FW 0.8 12.7 4.76 5.16

AFW CNMG120404-AFW 0.4 12.7 4.76 5.16

1
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CNMG120408-AFW 0.8 12.7 4.76 5.16
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Chipbreaker Designation
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iv
e

N
e

g
a

ti
v
e

OTHERS

C : Continuous cutting
L : Light interrupted cutting
H : Heavy interrupted cutting

Steel

Stainless

Cast iron
Non-
ferrous
Superalloy
Hard 
material

: Line up
▲ : To be discontinued

P
re

ci
si

on
 fi

ni
sh

in
g

Fi
ni

sh
in

g
Fi

ni
sh

in
g 

(w
ip

er
)

Coated Coated cermet Cermet Uncoated

Rhombic, 80°

with hole

CN

Dimension (mm)

*Wiper

*  Please see L032-L036 about the adjustment of the machining program for rounding or 
taper machining by using SW/FW.

  Please contact our sales representatives if you have any question.

External toolholder → C016 - Internal toolholder → D021 -

J-Series toolholder → G044 TungCap → K008 -

PINZBOHR® → K180 - Cartridge → K199 -

Reference pages:
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Steel

Stainless

Cast iron
Non-
ferrous
Superalloy
Hard 
material

Inser t NEGATIVE TYPE

C : Continuous cutting
L : Light interrupted cutting
H : Heavy interrupted cutting
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g
Fi

ni
sh

in
g

: Line up
▲ : To be discontinued
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Coated Coated cermet Cermet Uncoated

Rhombic, 80°

with hole

CN

Dimension (mm)
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External toolholder → C016 - Internal toolholder → D021 -

J-Series toolholder → G044 TungCap → K008 -

PINZBOHR® → K180 - Cartridge → K199 -

Reference pages:

*-M,G: Without chipbreaker
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C : Continuous cutting
L : Light interrupted cutting
H : Heavy interrupted cutting
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Stainless
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Non-
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Superalloy
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material
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▲ : To be discontinued
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Coated Coated cermet Cermet

Rhombic, 80°

with hole

CN

Dimension (mm)
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*Wiper

*  Please see L032-L036 about the adjustment of the machining program for rounding or 
taper machining by using SW/FW.

  Please contact our sales representatives if you have any question.

External toolholder → C016 - Internal toolholder → D021 -

J-Series toolholder → G044 TungCap → K008 -

PINZBOHR® → K180 - Cartridge → K199 -

Reference pages:
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SS CNMG090404E-SS 0.4 9.525 4.76 3.81

CNMG090408E-SS 0.8 9.525 4.76 3.81

CNMG120404-SS 0.4 12.7 4.76 5.16

CNMG120408-SS 0.8 12.7 4.76 5.16

CNMG120412-SS 1.2 12.7 4.76 5.16

TM CNMG090304-TM 0.4 9.525 3.18 3.81

6
º

0.2

CNMG090308-TM 0.8 9.525 3.18 3.81

CNMG090404E-TM 0.4 9.525 4.76 3.81

CNMG090408E-TM 0.8 9.525 4.76 3.81

CNMG090412E-TM 1.2 9.525 4.76 3.81

CNMG120404-TM 0.4 12.7 4.76 5.16

CNMG120408-TM 0.8 12.7 4.76 5.16

CNMG120412-TM 1.2 12.7 4.76 5.16

CNMG120416-TM 1.6 12.7 4.76 5.16

CNMG160612-TM 1.2 15.875 6.35 6.35

CNMG190608-TM 0.8 19.05 6.35 7.93

CNMG190612-TM 1.2 19.05 6.35 7.93

AM CNMG120408-AM 0.8 12.7 4.76 5.16

8
º

0.25

CNMG120412-AM 1.2 12.7 4.76 5.16

CNMG120416-AM 1.6 12.7 4.76 5.16

NM CNMG120408-NM 0.8 12.7 4.76 5.16

1
2
º

CNMG120412-NM 1.2 12.7 4.76 5.16
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Steel

Stainless

Cast iron
Non-
ferrous
Superalloy
Hard 
material

Inser t NEGATIVE TYPE

C : Continuous cutting
L : Light interrupted cutting
H : Heavy interrupted cutting

M
ed

iu
m

 c
ut

tin
g

Fi
ni

sh
in

g 
to

 m
ed

iu
m
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ut

tin
g

: Line up
▲ : To be discontinued

Coated Cermet

Rhombic, 80°

with hole

CN

Dimension (mm)

Fi
ni

sh
in

g

Feed: f  (mm/rev)

D
ep

th
 o

f c
ut

: a
p

 (
m

m
)

Feed: f  (mm/rev)

D
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f c
ut

: a
p

 (
m

m
)

Feed: f  (mm/rev)
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f c
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: a
p

 (
m

m
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External toolholder → C016 - Internal toolholder → D021 -

J-Series toolholder → G044 TungCap → K008 -

PINZBOHR® → K180 - Cartridge → K199 -

Reference pages:
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RE IC S D1

TQ CNMG120404-TQ 0.4 12.7 4.76 5.16

17
º

CNMG120408-TQ 0.8 12.7 4.76 5.16

TA CNMG120408-TA 0.8 12.7 4.76 5.16

22
º

CNMG120412-TA 1.2 12.7 4.76 5.16

ZM CNMG090408E-ZM 0.8 9.525 4.76 3.81

7
º

CNMG120408-ZM 0.8 12.7 4.76 5.16

CNMG120412-ZM 1.2 12.7 4.76 5.16

CNMG120416-ZM 1.6 12.7 4.76 5.16

DM CNMG120404-DM 0.4 12.7 4.76 5.16

0.25

1
5
º

CNMG120408-DM 0.8 12.7 4.76 5.16

CNMG120412-DM 1.2 12.7 4.76 5.16

CNMG090304 0.4 9.525 3.18 3.81

1
5
º

0.2

CNMG090308 0.8 9.525 3.18 3.81

CNMG120404 0.4 12.7 4.76 5.16

CNMG120408 0.8 12.7 4.76 5.16

CNMG120412 1.2 12.7 4.76 5.16

CNMG120416 1.6 12.7 4.76 5.16

CNMG160608 0.8 15.875 6.35 6.35

CNMG160612 1.2 15.875 6.35 6.35

CNMG160616 1.6 15.875 6.35 6.35

CNMG190608 0.8 19.05 6.35 7.93

CNMG190612 1.2 19.05 6.35 7.93

CNMG190616 1.6 19.05 6.35 7.93
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Inser t NEGATIVE TYPE

A
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a
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Chipbreaker Designation

P
o

s
it

iv
e

N
e

g
a

ti
v
e

OTHERS

C : Continuous cutting
L : Light interrupted cutting
H : Heavy interrupted cutting

Steel

Stainless

Cast iron
Non-
ferrous
Superalloy
Hard 
material

: Line up
▲ : To be discontinued
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Coated Coated cermet Cermet Un-
coated

All-round

Rhombic, 80°

with hole

CN

Dimension (mm)

External toolholder → C016 - Internal toolholder → D021 -

J-Series toolholder → G044 TungCap → K008 -

PINZBOHR® → K180 - Cartridge → K199 -

Reference pages:
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RE IC S D1

27 CNMG120404-27 0.4 12.7 4.76 5.16

6
º

CNMG120408-27 0.8 12.7 4.76 5.16

CNMG120412-27 1.2 12.7 4.76 5.16

28 CNMG120404-28 0.4 12.7 4.76 5.16

CNMG120408-28 0.8 12.7 4.76 5.16

CNMG120412-28 1.2 12.7 4.76 5.16

33 CNMG120408-33 0.8 12.7 4.76 5.16

0.2

CNMG120416-33 1.6 12.7 4.76 5.16

CNMG160612-33 1.2 15.875 6.35 6.35

CNMG190612-33 1.2 19.05 6.35 7.93

37 CNMG120404-37 0.4 12.7 4.76 5.16

3
0
º

0.2

CNMG120408-37 0.8 12.7 4.76 5.16

CNMG120412-37 1.2 12.7 4.76 5.16

38 CNMG120404-38 0.4 12.7 4.76 5.16

1
0
º

0.2

CNMG120408-38 0.8 12.7 4.76 5.16
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Steel

Stainless

Cast iron
Non-
ferrous
Superalloy
Hard 
material

Inser t NEGATIVE TYPE

C : Continuous cutting
L : Light interrupted cutting
H : Heavy interrupted cutting

M
ed

iu
m

 c
ut

tin
g

: Line up
▲ : To be discontinued
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Coated Coated cermet Cermet Uncoated

Rhombic, 80°

with hole

CN

Dimension (mm)

Feed: f  (mm/rev)

D
ep

th
 o

f c
ut

: a
p

 (
m

m
)

Feed: f  (mm/rev)

D
ep

th
 o

f c
ut

: a
p

 (
m

m
)

Feed: f  (mm/rev)

D
ep

th
 o

f c
ut

: a
p

 (
m

m
)

All-
round

C
h

ip
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o
n

tr
o

l 
ra

n
g

e

External toolholder → C018 - Internal toolholder → D023 -

J-Series toolholder → G044 TungCap → K008 -

PINZBOHR® → K180 - Cartridge → K199 -

Reference pages:
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RE IC S D1

SM CNMG090404E-SM 0.4 9.525 4.76 3.81

0.25

1
0
º

CNMG090408E-SM 0.8 9.525 4.76 3.81

CNMG090412E-SM 1.2 9.525 4.76 3.81

CNMG120404-SM 0.4 12.7 4.76 5.16

CNMG120408-SM 0.8 12.7 4.76 5.16

CNMG120412-SM 1.2 12.7 4.76 5.16

CM CNMG120404-CM 0.4 12.7 4.76 5.16

0.25

1
5
º

CNMG120408-CM 0.8 12.7 4.76 5.16

CNMG120412-CM 1.2 12.7 4.76 5.16

CNMG160608-CM 0.8 15.875 6.35 6.35

CNMG160612-CM 1.2 15.875 6.35 6.35

P CNGG120404R-P 0.4 12.7 4.76 5.16

3
0
º

CNGG120404L-P 0.4 12.7 4.76 5.16

CNGG120408R-P 0.8 12.7 4.76 5.16

CNGG120408L-P 0.8 12.7 4.76 5.16

HRM CNMG120404-HRM 0.4 12.7 4.76 5.16

1
5
º

0.25

CNMG120408-HRM 0.8 12.7 4.76 5.16

CNMG120412-HRM 1.2 12.7 4.76 5.16

CNMG160608-HRM 0.8 15.875 6.35 6.35

CNMG160612-HRM 1.2 15.875 6.35 6.35

CNMG190612-HRM 1.2 19.05 6.35 7.93

CNMG190616-HRM 1.6 19.05 6.35 7.93

HMM CNMG120404-HMM 0.4 12.7 4.76 5.16

1
5
º

0.25

CNMG120408-HMM 0.8 12.7 4.76 5.16

CNMG120412-HMM 1.2 12.7 4.76 5.16

CNMG160608-HMM 0.8 15.875 6.35 6.35

CNMG160612-HMM 1.2 15.875 6.35 6.35

CNMG160616-HMM 1.6 15.875 6.35 6.35

SA CNMG120404-SA 0.4 12.7 4.76 5.16

18
º

CNMG120408-SA 0.8 12.7 4.76 5.16

CNMG120412-SA 1.2 12.7 4.76 5.16

CNMG190612-SA 1.2 19.05 6.35 7.93

CNMG190616-SA 1.6 19.05 6.35 7.93

S CNMG120404R-S 0.4 12.7 4.76 5.16

1
5
º

0.15

CNMG120404L-S 0.4 12.7 4.76 5.16

CNMG120408R-S 0.8 12.7 4.76 5.16

CNMG120408L-S 0.8 12.7 4.76 5.16
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Chipbreaker Designation
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e

N
e
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a
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OTHERS

C : Continuous cutting
L : Light interrupted cutting
H : Heavy interrupted cutting

Steel

Stainless

Cast iron
Non-
ferrous
Superalloy
Hard 
material
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Coated Coated 
cermet

Cer-
met Uncoated

Rhombic, 80°

with hole

CN

Dimension (mm)

: Line up
▲ : To be discontinued

External toolholder → C016 - Internal toolholder → D021 -

J-Series toolholder → G044 TungCap → K008 -

PINZBOHR® → K180 - Cartridge → K199 -

Reference pages:
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RE IC S D1

TH CNMG120408-TH 0.8 12.7 4.76 5.16

0.3

2
0
º

CNMG120412-TH 1.2 12.7 4.76 5.16

CNMG120416-TH 1.6 12.7 4.76 5.16

CNMG160612-TH 1.2 15.875 6.35 6.35

CNMG160616-TH 1.6 15.875 6.35 6.35

CNMG190612-TH 1.2 19.05 6.35 7.93

CNMG190616-TH 1.6 19.05 6.35 7.93

THS CNMG120408-THS 0.8 12.7 4.76 5.16

2
0
º

0.4

CNMG120412-THS 1.2 12.7 4.76 5.16

CNMG120416-THS 1.6 12.7 4.76 5.16

CNMG160612-THS 1.2 15.875 6.35 6.35

CNMG160616-THS 1.6 15.875 6.35 6.35

CNMG190612-THS 1.2 19.05 6.35 7.93

CNMG190616-THS 1.6 19.05 6.35 7.93

CNMG190624-THS 2.4 19.05 6.35 7.93

CNMG250924-THS 2.4 25.4 9.52 9.12

57 CNMM120404-57 0.4 12.7 4.76 5.16

0.2

6
º

CNMM120408-57 0.8 12.7 4.76 5.16

CNMM120412-57 1.2 12.7 4.76 5.16

CNMM190612-57 1.2 12.7 4.76 5.16

CNMM190616-57 1.6 12.7 4.76 5.16
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Steel

Stainless

Cast iron
Non-
ferrous
Superalloy
Hard 
material

Inser t NEGATIVE TYPE

C : Continuous cutting
L : Light interrupted cutting
H : Heavy interrupted cutting

: Line up
▲ : To be discontinued
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Rhombic, 80°

with hole

CN

Dimension (mm)

Feed: f  (mm/rev)

D
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External toolholder → C018 - Internal toolholder → D023 -

J-Series toolholder → G044 TungCap → K008 -

PINZBOHR® → K180 - Cartridge → K199 -

Reference pages:
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*-M,G: Without chipbreaker
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RE IC S D1

TRS CNMM120408-TRS 0.8 12.7 4.76 5.16

2
4
º0.3

CNMM120412-TRS 1.2 12.7 4.76 5.16

CNMM160612-TRS 1.2 15.875 6.35 6.35

CNMM160616-TRS 1.6 15.875 6.35 6.35

CNMM190616-TRS 1.6 19.05 6.35 7.93

CNMM190624-TRS 2.4 19.05 6.35 7.93

CNMM250924-TRS 2.4 25.4 9.52 9.12

TU CNMM190612-TU 1.2 19.05 6.35 7.93

0.35

2
0
º

CNMM190616-TU 1.6 19.05 6.35 7.93

CNMM190624-TU 2.4 19.05 6.35 7.93

CNMM250924-TU 2.4 25.4 9.52 9.12

TUS CNMM190608-TUS 0.8 19.05 6.35 7.93

0.45

2
0
º

CNMM190612-TUS 1.2 19.05 6.35 7.93

CNMM190616-TUS 1.6 19.05 6.35 7.93

CNMM190624-TUS 2.4 19.05 6.35 7.93

CNMM190632-TUS 3.2 19.05 6.35 7.93

CNMM250916-TUS 1.6 25.4 9.52 9.12

CNMM250924-TUS 2.4 25.4 9.52 9.12

CNMM250932-TUS 3.2 25.4 9.52 9.12

65 CNMM120412-65 1.2 12.7 4.76 5.16

0.3 1
0
º

SH CNMG120408-SH 0.8 12.7 4.76 5.16

0.4

2
0
º

CNMG120412-SH            1.2 12.7 4.76 5.16

CNMG120416-SH            1.6 12.7 4.76 5.16

CNMG160612-SH            1.2 15.875 6.35 6.35

CNMG160616-SH            1.6 15.875 6.35 6.35

CNMG190612-SH            1.2 19.05 6.35 7.93

CNMG190616-SH            1.6 19.05 6.35 7.93

CH CNMG120404-CH 0.4 12.7 4.76 5.16

0.4

1
5
º

CNMG120408-CH 0.8 12.7 4.76 5.16

CNMG120412-CH 1.2 12.7 4.76 5.16

CNMG160612-CH 1.2 15.875 6.35 6.35

CNMG160616-CH 1.6 15.875 6.35 6.35

CNMG190612-CH 1.2 19.05 6.35 7.93

CNMG190616-CH 1.6 19.05 6.35 7.93

IC

S

D
1

RE

Inser t NEGATIVE TYPE

A
p

p
li
c

a
ti

o
n

Chipbreaker Designation

P
o

s
it

iv
e

N
e

g
a

ti
v
e

OTHERS

C : Continuous cutting
L : Light interrupted cutting
H : Heavy interrupted cutting

Steel

Stainless

Cast iron
Non-
ferrous
Superalloy
Hard 
material

Rhombic, 80°

with hole

: Line up
▲ : To be discontinued

M
ed

iu
m

 to
 h

ea
vy

 c
ut

tin
g

M
ed

iu
m

 to
 h

ea
vy

 c
ut

tin
g 

(s
in

gl
e 

si
de

)
M

ed
iu

m
 to

 h
ea

vy
 

cu
tt

in
g 

(s
in

gl
e 

si
de

)
H

ea
vy

 c
ut

tin
g 

(s
in

gl
e 

si
de

)

Coated

CN

Dimension (mm)

External toolholder → C018 - Internal toolholder → D023 -

J-Series toolholder → G044 TungCap → K008 -

PINZBOHR® → K180 - Cartridge → K199 -

Reference pages:
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P

M

K

N

S
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H

J
K
L
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A
B
C
D
E
F
G

I

C C CL C

C

CL CL CL C L H CL C CL C

C

C

T
92

05
T

91
05

T
51

5
T
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05

T
51

15
T

51
25

N
S

52
0

T
H

10

F
X

10
5

L
X

21
L

X
11

RE IC S D1

- CNMA090404E 0.4 9.525 4.76 3.81

CNMA090408E 0.8 9.525 4.76 3.81

CNMA090412E 1.2 9.525 4.76 3.81

CNMA090416E 1.6 9.525 4.76 3.81

CNMA120404 0.4 12.7 4.76 5.16

CNMA120408 0.8 12.7 4.76 5.16

CNMA120412 1.2 12.7 4.76 5.16

CNMA120416 1.6 12.7 4.76 5.16

CNMA160608 0.8 15.875 6.35 6.35

CNMA160612 1.2 15.875 6.35 6.35

CNMA160616 1.6 15.875 6.35 6.35

CNMA190612 1.2 19.05 6.35 7.93

CNMA190616 1.6 19.05 6.35 7.93

CNMA120408W 0.8 12.7 4.76 5.16

CNMA120412W 1.2 12.7 4.76 5.16

CNMA120416W 1.6 12.7 4.76 5.16

- CNGA120404 0.4 12.7 4.76 5.16

CNGA120408 0.8 12.7 4.76 5.16

CNGA120412 1.2 12.7 4.76 5.16

CNGA120416 1.6 12.7 4.76 5.16

CNGA120420 2 12.7 4.76 5.16

IC

S

D
1

RE

1.8
0

0.3 0.6 0.9 1.51.2

15

18

21

12

9

6

3

送り:  f (mm/rev)

切
込
み

:
( m

m
)

ap

TU 19

TRS 12・16 TUS 19 0

5

6

7

4

3

2

1

送り:  f (mm/rev)

切
込
み

:
( m

m
)

ap

0.1 0.2 0.3 0.50.4 0.6

SS

SF

SM

SH

0
0.1 0.2 0.3 0.50.4 0.6

5

6

7

4

3

2

1

送り:  f (mm/rev)

切
込
み

:
( m

m
)

ap

CF

CM

CH

- M,G級

A
p

p
li
c

a
ti

o
n

Chipbreaker Designation

G
ra

de
In

se
rt

Ex
t. 

To
ol

ho
ld

er
In

t. 
To

ol
ho

ld
er

Th
re

ad
in

g
G

ro
ov

in
g

M
in

ia
tu

re
 to

ol
M

ill
in

g 
cu

tte
r

En
dm

ill
D

ril
lin

g 
to

ol
To

ol
in

g 
Sy

st
em

U
se

r'
s 

G
ui

de
In

de
x

Steel

Stainless

Cast iron
Non-
ferrous
Superalloy
Hard 
material

Inser t NEGATIVE TYPE

C : Continuous cutting
L : Light interrupted cutting
H : Heavy interrupted cutting

Rhombic, 80°

with hole

: Line up
▲ : To be discontinued

Fi
ni

sh
in

g 
to

 m
ed

iu
m

 c
ut

tin
g

Coated Cermet Uncoated Ceramic

Wiper

Dimension (mm)

CN

Feed: f  (mm/rev)

D
ep

th
 o

f c
ut

: a
p

 (
m

m
)

Feed: f  (mm/rev)

D
ep

th
 o

f c
ut

: a
p

 (
m

m
)

Feed: f  (mm/rev)

D
ep

th
 o

f c
ut

: a
p

 (
m

m
)

C
h

ip
 c

o
n

tr
o

l 
ra

n
g

e

External toolholder → C018 - Internal toolholder → D021 -

J-Series toolholder → G044 TungCap → K008 -

PINZBOHR® → K180 - Cartridge → K199 -

Reference pages:

-M,G

*-M,G: Without chipbreaker
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CL C CL
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L
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X
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C
X

71
0

RE IC S D1

- CNGD120712 1.2 12.7 7.94 -

CNGD120716 1.6 12.7 7.94 -

- CNMN120408 0.8 12.7 4.76 -

CNMN120412 1.2 12.7 4.76 -

- CNGN120404 0.4 12.7 4.76 -

CNGN120408 0.8 12.7 4.76 -

CNGN120412 1.2 12.7 4.76 -

CNGN120416 1.6 12.7 4.76 -

CNGN120420 2 12.7 4.76 -

CNGN120708 0.8 12.7 7.94 -

CNGN120712 1.2 12.7 7.94 -

CNGN120716 1.6 12.7 7.94 -

CNGN120720 2 12.7 7.94 -

RE

IC

S

Inser t NEGATIVE TYPE

C : Continuous cutting
L : Light interrupted cutting
H : Heavy interrupted cutting

A
p

p
li
c

a
ti

o
n

Chipbreaker Designation

Steel

Stainless

Cast iron
Non-
ferrous
Superalloy
Hard 
material

P
o

s
it

iv
e

N
e

g
a

ti
v
e

OTHERS

Rhombic, 80°

without hole

: Line up

Fi
ni

sh
in

g 
to

 m
ed

iu
m

 c
ut

tin
g

CN

Dimension (mm)Ceramic

CNGD...: External toolholder → C022   Reference pages:
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T
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T
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T

91
15

T
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T

91
35

A
H
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0

G
H
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0

G
T

95
30

A
T
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G
T
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0

N
S

95
30

N
S

52
0

T
H
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RE IC S D1

TF DNMG150404-TF 0.4 12.7 4.76 5.16

1
2
º

DNMG150408-TF 0.8 12.7 4.76 5.16

01 DNGG110402-01 0.2 9.525 4.76 3.81

12
º

DNGG110404-01 0.4 9.525 4.76 3.81

DNGG110408-01 0.8 9.525 4.76 3.81

DNGG150402-01 0.2 12.7 4.76 5.16

DNGG150404-01 0.4 12.7 4.76 5.16

DNGG150408-01 0.8 12.7 4.76 5.16

TSF DNMG110404E-TSF 0.4 9.525 4.76 3.81

1
3
º

DNMG110408E-TSF 0.8 9.525 4.76 3.81

DNMG110412E-TSF 1.2 9.525 4.76 3.81

DNMG150404-TSF 0.4 12.7 4.76 5.16

DNMG150408-TSF 0.8 12.7 4.76 5.16

DNMG150412-TSF 1.2 12.7 4.76 5.16

DNMG150604-TSF 0.4 12.7 6.35 5.16

DNMG150608-TSF 0.8 12.7 6.35 5.16

DNMG150612-TSF 1.2 12.7 6.35 5.16

FW DNMG110404E-FW 0.4 9.525 4.76 3.81

12
º

DNMG110408E-FW 0.8 9.525 4.76 3.81

DNMG150404-FW 0.4 12.7 4.76 5.16

DNMG150408-FW 0.8 12.7 4.76 5.16

DNMG150604-FW 0.4 12.7 6.35 5.16

DNMG150608-FW 0.8 12.7 6.35 5.16

RE

IC

S

D1

送り:  f (mm/rev)

切
込
み

:
( m

m
)

ap

0
0.1 0.2 0.3 0.4

2

1.5

1

0.5
01

0
0.2 0.4 0.6 0.8

8

6

4

2

送り:  f (mm/rev)

切
込
み

:
( m

m
)

ap

TM

TF

TH

TSF 0
0.1 0.2 0.3 0.50.4 0.6

2.5

3

2

1.5

1

0.5

送り:  f (mm/rev)

切
込
み

:
( m

m
)

ap

AFW

FW

SW

ASW

Inser t NEGATIVE TYPE

C : Continuous cutting
L : Light interrupted cutting
H : Heavy interrupted cutting

A
p

p
li
c

a
ti

o
n

Chipbreaker Designation

Steel

Stainless

Cast iron
Non-
ferrous
Superalloy
Hard 
material

G
ra

de
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se
rt
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t. 

To
ol
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ld
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t. 
To
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ho
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er
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g

M
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 to
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M
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in

g 
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r
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g 
to
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ol
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g 
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st
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U
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r'
s 

G
ui
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de
x

Rhombic, 55°

with hole

: Line up
▲ : To be discontinued

P
re

ci
si

on
 fi

ni
sh

in
g

Fi
ni

sh
in

g
Fi

ni
sh

in
g 

(w
ip

er
)

Coated Coated cermet Cermet Uncoated

*Wiper

DN

Dimension (mm)

Feed: f  (mm/rev)

D
ep

th
 o

f c
ut

: a
p

 (
m

m
)

Feed: f  (mm/rev)

D
ep

th
 o

f c
ut

: a
p

 (
m

m
)

Feed: f  (mm/rev)

D
ep

th
 o

f c
ut

: a
p

 (
m

m
)

*  Please see L032-L036 about the adjustment of the machining program for rounding or 
taper machining by using SW/FW.

  Please contact our sales representatives if you have any question.

C
h

ip
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o
n

tr
o

l 
ra

n
g

e

External toolholder → C037 - Internal toolholder → D052 -

J-Series toolholder → G046 TungCap → C045, K012 -

Reference pages:
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92
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T
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T
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T
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T
91
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T

61
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T
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H
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T
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H
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T
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A

T
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N
S

95
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N
S

52
0

T
H
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RE IC S D1

ZF DNMG110404E-ZF 0.4 9.525 4.76 3.81

1
0
º

0.2

DNMG150404-ZF 0.4 12.7 4.76 5.16

DNMG150408-ZF 0.8 12.7 4.76 5.16

DNMG150412-ZF 1.2 12.7 4.76 5.16

DNMG150604-ZF 0.4 12.7 6.35 5.16

DNMG150608-ZF 0.8 12.7 6.35 5.16

DNMG150612-ZF 1.2 12.7 6.35 5.16

11 DNMG110404-11 0.4 9.525 4.76 3.81

DNMG110408-11 0.8 9.525 4.76 3.81

DNMG150404-11 0.4 12.7 4.76 5.16

DNMG150408-11 0.8 12.7 4.76 5.16

17 DNMG150404-17 0.4 12.7 4.76 5.16

1
8
º

DNMG150408-17 0.8 12.7 4.76 5.16

SF DNMG150404-SF 0.4 12.7 4.76 5.16

1
8
º

DNMG150408-SF 0.8 12.7 4.76 5.16

DNMG150604-SF 0.4 12.7 6.35 5.16

DNMG150608-SF 0.8 12.7 6.35 5.16

CF DNMG150404-CF 0.4 12.7 4.76 5.16

0.06

2
0
º

DNMG150408-CF 0.8 12.7 4.76 5.16

DNMG150412-CF 1.2 12.7 4.76 5.16

DNMG150604-CF 0.4 12.7 6.35 5.16

DNMG150608-CF 0.8 12.7 6.35 5.16

DNMG150612-CF 1.2 12.7 6.35 5.16

HRF DNMG150404-HRF 0.4 12.7 4.76 5.16

2
0
º

DNMG150408-HRF 0.8 12.7 4.76 5.16

DNMG150604-HRF 0.4 12.7 6.35 5.16

DNMG150608-HRF 0.8 12.7 6.35 5.16

RE

IC

S

D1

Inser t NEGATIVE TYPE

C : Continuous cutting
L : Light interrupted cutting
H : Heavy interrupted cutting

A
p

p
li
c

a
ti

o
n

Chipbreaker Designation

Steel

Stainless

Cast iron
Non-
ferrous
Superalloy
Hard 
material

P
o

s
it

iv
e

N
e

g
a

ti
v
e

OTHERS

Rhombic, 55°

with hole

Fi
ni

sh
in

g

: Line up
▲ : To be discontinued

Fi
ni

sh
in

g 
(fo

r 
m

ild
 s

te
el

)
Fi

ni
sh

in
g

Coated Cermet Un-
coated

DN

Dimension (mm)Coated cermet

Fi
ni

sh
in

g

External toolholder → C037 - Internal toolholder → D052 -

J-Series toolholder → G046 TungCap → C045, K012 -

Reference pages:
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35

G
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A
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N
S
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N
S
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RE IC S D1

TS DNMG150404-TS 0.4 12.7 4.76 5.16

1
0
º

DNMG150408-TS 0.8 12.7 4.76 5.16

DNMG150412-TS 1.2 12.7 4.76 5.16

DNMG150604-TS 0.4 12.7 6.35 5.16

DNMG150608-TS 0.8 12.7 6.35 5.16

DNMG150612-TS 1.2 12.7 6.35 5.16

SW DNMG110408E-SW 0.8 9.525 4.76 3.81

10
º

0.2

DNMG110412E-SW 1.2 9.525 4.76 3.81

DNMG150408-SW 0.8 12.7 4.76 5.16

DNMG150412-SW 1.2 12.7 4.76 5.16

DNMG150608-SW 0.8 12.7 6.35 5.16

DNMG150612-SW 1.2 12.7 6.35 5.16

AS DNMG150404-AS 0.4 12.7 4.76 5.16

18
º

0.2

DNMG150408-AS 0.8 12.7 4.76 5.16

DNMG150412-AS 1.2 12.7 4.76 5.16

DNMG150604-AS 0.4 12.7 6.35 5.16

DNMG150608-AS 0.8 12.7 6.35 5.16

DNMG150612-AS 1.2 12.7 6.35 5.16

CB DNMG110404-CB 0.4 9.525 4.76 3.81

3
1
º

DNMG110408-CB 0.8 9.525 4.76 3.81

NS DNMG150404-NS 0.4 12.7 4.76 5.16

1
6
º

DNMG150408-NS 0.8 12.7 4.76 5.16

RE

IC

S

D1

0
0.1 0.2 0.3 0.50.4 0.6

4

3

2

1

送り:  f (mm/rev)

切
込
み

:
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m
)
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送り:  f (mm/rev)
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み

:
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m
)
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送り:  f (mm/rev)
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込
み

:
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0.1 0.2 0.3 0.50.4 0.6
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SF
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SH
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送り:  f (mm/rev)

切
込
み

:
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m
)

ap
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CH

- M,G級
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送り:  f (mm/rev)

切
込
み

:
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m
)

ap

0
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5

2
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1
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28
HMM

HRF

HRM

Inser t NEGATIVE TYPE

C : Continuous cutting
L : Light interrupted cutting
H : Heavy interrupted cutting

A
p

p
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c

a
ti

o
n

Chipbreaker Designation

Steel

Stainless

Cast iron
Non-
ferrous
Superalloy
Hard 
material
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Rhombic, 55°

with hole

: Line up
▲ : To be discontinued
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Coated Coated cermet Cermet

*Wiper

DN

Dimension (mm)

Feed: f  (mm/rev)

D
ep

th
 o

f c
ut

: a
p

 (
m

m
)

Feed: f  (mm/rev)

D
ep

th
 o

f c
ut

: a
p

 (
m

m
)

Feed: f  (mm/rev)

D
ep

th
 o

f c
ut

: a
p

 (
m

m
)

Feed: f  (mm/rev)

D
ep

th
 o

f c
ut

: a
p

 (
m

m
)

Feed: f  (mm/rev)

D
ep

th
 o

f c
ut

: a
p

 (
m

m
)

*  Please see L032-L036 about the adjustment of the machining program for rounding or 
taper machining by using SW/FW.

  Please contact our sales representatives if you have any question.
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n
g

e

External toolholder → C037 - Internal toolholder → D052 -

J-Series toolholder → G046 TungCap → C045, K012 -

Reference pages:

-M,G

*-M,G: Without chipbreaker
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RE IC S D1

SS DNMG110404E-SS 0.4 9.525 4.76 3.81

DNMG110408E-SS 0.8 9.525 4.76 3.81

DNMG150404-SS 0.4 12.7 4.76 5.16

DNMG150408-SS 0.8 12.7 4.76 5.16

DNMG150412-SS 1.2 12.7 4.76 5.16

DNMG150604-SS 0.4 12.7 6.35 5.16

DNMG150608-SS 0.8 12.7 6.35 5.16

DNMG150612-SS 1.2 12.7 6.35 5.16

TM DNMG110404E-TM 0.4 9.525 4.76 3.81

6
º

0.2

DNMG110408E-TM 0.8 9.525 4.76 3.81

DNMG110412E-TM 1.2 9.525 4.76 3.81

DNMG110404-TM 0.4 9.525 4.76 3.81

DNMG110408-TM 0.8 9.525 4.76 3.81

DNMG150404-TM 0.4 12.7 4.76 5.16

DNMG150408-TM 0.8 12.7 4.76 5.16

DNMG150412-TM 1.2 12.7 4.76 5.16

DNMG150416-TM 1.6 12.7 4.76 5.16

DNMG150604-TM 0.4 12.7 6.35 5.16

DNMG150608-TM 0.8 12.7 6.35 5.16

DNMG150612-TM 1.2 12.7 6.35 5.16

DNMG150616-TM 1.6 12.7 6.35 5.16

AM DNMG150408-AM 0.8 12.7 4.76 5.16

8
º

0.25

DNMG150412-AM 1.2 12.7 4.76 5.16

DNMG150416-AM 1.6 12.7 4.76 5.16

DNMG150608-AM 0.8 12.7 6.35 5.16

DNMG150612-AM 1.2 12.7 6.35 5.16

DNMG150616-AM 1.6 12.7 6.35 5.16

NM DNMG150408-NM 0.8 12.7 4.76 5.16

1
2
º

DNMG150412-NM 1.2 12.7 4.76 5.16

DNMG150608-NM 0.8 12.7 6.35 5.16
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D1

Inser t NEGATIVE TYPE

C : Continuous cutting
L : Light interrupted cutting
H : Heavy interrupted cutting
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ferrous
Superalloy
Hard 
material

P
o

s
it

iv
e

N
e

g
a

ti
v
e

OTHERS

Rhombic, 55°

with hole

Fi
ni

sh
in

g 
to

 m
ed

iu
m

 c
ut

tin
g

M
ed

iu
m

 c
ut

tin
g

Fi
ni

sh
in

g

: Line up
▲ : To be discontinued

Coated Coated cermet Cermet Un-
coated

DN

Dimension (mm)

External toolholder → C037 - Internal toolholder → D052 -

J-Series toolholder → G046 TungCap → C045, K012 -

Reference pages:
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RE IC S D1

TQ DNMG150404-TQ 0.4 12.7 4.76 5.16

17
º

DNMG150408-TQ 0.8 12.7 4.76 5.16

ZM DNMG110408E-ZM 0.8 9.525 4.76 3.81

7
º

DNMG150408-ZM 0.8 12.7 4.76 5.16

DNMG150412-ZM 1.2 12.7 4.76 5.16

DNMG150608-ZM 0.8 12.7 6.35 5.16

DNMG150612-ZM 1.2 12.7 6.35 5.16

DM DNMG150408-DM 0.8 12.7 4.76 5.16

0.25

1
5
º

DNMG150412-DM 1.2 12.7 4.76 5.16

DNMG150604-DM 0.4 12.7 6.35 5.16

DNMG150608-DM 0.8 12.7 6.35 5.16

DNMG150612-DM 1.2 12.7 6.35 5.16

DNMG150616-DM 1.6 12.7 6.35 5.16

DNMG110404 0.4 9.525 4.76 3.81

1
5
º

0.2

DNMG110408 0.8 9.525 4.76 3.81

DNMG150404 0.4 12.7 4.76 5.16

DNMG150408 0.8 12.7 4.76 5.16

DNMG150412 1.2 12.7 4.76 5.16

DNMG150416 1.6 12.7 4.76 5.16

DNMG150604 0.4 12.7 6.35 5.16

DNMG150608 0.8 12.7 6.35 5.16

DNMG150612 1.2 12.7 6.35 5.16

DNMG150616 1.6 12.7 6.35 5.16

27 DNMG150404-27 0.4 12.7 4.76 5.16

6
º

DNMG150408-27 0.8 12.7 4.76 5.16

DNMG150412-27 1.2 12.7 4.76 5.16
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Inser t NEGATIVE TYPE

C : Continuous cutting
L : Light interrupted cutting
H : Heavy interrupted cutting
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Rhombic, 55°

with hole

: Line up
▲ : To be discontinued
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External toolholder → C037 - Internal toolholder → D052 -

J-Series toolholder → G046 TungCap → C045, K012 -

Reference pages:
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RE IC S D1

28 DNMG150404-28 0.4 12.7 4.76 5.16

DNMG150408-28 0.8 12.7 4.76 5.16

DNMG150604-28 0.4 12.7 6.35 5.16

DNMG150608-28 0.8 12.7 6.35 5.16

33 DNMG150404-33 0.4 12.7 4.76 5.16

0.2

DNMG150408-33 0.8 12.7 4.76 5.16

37 DNMG150404-37 0.4 12.7 4.76 5.16

3
0
º

0.2

DNMG150408-37 0.8 12.7 4.76 5.16

DNMG150608-37 0.8 12.7 6.35 5.16

38 DNMG150412-38 1.2 12.7 4.76 5.16

1
0

º

0.2

DNGG150404R 0.4 12.7 4.76 5.16

1
4
º

0.15

DNGG150404L 0.4 12.7 4.76 5.16

DNGG150408R 0.8 12.7 4.76 5.16

DNGG150408L 0.8 12.7 4.76 5.16

SM DNMG110404E-SM 0.4 9.525 4.76 3.81

0.25

1
0
º

DNMG110408E-SM 0.8 9.525 4.76 3.81

DNMG150404-SM 0.4 12.7 4.76 5.16

DNMG150408-SM 0.8 12.7 4.76 5.16

DNMG150412-SM 1.2 12.7 4.76 5.16

DNMG150604-SM 0.4 12.7 6.35 5.16

DNMG150608-SM 0.8 12.7 6.35 5.16

DNMG150612-SM 1.2 12.7 6.35 5.16

CM DNMG150404-CM 0.4 12.7 4.76 5.16

0.25

1
5
º

DNMG150408-CM 0.8 12.7 4.76 5.16

DNMG150412-CM 1.2 12.7 4.76 5.16

DNMG150604-CM 0.4 12.7 6.35 5.16

DNMG150608-CM 0.8 12.7 6.35 5.16

DNMG150612-CM 1.2 12.7 6.35 5.16
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Inser t NEGATIVE TYPE

C : Continuous cutting
L : Light interrupted cutting
H : Heavy interrupted cutting
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Cast iron
Non-
ferrous
Superalloy
Hard 
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Rhombic, 55°

with hole

: Line up
▲ : To be discontinued
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coated
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External toolholder → C037 - Internal toolholder → D052 -

J-Series toolholder → G046 TungCap → C045, K012 -

Reference pages:
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RE IC S D1

P DNGG150402R-P 0.2 12.7 4.76 5.16

3
0
º

DNGG150402L-P 0.2 12.7 4.76 5.16

DNGG150404R-P 0.4 12.7 4.76 5.16

DNGG150404L-P 0.4 12.7 4.76 5.16

DNGG150408R-P 0.8 12.7 4.76 5.16

DNGG150408L-P 0.8 12.7 4.76 5.16

HRM DNMG150404-HRM 0.4 12.7 4.76 5.16

1
5
º

0.25

DNMG150408-HRM 0.8 12.7 4.76 5.16

DNMG150412-HRM 1.2 12.7 4.76 5.16

DNMG150604-HRM 0.4 12.7 6.35 5.16

DNMG150608-HRM 0.8 12.7 6.35 5.16

DNMG150612-HRM 1.2 12.7 6.35 5.16

HMM DNMG150404-HMM 0.4 12.7 4.76 5.16

1
5
º

0.25

DNMG150408-HMM 0.8 12.7 4.76 5.16

DNMG150412-HMM 1.2 12.7 4.76 5.16

SA DNMG150404-SA 0.4 12.7 4.76 5.16

18
º

DNMG150408-SA 0.8 12.7 4.76 5.16

DNMG150604-SA 0.4 12.7 6.35 5.16

DNMG150608-SA 0.8 12.7 6.35 5.16

S DNMG150404R-S 0.4 12.7 4.76 5.16

1
5
º

0.15

DNMG150404L-S 0.4 12.7 4.76 5.16

DNMG150408R-S 0.8 12.7 4.76 5.16

DNMG150408L-S 0.8 12.7 4.76 5.16

DNMG150604R-S 0.4 12.7 6.35 5.16

DNMG150604L-S 0.4 12.7 6.35 5.16

DNMG150608R-S 0.8 12.7 6.35 5.16

DNMG150608L-S 0.8 12.7 6.35 5.16
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Inser t NEGATIVE TYPE

C : Continuous cutting
L : Light interrupted cutting
H : Heavy interrupted cutting
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▲ : To be discontinued

Coated Cermet Uncoated

DN

Dimension (mm)

Feed: f  (mm/rev)

D
ep

th
 o

f c
ut

: a
p

 (
m

m
)

Feed: f  (mm/rev)

D
ep

th
 o

f c
ut

: a
p

 (
m

m
)

Feed: f  (mm/rev)

D
ep

th
 o

f c
ut

: a
p

 (
m

m
)

Feed: f  (mm/rev)

D
ep

th
 o

f c
ut

: a
p

 (
m

m
)

C
h

ip
 c

o
n

tr
o

l 
ra

n
g

e

External toolholder → C042 - Internal toolholder → D052 -

J-Series toolholder → G046 TungCap → C045, K012 -

Reference pages:
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RE IC S D1

57 DNMM150608-57 0.8 12.7 6.35 5.16

0.2

6
º

DNMM150612-57 1.2 12.7 6.35 5.16

TH DNMG150408-TH 0.8 12.7 4.76 5.16

0.3

2
0
º

DNMG150412-TH 1.2 12.7 4.76 5.16

DNMG150416-TH 1.6 12.7 4.76 5.16

DNMG150608-TH 0.8 12.7 6.35 5.16

DNMG150612-TH 1.2 12.7 6.35 5.16

DNMG150616-TH 1.6 12.7 6.35 5.16

THS DNMG150408-THS 0.8 12.7 4.76 5.16

2
0
º

0.4

DNMG150412-THS 1.2 12.7 4.76 5.16

DNMG150416-THS 1.6 12.7 4.76 5.16

DNMG150608-THS 0.8 12.7 6.35 5.16

DNMG150612-THS 1.2 12.7 6.35 5.16

DNMG150616-THS 1.6 12.7 6.35 5.16

SH DNMG150408-SH            0.8 12.7 4.76 5.16

0.4

2
0
º

DNMG150412-SH            1.2 12.7 4.76 5.16

DNMG150416-SH            1.6 12.7 4.76 5.16

DNMG150608-SH            0.8 12.7 6.35 5.16

DNMG150612-SH            1.2 12.7 6.35 5.16

CH DNMG150404-CH 0.4 12.7 4.76 5.16

0.4

1
5
º

DNMG150408-CH 0.8 12.7 4.76 5.16

DNMG150412-CH 1.2 12.7 4.76 5.16

DNMG150604-CH 0.4 12.7 6.35 5.16

DNMG150608-CH 0.8 12.7 6.35 5.16

DNMG150612-CH 1.2 12.7 6.35 5.16

- DNMA110404E 0.4 9.525 4.76 3.81

DNMA110408E 0.8 9.525 4.76 3.81

DNMA110412E 1.2 9.525 4.76 3.81

DNMA150404 0.4 12.7 4.76 5.16

DNMA150408 0.8 12.7 4.76 5.16

DNMA150412 1.2 12.7 4.76 5.16

DNMA150604 0.4 12.7 6.35 5.16

DNMA150608 0.8 12.7 6.35 5.16

DNMA150612 1.2 12.7 6.35 5.16
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Inser t NEGATIVE TYPE

C : Continuous cutting
L : Light interrupted cutting
H : Heavy interrupted cutting
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with hole

: Line up
▲ : To be discontinued
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Coated Coated 
cermet Cermet Uncoated

DN

Dimension (mm)

External toolholder → C037 - Internal toolholder → D052 -

J-Series toolholder → G046 TungCap → C045, K012 -

Reference pages:



Tungaloy

P

M

K

N

S

H

B073

H

J
K
L
M

A
B
C
D
E
F
G

I

CL C

C

CL C CL C

C

C

N
S

52
0

T
H

10

F
X

10
5

L
X

21
L

X
11

RE IC S D1

- DNGA150404 0.4 12.7 4.76 5.16

DNGA150408 0.8 12.7 4.76 5.16

DNGA150412 1.2 12.7 4.76 5.16

DNGA150416 1.6 12.7 4.76 5.16

DNGA150604 - - - -

DNGA150608 0.8 12.7 6.35 5.16

DNGA150612 1.2 12.7 6.35 5.16

DNGA150616 1.6 12.7 6.35 5.16

DNGA150620 2 12.7 6.35 5.16
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M

K

N

S

H

P

M

K

N

S

H

CL

C

F
X

10
5
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X

11

RE IC S D1

- DNGD150708 0.8 12.7 7.94 -

DNGD150712 1.2 12.7 7.94 -

DNGD150716 1.6 12.7 7.94 -

- DNGN150404 0.4 12.7 4.76 -

DNGN150408 0.8 12.7 4.76 -

DNGN150412 1.2 12.7 4.76 -

DNGN150416 1.6 12.7 4.76 -

DNGN150708 0.8 12.7 7.94 -

DNGN150712 1.2 12.7 7.94 -

DNGN150716 1.6 12.7 7.94 -
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:
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送り:  f (mm/rev)

切
込
み

:
( m

m
)

ap

THS15

Inser t NEGATIVE TYPE

C : Continuous cutting
L : Light interrupted cutting
H : Heavy interrupted cutting

A
p

p
li
c

a
ti

o
n

Chipbreaker Designation

Steel

Stainless

Cast iron
Non-
ferrous
Superalloy
Hard 
material

G
ra

de
In

se
rt

Ex
t. 

To
ol
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ld
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t. 
To

ol
ho

ld
er

Th
re

ad
in

g
G

ro
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g

M
in

ia
tu

re
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ol
M

ill
in

g 
cu
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r

En
dm
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D
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g 
to

ol
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ol
in

g 
Sy

st
em

U
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r'
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G
ui
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de
x

Rhombic, 55°

with hole

Cermet Uncoated Ceramic

DN

Dimension (mm)

Fi
ni

sh
in

g 
to

 m
ed

iu
m

 
cu

tt
in

g

Rhombic, 55°

without hole

Ceramic

DN

Dimension (mm)

Feed: f  (mm/rev)

D
ep

th
 o

f c
ut

: a
p

 (
m

m
)

Feed: f  (mm/rev)

D
ep

th
 o

f c
ut

: a
p

 (
m

m
)

Feed: f  (mm/rev)

D
ep

th
 o

f c
ut

: a
p

 (
m

m
)

Feed: f  (mm/rev)

D
ep

th
 o

f c
ut

: a
p

 (
m

m
)

A
p

p
li
c

a
ti

o
n

Chipbreaker Designation

Steel

Stainless

Cast iron
Non-
ferrous
Superalloy
Hard 
material

C
h

ip
 c

o
n

tr
o

l 
ra

n
g

e

DNGA...: External toolholder → C042 -, Internal toolholder → D052 -, J-Series toolholder → G046, 
TungCap → C045, K012 -                       DNGD...: External toolholder → C046 -

Reference pages:

-M,G

*-M,G: Without chipbreaker

: Line up

Fi
ni

sh
in

g 
to

 m
ed

iu
m
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ut

tin
g
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P
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B
N

B074

C

D

G

R

S

T

VV

W

YY

C CL LH H C CL LH H CL C

CL CL C

CL CL CL CL CL C

C

CL

C

T
92

05
T

92
15

T
92

25
T
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35

T
91
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T

91
15

T
91

25
T

91
35

A
H

12
0

T
H

10

LX
11

RE IC S D1

61 RNMG090300-61 - 9.525 3.18 3.81

1
5
º

0.15

RNMG120400-61 - 12.7 4.76 5.16

RNMG150600-61 - 15.875 6.35 6.43

RNMG190600-61 - 19.05 6.35 7.93

RNMG250900-61 - 25.4 9.52 9.22

- RNGA120400 - 12.7 4.76 5.16

P

M

K

N

S

H

CL

CL

C

FX
10

5
LX

11
W

G
30

0

RE IC S D1

- RNGN120400 - 12.7 4.76 -

RNGN120700 - 12.7 7.94 -

IC

S

D1

IC

S

P
o

s
it

iv
e

N
e

g
a

ti
v
e

OTHERS

Inser t NEGATIVE TYPE

C : Continuous cutting
L : Light interrupted cutting
H : Heavy interrupted cutting

Steel

Stainless

Cast iron
Non-
ferrous
Superalloy
Hard 
material

A
p

p
li
c

a
ti

o
n

Chipbreaker Designation

Round,

with hole

Round,

without hole

: Line up
▲ : To be discontinued
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ed
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to
 

m
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H
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Coated

Ceramic

Uncoated Ceramic

RN

RN

Dimension (mm)

Dimension (mm)

Steel

Stainless

Cast iron
Non-
ferrous
Superalloy
Hard 
material

A
p

p
li
c

a
ti

o
n

Chipbreaker Designation

RNMG..., RNGA...:External toolholder → C080 -Reference pages:
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H

J
K
L
M

A
B
C
D
E
F
G

I

CL LH CL LH CL CL CL CL C

CL

CL CL CL CL CL CL C

T
92

15
T

92
25

T
91

15
T

91
25

G
T

95
30

A
T

95
30

N
S

95
30

N
S

52
0

X
40

7

RE IC S D1

TF SNMG120404-TF 0.4 12.7 4.76 5.16

1
2
º

SNMG120408-TF 0.8 12.7 4.76 5.16

01 SNGG090302-01 0.2 9.525 3.18 3.81

12
º

SNGG090304-01 0.4 9.525 3.18 3.81

SNGG090308-01 0.8 9.525 3.18 3.81

SNGG120402-01 0.2 12.7 4.76 5.16

SNGG120404-01 0.4 12.7 4.76 5.16

SNGG120408-01 0.8 12.7 4.76 5.16

B ~ D SNGG090304R-B 0.4 9.525 3.18 3.81

0.15

1
0
º~

1
4
º

SNGG090304L-B 0.4 9.525 3.18 3.81

SNGG090308R-B 0.8 9.525 3.18 3.81

SNGG090308L-B 0.8 9.525 3.18 3.81

SNGG120404R-C 0.4 12.7 4.76 5.16

SNGG120404L-C 0.4 12.7 4.76 5.16

SNGG120408R-C 0.8 12.7 4.76 5.16

SNGG120408L-C 0.8 12.7 4.76 5.16

SNGG120408R-D 0.8 12.7 4.76 5.16

SNGG120408L-D 0.8 12.7 4.76 5.16

TSF SNMG120404-TSF 0.4 12.7 4.76 5.16

1
3
º

SNMG120408-TSF 0.8 12.7 4.76 5.16

SNMG120412-TSF 1.2 12.7 4.76 5.16

RE

IC
D1

S

0
0.4 0.8 1.2 2.01.6 2.4
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送り:  f (mm/rev)
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込
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)
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送り:  f (mm/rev)
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込
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送り:  f (mm/rev)
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み

:
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ap
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01
B

Inser t NEGATIVE TYPE

C : Continuous cutting
L : Light interrupted cutting
H : Heavy interrupted cutting

Steel

Stainless

Cast iron
Non-
ferrous
Superalloy
Hard 
material

A
p

p
li
c

a
ti

o
n

Chipbreaker Designation

G
ra
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se
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G
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Square, 90°

with hole

P
re

ci
si

on
 fi

ni
sh

in
g

Fi
ni

sh
in

g

Coated Coated cermet Cermet

SN

Dimension (mm)

: Line up
▲ : To be discontinued

Feed: f  (mm/rev)

D
ep

th
 o

f c
ut

: a
p

 (
m

m
)

Feed: f  (mm/rev)

D
ep

th
 o

f c
ut

: a
p

 (
m

m
)

Feed: f  (mm/rev)

D
ep
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 o

f c
ut

: a
p

 (
m

m
)

RN 

C
h
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o
n
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o

l 
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n
g
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External toolholder → C093 - Internal toolholder → D040 -

Cartridge → K197

Reference pages:
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C CL LH H C CL LH H L H LH CL CL CL C

CL C L L C L C

CL CL CL CL C L CL CL CL C

C

C L

T
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T
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T

92
35

T
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91
15

T
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91
35

T
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T

61
30

A
H

63
0

T
51

05
T
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15

A
H

80
05

A
H

80
15

G
T

95
30

A
T

95
30

N
S

95
30

T
H

10

RE IC S D1

11 SNMG120404-11 0.4 12.7 4.76 5.16

SNMG120408-11 0.8 12.7 4.76 5.16

17 SNMG120408-17 0.8 12.7 4.76 5.16

1
8

º

SF SNMG120404-SF 0.4 12.7 4.76 5.16

1
8
º

SNMG120408-SF 0.8 12.7 4.76 5.16

CF SNMG120408-CF 0.8 12.7 4.76 5.16

0.06

2
0
º

SNMG120412-CF 1.2 12.7 4.76 5.16

HRF SNMG120408-HRF 0.8 12.7 4.76 5.16

2
0
º

SNMG120412-HRF 1.2 12.7 4.76 5.16

TS SNMG120404-TS 0.4 12.7 4.76 5.16

1
0
º

SNMG120408-TS 0.8 12.7 4.76 5.16

SNMG120412-TS 1.2 12.7 4.76 5.16

AS SNMG120404-AS 0.4 12.7 4.76 5.16

18
º

0.2

SNMG120408-AS 0.8 12.7 4.76 5.16
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N
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v
e

OTHERS

Inser t NEGATIVE TYPE

C : Continuous cutting
L : Light interrupted cutting
H : Heavy interrupted cutting

Steel

Stainless

Cast iron
Non-
ferrous
Superalloy
Hard 
material

A
p

p
li
c

a
ti

o
n

Chipbreaker Designation

Square, 90°

with hole

: Line up
▲ : To be discontinued

Fi
ni

sh
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g 
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m
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el

)

Finishing

Fi
ni

sh
in

g

Coated Cermet Un-
coated

Fi
ni

sh
in

g
H

ig
h 

fe
ed

, 
sm

al
l d

ep
th

 o
f c

ut

Coated cermet Dimension (mm)

External toolholder → C093 - Internal toolholder → D040 -

Cartridge → K197

Reference pages:
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C CL LH H C CL LH H L H LH H CL CL

CL C L L H CL CL

CL CL CL CL CL CL

CL

T
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T
92
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T
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35

T
91
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T

91
15

T
91
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T

91
35

T
61
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T

61
30

A
H

63
0

A
H

64
5

A
H

12
0

G
H

33
0

RE IC S D1

NS SNMG120408-NS 0.8 12.7 4.76 5.16

1
6
º

SS SNMG120404-SS 0.4 12.7 4.76 5.16

SNMG120408-SS 0.8 12.7 4.76 5.16

SNMG120412-SS 1.2 12.7 4.76 5.16

TM SNMG090304-TM 0.4 9.525 3.18 3.81

6
º

0.2

SNMG090308-TM 0.8 9.525 3.18 3.81

SNMG120404-TM 0.4 12.7 4.76 5.16

SNMG120408-TM 0.8 12.7 4.76 5.16

SNMG120412-TM 1.2 12.7 4.76 5.16

SNMG120416-TM 1.6 12.7 4.76 5.16

SNMG150608-TM 0.8 15.875 6.35 6.35

SNMG150612-TM 1.2 15.875 6.35 6.35

SNMG190608-TM 0.8 19.05 6.35 7.93

SNMG190612-TM 1.2 19.05 6.35 7.93

TA SNMG120408-TA 0.8 12.7 4.76 5.16

22
º

SNMG120412-TA 1.2 12.7 4.76 5.16

ZM SNMG120408-ZM 0.8 12.7 4.76 5.16

7
º

SNMG120412-ZM 1.2 12.7 4.76 5.16
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- M,G級
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28
HMM

HRF

HRM

Inser t NEGATIVE TYPE

C : Continuous cutting
L : Light interrupted cutting
H : Heavy interrupted cutting

Steel

Stainless

Cast iron
Non-
ferrous
Superalloy
Hard 
material

A
p

p
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c

a
ti

o
n

Chipbreaker Designation
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Square, 90°

with hole

: Line up
▲ : To be discontinued
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Coated Dimension (mm)
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Feed: f  (mm/rev)

D
ep

th
 o

f c
ut

: a
p

 (
m

m
)

Feed: f  (mm/rev)

D
ep

th
 o

f c
ut

: a
p

 (
m

m
)

Feed: f  (mm/rev)

D
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 o

f c
ut

: a
p

 (
m

m
)

Feed: f  (mm/rev)

D
ep

th
 o

f c
ut

: a
p

 (
m

m
)

Feed: f  (mm/rev)

D
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 o

f c
ut

: a
p

 (
m

m
)

C
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o
n
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e

External toolholder → C093 - Internal toolholder → D040 -

Cartridge → K197

Reference pages:

-M,G

*-M,G: Without chipbreaker
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T
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T
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35

T
61
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T
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A
H
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0

A
H
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5

T
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5
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05

T
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15
T

51
25

A
H
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5

A
H
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0

A
H
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0

G
H

33
0

G
T

72
0

N
S

95
30

N
S

52
0

T
H

10

RE IC S D1

DM SNMG120408-DM 0.8 12.7 4.76 5.16

0.25

1
5
º

SNMG120412-DM 1.2 12.7 4.76 5.16

SNMG090304 0.4 9.525 3.18 3.81

1
5
º

0.2

SNMG090308 0.8 9.525 3.18 3.81

SNMG120404 0.4 12.7 4.76 5.16

SNMG120408 0.8 12.7 4.76 5.16

SNMG120412 1.2 12.7 4.76 5.16

SNMG120416 1.6 12.7 4.76 5.16

SNMG120420 2 12.7 4.76 5.16

SNMG150612 1.2 15.875 6.35 6.35

SNMG150616 1.6 15.875 6.35 6.35

SNMG190612 1.2 19.05 6.35 7.93

SNMG190616 1.6 19.05 6.35 7.93

SNMG250724 2.4 25.4 7.94 9.12

27 SNMG120408-27 0.8 12.7 4.76 5.16

6
º

SNMG120412-27 1.2 12.7 4.76 5.16

33 SNMG120408-33 0.8 12.7 4.76 5.16

0.2

SNMG120412-33 1.2 12.7 4.76 5.16

SNMG150612-33 1.2 15.875 6.35 6.35

SNMG190616-33 1.6 19.05 6.35 7.93

37 SNMG120408-37 0.8 12.7 4.76 5.16

3
0
º

0.2

SNMG120412-37 1.2 12.7 4.76 5.16

SM SNMG120408-SM 0.8 12.7 4.76 5.16

0.25

1
0
º

SNMG120412-SM 1.2 12.7 4.76 5.16

SN RE

IC
D1

S

P
o

s
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e

N
e

g
a

ti
v
e

OTHERS

Inser t NEGATIVE TYPE

C : Continuous cutting
L : Light interrupted cutting
H : Heavy interrupted cutting

Steel

Stainless

Cast iron
Non-
ferrous
Superalloy
Hard 
material

A
p

p
li
c

a
ti

o
n

Chipbreaker Designation

Square, 90°

with hole
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in

g 
to
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iu
m
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g
M
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iu

m
 c

ut
tin

g All-round

Coated Coated 
cermet Cermet

Un-
coated Dimension (mm)

M
ed

iu
m
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ut

tin
g

External toolholder → C093 - Internal toolholder → D040 -

Cartridge → K197

Reference pages:
: Line up

▲ : To be discontinued
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T
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A
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A
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A
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T
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5
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T
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A
H
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A
H
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15

G
H
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0

A
H
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5

G
H
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0

T
H

10
K

S
20

RE IC S D1

CM SNMG120408-CM 0.8 12.7 4.76 5.16

0.25

1
5
º

SNMG120412-CM 1.2 12.7 4.76 5.16

P SNGG090304R-P 0.4 9.525 3.18 3.81

3
0
º

SNGG090304L-P 0.4 9.525 3.18 3.81

SNGG090308R-P 0.8 9.525 3.18 3.81

SNGG090308L-P 0.8 9.525 3.18 3.81

SNGG120404R-P 0.4 12.7 4.76 5.16

SNGG120404L-P 0.4 12.7 4.76 5.16

SNGG120408R-P 0.8 12.7 4.76 5.16

SNGG120408L-P 0.8 12.7 4.76 5.16

HRM SNMG120408-HRM 0.8 12.7 4.76 5.16

1
5
º

0.25

SNMG120412-HRM 1.2 12.7 4.76 5.16

SNMG150608-HRM 0.8 15.875 6.35 6.35

SNMG150612-HRM 1.2 15.875 6.35 6.35

SNMG190612-HRM 1.2 19.05 6.35 7.93

SNMG190616-HRM 1.6 19.05 6.35 7.93

HMM SNMG120408-HMM 0.8 12.7 4.76 5.16

1
5
º

0.25

SNMG120412-HMM 1.2 12.7 4.76 5.16

SA SNMG120404-SA 0.4 12.7 4.76 5.16
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SNMG190612-SA 1.2 19.05 6.35 7.93
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Inser t NEGATIVE TYPE

C : Continuous cutting
L : Light interrupted cutting
H : Heavy interrupted cutting
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Stainless
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Non-
ferrous
Superalloy
Hard 
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External toolholder → C093 - Internal toolholder → D040 -

Cartridge → K197

Reference pages:
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RE IC S D1

S SNMG120404R-S 0.4 12.7 4.76 5.16

1
5
º

0.15

SNMG120404L-S 0.4 12.7 4.76 5.16

SNMG120408R-S 0.8 12.7 4.76 5.16

SNMG120408L-S 0.8 12.7 4.76 5.16

TH SNMG120408-TH 0.8 12.7 4.76 5.16

0.3

2
0
º

SNMG120412-TH 1.2 12.7 4.76 5.16

SNMG150612-TH 1.2 15.875 6.35 6.35

SNMG150616-TH 1.6 15.875 6.35 6.35

SNMG190612-TH 1.2 19.05 6.35 7.93

SNMG190616-TH 1.6 19.05 6.35 7.93

THS SNMG120408-THS 0.8 12.7 4.76 5.16

2
0
º

0.4

SNMG120412-THS 1.2 12.7 4.76 5.16

SNMG150612-THS 1.2 15.875 6.35 6.35

SNMG150616-THS 1.6 15.875 6.35 6.35

SNMG190608-THS 0.8 19.05 6.35 7.93

SNMG190612-THS 1.2 19.05 6.35 7.93

SNMG190616-THS 1.6 19.05 6.35 7.93

SNMG190624-THS 2.4 19.05 6.35 7.93

SNMG250716-THS 1.6 25.4 7.94 9.12

SNMG250724-THS 2.4 25.4 7.94 9.12

TRS SNMM150612-TRS 1.2 15.875 6.35 6.35

2
4
º0.3

SNMM150616-TRS 1.6 15.875 6.35 6.35

SNMM190616-TRS 1.6 19.05 6.35 7.93

SNMM190624-TRS 2.4 19.05 6.35 7.93

SNMM250924-TRS 2.4 25.4 9.52 9.12

TU SNMM190616-TU 1.6 19.05 6.35 7.93

0.35

2
0
º

SNMM190624-TU 2.4 19.05 6.35 7.93

SNMM250724-TU 2.4 25.4 7.94 9.12

SNMM250924-TU 2.4 25.4 9.52 9.12
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Inser t NEGATIVE TYPE

C : Continuous cutting
L : Light interrupted cutting
H : Heavy interrupted cutting
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▲ : To be discontinued
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External toolholder → C093 - Internal toolholder → D040 -

Cartridge → K197

Reference pages:
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TUS SNMM190612-TUS 1.2 19.05 6.35 7.93

0.45

2
0
º

SNMM190616-TUS 1.6 19.05 6.35 7.93

SNMM190624-TUS 2.4 19.05 6.35 7.93

SNMM250724-TUS 2.4 25.4 7.94 9.12

SNMM250732-TUS 3.2 25.4 7.94 9.12

SNMM250924-TUS 2.4 25.4 9.52 9.12

SNMM250932-TUS 3.2 25.4 9.52 9.12

57 SNMM120408-57 0.8 12.7 4.76 5.16

0.2

6
º

SNMM150616-57 1.6 15.875 6.35 6.35

SNMM190612-57 1.2 19.05 6.35 7.93

65 SNMM190612-65 1.2 19.05 6.35 7.93

0.3 1
0
º

SNMM310924-65 2.4 31.75 9.52 8.8

SH SNMG120408-SH            0.8 12.7 4.76 5.16

0.4

2
0
º

SNMG120412-SH            1.2 12.7 4.76 5.16

SNMG150612-SH            1.2 15.875 6.35 6.35

SNMG150616-SH            1.6 15.875 6.35 6.35

SNMG190612-SH            1.2 19.05 6.35 7.93

SNMG190616-SH            1.6 19.05 6.35 7.93

CH SNMG120408-CH 0.8 12.7 4.76 5.16

0.4

1
5
º

SNMG120412-CH 1.2 12.7 4.76 5.16

SNMG120416-CH 1.6 12.7 4.76 5.16
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Inser t NEGATIVE TYPE

C : Continuous cutting
L : Light interrupted cutting
H : Heavy interrupted cutting
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External toolholder → C093 - Internal toolholder → D040 -

Cartridge → K197

Reference pages:
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RE IC S D1

- SNMA090308 0.8 9.525 3.18 3.81

SNMA120404 0.4 12.7 4.76 5.16

SNMA120408 0.8 12.7 4.76 5.16

SNMA120412 1.2 12.7 4.76 5.16

SNMA120416 1.6 12.7 4.76 5.16

- SNGA090304 0.4 9.525 3.18 3.81

SNGA120404 0.4 12.7 4.76 5.16

SNGA120408 0.8 12.7 4.76 5.16

SNGA120412 1.2 12.7 4.76 5.16

SNGA120416 1.6 12.7 4.76 5.16

SN

C

C

C CL C

C

C

T
H

10

F
X

10
5

L
X

21
LX

11

RE IC S D1

- SNGD120712 1.2 12.7 7.94 -

SNGD120716 1.6 12.7 7.94 -

- SNGN090308 0.8 9.525 3.18 -

SNGN120304 0.4 12.7 3.18 -

SNGN120312 1.2 12.7 3.18 -

SNGN120404 0.4 12.7 4.76 -

SNGN120408 0.8 12.7 4.76 -

SNGN120412 1.2 12.7 4.76 -

SNGN120416 1.6 12.7 4.76 -

SNGN120420 2 12.7 4.76 -

SNGN120424 2.4 12.7 4.76 -

SNGN120708 0.8 12.7 7.94 -

SNGN120712 1.2 12.7 7.94 -

SNGN120716 1.6 12.7 7.94 -

SNGN120720 2 12.7 7.94 -
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Inser t NEGATIVE TYPE

C : Continuous cutting
L : Light interrupted cutting
H : Heavy interrupted cutting

Steel

Stainless

Cast iron
Non-
ferrous
Superalloy
Hard 
material
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Chipbreaker Designation
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Coated Coated cermet Cermet Uncoated Ceramic Dimension (mm)
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CeramicUncoated Dimension (mm)
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Chipbreaker Designation

External toolholder → C093 - Cartridge → K197

SNGD...: External toolholder → C108

Reference pages:
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H : Heavy interrupted cutting
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