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- Products are listed by application. 

- Please refer the table of contents and the icons. 

Approach angle

10-20° °
10º ~ 20º

45° 45º

70° 70º

85° 85º

88° 88º

90° 90º

Application

Thin workpiece

Ramping

Long overhang

Axial plunging

Hole enlarging

Slot milling

Chamfering

Shoulder milling

Internal threading

Profiling

Edging / Contouring

Interrupted surface

Cutting off

Icon

Milling Cutter - Content structure

How to use the page

Method ①
Select the application (❶) and the approach angle (❷) at the left 

end of each page and choose a designation you need (❺) in the 

dimension table (❹). Applicable inserts are shown in (❽).

Method ②
Select the tool series name on H008 – H009 and check 

the details on the product page.

H008 www.tungaloy.com

Appl ication Overv iew

Face milling, High feed milling

Profile milling

H060 page

H063 page

H070 page

H026 page

H036 page

H046 page

I006 page

H078 page

H082 page

H058 page, H026 page

H022 page

H174 page
H067 page

H202, H206 page

H022 page

H026 page

H036 page

General face milling

Semi-finishing

High feed milling

Aluminium machining

Finishing

Roughing

Method ③
Select the tool series or the tool specification on 

H010 - H019 and see the details on each page.

H010 www.tungaloy.com

12º 15º / 17º 20º / 25º 13º 7º / 10º / 12º / 14º

0.5 1.0 / 1.5 1.3 / 2.0 2 1 / 1.5 / 2 / 2.5

ø8 - ø16 ø16 - ø200 ø20 - ø63 ø50 - ø125 ø25 - ø160

2 4 4 8 4
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Cutting edge angle

Depth of cut (APMX)

Tool diameter

Workpiece material

No. of corners 
(insert)

Face milling

Shoulder milling 

: Most suitable

: Suitable

: Usable

High-Feed Mi l l ing -  Quick Guide

Icon

Thin workpiece

Face milling

Internal threading

Ramping

External threading

Profiling

Long overhang

Back facing

Edging / Contouring

Axial plunging

Peck milling

Interrupted surface

Hole enlarging

Hollow workpiece

Cutting off

Slot milling

Chamfering

Deep shoulder milling

Shoulder milling 

Other 

applications

Slot milling

Profile milling

Reference 

pages

C
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Deep shoulder milling

Face milling

External threading

Back facing

Peck milling

Hollow workpiece

85°

45°

88°

90°

70°

10-20° °

D
C

X

D
C

APMX

LF

D
C

O
N

M
S

LSLH

APMX DCX CICT DC DCONMS LS LH LF WT (kg)

EXLS02M008C08.0LH16R01 0.5 8 1 4.29 8 59 16 75 0.02 LSMT02...

EXLS02M008C08.0LH30R01 0.5 8 1 4.29 8 59 31 90 0.03 LSMT02...

EXLS02M010C10.0LH20R02 0.5 10 2 6.28 10 60 20 80 0.04 LSMT02...

EXLS02M010C10.0LH40R02 0.5 10 2 6.28 10 60 40 100 0.05 LSMT02...

EXLS02M010C08.0LH20R02 0.5 10 2 6.28 8 60 20 80 0.03 LSMT02...

EXLS02M012C12.0LH50R02 0.5 12 2 8.31 12 60 50 110 0.08 LSMT02...

EXLS02M012C12.0LH20R03 0.5 12 3 8.31 12 60 20 80 0.06 LSMT02...

EXLS02M012C10.0LH20R03 0.5 12 3 8.31 10 60 20 80 0.04 LSMT02...

EXLS02M016C16.0LH50R03 0.5 16 3 12.31 16 70 50 120 0.17 LSMT02...

EXLS02M016C16.0LH30R05 0.5 16 5 12.31 16 70 30 100 0.14 LSMT02...

A

A A-A 断面

D
C

X

D
C

LF

APMX

D
C

SF
M

S

OAL

CRKS
H

GAMP = +4°, GAMF = -21° ~ -17°

APMX DCX CICT DC OAL LF H DCSFMS CRKS WT (kg)

HXLS02M008M06R01 0 5 8 1 4 29 33 5 19 7 9 5 M6 0 01 LSMT02

EXLS02M... CSPB-2H M-1000  IP-6DB

R R R

R

R R

EXLS

HXLS
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Approach 
angle

Others

Air hole InsertDesignation

Air hole InsertDesignation

A-Across section

With

SPARE PARTS

Clamping screw LubricantDesignation Wrench

GAMP = +4°, GAMF = -21° ~ -17°

*Recommended clamping torque (N・m)：CSPB-2H=0.7

High feed endmi l l ,  shank type

High feed endmi l l ,  shank type

With
With
With
With
With
With
With
With
With
With

❹

❺
❽

❶

❷
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APMX DC CICT DCONMS LS LF LH LB BHTA WT(kg)

EBRM16T20S130 11.8 16 2 20 70 130 60 35 3 0.235 ZRBM160…

EBRM16T20S200 11.8 16 2 20 140 200 60 35 3 0.395 ZRBM160…

EBRM20T25S160 13.6 20 2 25 85 160 75 45 3 0.455 ZRBM200…

EBRM20T25S220 13.6 20 2 25 135 220 85 60 5 0.655 ZRBM200…

EBRM25T32S200 17.7 25 2 32 115 200 85 55 6 0.965 ZRBM250…

EBRM25T32S300 17.7 25 2 32 180 300 120 70 4 1.505 ZRBM250…

APMX DC CICT OAL LF H DCSFMS CRKS WT(kg)

HBRM16M08 11.8 16 2 42.5 25 10 13 M8 0.025 ZRBM160…

HBRM20M10 13.6 20 2 50 30 15 18 M10 0.05 ZRBM200…

HBRM25M12 17.7 25 2 57 35 17 21 M12 0.08 ZRBM250…

LF
LHLSD

C
O

N
M

S

APMX

LB

BHTA

D
C

H

A - A 断面

A

AOAL

D
C

S
F

M
S

APMX

LF

D
C

CRKS

 

EBRM...

R

R R

EBRM16… TS25064I T-8D

EBRM20… TS30085I/HG T-9D

EBRM25… TS35085I/HG T-15D

R

R R

HBRM...

HBRM16… TS25064I T-8D

HBRM20… TS30085I/HG T-9D

HBRM25… TS35085I/HG T-15D
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Designation

Designation

Air hole

Air hole

With

With

With

With

With

With

With

With

With

Insert

Insert

 Inserts, Standard cutting conditions → H205

*Recommended clamping torque (N·m) ：TS25064I=1.3, TS30085I/HG=2.3, TS35085I/HG=3.5

*Recommended clamping torque (N·m) ：TS25064I=1.3, TS30085I/HG=2.3, TS35085I/HG=3.5

Bal l  nose endmi l l  for  semi-roughing, shank type, wi th screw c lamp system

Bal l  nose endmi l l  for  semi-roughing, modular  type, wi th screw c lamp system (TungFlex)

SPARE PARTS
Designation Clamping screw Wrench

SPARE PARTS
Designation Clamping screw Wrench

A-A cross section

Reference pages:

Machining accuracy

F

M

R

Finishing

Medium cutting

Roughing

Workpiece material

Steel

Stainless

Cast iron

Non-ferrous

Superalloys

Hard material

Coolant hole

H205Tungaloy

H

J
K
L
M

A
B
C
D
E
F
G

I

LE

S

ISO

- 300HB APH730 MM 150 - 350 0.08 - 0.6

- 300HB APH730 MM 120 - 320 0.05 - 0.5

30 - 40HRC APH730 MM 100 - 200 0.05 - 0.5

- 200HB APH730 MM 100 - 280 0.05 - 0.6

- 200HB APH730 MM 100 - 300 0.05 - 0.6

150 - 250HB APH730 MM 120 - 380 0.08 - 0.6

150 - 250HB APH730 MM 100 - 280 0.08 - 0.6

- APH730 MM 20 - 80 0.05 - 0.6

- APH730 MM 20 - 60 0.05 - 0.4

40 - 50HRC APH730 MM 40 - 80 0.05 - 0.2

50 - 60HRC APH730 MM 30 - 60 0.04 - 0.14

ZRBM...

P �

M �

K �

N

S �

H �

RE LE S

A
P

H
7
3

0

ZRBM160-MM 8 12.4 3.7

ZRBM200-MM 10 14.9 4.8

ZRBM250-MM 12.5 18.9 5.9
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INSERT

: Line up

5 piece per package

STANDARD CUTTING CONDITIONS
 

 : First choice

 : Second choice

Coated

Designation

Steel

Stainless

Cast iron

Non-ferrous

Superalloys

Hard materials

The above cutting parameters are for reference. Adjustments may be required depending on applications, machine powers and rigidity, and/or 
workpiece fixture/clamping methods. 

Workpiece materials Hardness
Selection 
criteria

Recommended 
grade

Chip-
breaker

Cutting speed
Vc (m/min)

Feed per tooth
fz (mm/t)

First choice

First choice

First choice

First choice

First choice

First choice

First choice

First choice

First choice

First choice

First choice

Low carbon steel
S15C, etc.
C15, etc.

High carbon and alloy steel
S55C, SCM440, etc.
C55, 42CrMo4, etc.

Prehardened steels
NAK80, PX5 etc.

Austenitic stainless steel
SUS304, SUS316, etc.

X5CrNi18-9, X5CrNiMo17-12-3, etc.

Martensitic stainless steel
SUS420J1, etc.
X20Cr13, etc.

Gray cast irons
FC250, etc.

250, etc.

Ductile cast iron
FCD600, etc.
600-3, etc.

Titanium alloy
Ti-6Al-4V, etc.

Heat-resistance alloys
Inconel718, etc.

Hardened steel
SKD61, etc.

X40CrMoV51, etc.

Hardened steel
SKD11, etc.

X153CrMoV12, etc.

When ordering

- Please specify the designation and quantity for mills.

  e.g. TPW13R080M25.4-06 ... 1 (one mill per package) 

- Please specify the designation, grade, and quantity for inserts.

  e.g. SWMT1304PDPR-MJ AH120 ... 10 (10 inserts per package) 

*You will find a note if the number per package is not 10. 

❶ : Application

❷ : Approach angle

❸ : Tool series name

❹ : Dimension table

❺ : Mill designation

❻ : Dimension drawing (conforming to ISO13399)

❼ : Spare parts

❽ : Insert

❾ : Standard cutting conditions

10 : Reference page

❸

❹❺

❻

❼

❽

❾

10

❽
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JIS

ISO

ANSI

9 11

2

S

T

R

H

A

4

080

200

6

80 mm

200 mm

200

10H

2 in

10 in

20.0

25.4

31.7

47.6

8

20 mm

25.4 mm

31.75 mm

47.625 mm

0075

0125

0200

0.75 in

1.25 in

2 in

10

R

R

R

R

R

10

T

E

10.0

12.0

16.0

25.0

32.0

10 mm

12 mm

16 mm

25 mm

32 mm

90˚ ~ 80˚

80˚ ~ 70˚

60˚ ~ 50˚

50˚ ~ 40˚

H

TAC Mil ls [New products]

Symbol Relief angle

Symbol

Bore type

Shank type

Type

Hybrid TAC Mill Series

Type Relief angle

Symbol Hand

Direction of cut

Symbol Unit

Unit

Symbol Type

Attachment specification

Symbol Type

Additional feature

T~: General type

E~: Shank type
Wedge clamp

Long shank

Long edge

Carbide shank

Cylindrical

Weldon

Combination

Angle, Category

P

E

D

A

L

Others

Symbol

Special

Cutting edge angle

Cutting
edge 
angle

Cutting edge length

Symbol Size (R)

Effective cutter diameter

Symbol Size

M: Unit in mm

I: Unit in inch

Effective cutter diameter

Body diameter

Bore type

Shank type

Attachment size

Symbol Size

M: Unit in mm
Hole diameter

I: Unit in inch
Hole diameter

E~: Shank type
Shank diameter

Number of inserts

Right

LeftOthers Special

With long cutting 
edge

Designation system
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V
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A

90˚ ~ 80˚

80˚ ~ 70˚

60˚ ~ 50˚

50˚ ~ 40˚

1 2 5

050

063

080

100

125

160

200

250

315

355

400

50

63

80

100

125

160

200

250

315

355

400

063
5

F
2

12
4

E
3

T
1

R
6

06
11

M
8

4
9

D
3

T
1

R
6

4
10

I
7

C

D

E

F

N

P

X

3

09

10

12

12

15

16

19

20

25

25

31

06

07

09

-

-

12

15

-

19

-

-

25

31

06

08

09

-

-

12

16

-

19

-

-

25

32

11

13

16

-

-

22

27

-

33

-

-

44

55

9.525

10

12

12.7

15.875

16

19.05

20

25

25.4

31.75

6.35

7.94

9.525

-

-

12.7

15.875

-

19.05

-

-

25.4

31.75

6.5

8.1

9.7

-

-

12.9

16.1

-

19.3

-

-

25.8

32.2

11

13.8

16.5

-

-

22

27.5

-

33

-

-

44

55

6.35

7.94

9.525

10

12

12.7

15.875

16

19.05

20

25

25.4

31.75

T

Q

E

4

50

63

03

04

05

06

08

10

12

14

16

0

1

2

3

4

5

6

7

90˚ ~ 80˚

80˚ ~ 70˚

70˚ ~ 60˚

60˚ ~ 50˚

50˚ ~ 40˚

40˚ ~ 30˚

30˚ ~ 20˚

20˚ ~ 10˚

10 11

50

63

80

100

125

160

200

250

315

355

400

3

4

5

6

7

8

9

9.525

12.7

15.875

19.05

22.225

25.4

31.75

9 6

B I
a

b

g

7

B

I

A  (-A)

S

L

R

L

7°

15°

20°

25°

0°

11°
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TAC Mil ls [Previous products]

Symbol Type Symbol Cutting edge angle

Symbol Size Symbol Size Symbol Size Symbol

Inscribed 
circle dia. 

(mm)

Eff ective
cutter diameter

Body diameter

Size

Symbol Relief angle

Type Angle Eff ective cutter diameter

Symbol

Relief angle

Eff ective diameter 
(mm)

Cutting edge length

Example

Example

Metric system

Inch system

Angle

Symbol Cutting edge angle

Eff ective cutter diameter

Symbol Eff ective diameter (mm)

Note: For diameter of less than 
80mm,nominal dimensions (mm) 
of eff ective diameter are shown

Symbol I. C. (mm)

Size of applicable insert Direction of cut Additional feature

Close pitch

Irregular pitch 

Modifi ed type

For 
distinguishing 
shank size

Long shank

Note: The above nomenclature is not applicable 

for VSN6000I, MS cutter, TCB, PES1500 

and TBN etc.

Bore type

Centering plug

Machine spindle

Shank type

Adapter

Cutter body
Mounting bolt

Eff ective
cutter diameter

Right hand

Left hand

Close pitch specs.
Irregular pitch

specs.

Body diameter

Application, etc.

Symbol

For machining centers

For fi nishing

General purpose

High rake geometry

Use round inserts

For chamfering

Long edge type

For threading

Application, geometry etc.

Negative axial, positive 
radial rake geometry

For diffi  cult to cut 
materials

For square shoulder 
milling

Vertical insert

Quick change

Shank 

Bore 

Special 

All PCD tipped

All PCBN tipped

Others

Others

Others

Others

Cutting
edge 
angle

Cutting
edge 
angle
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P
1

1

S
2

D
N
2

C
3

3

K
4

N
U
4

5

4
09
5

N

R

F

W

T

Q

U

B

H

C

J

X

-

4

--

5

R

R

R

R

R

S

T

R

H

A

02 2.38

03 3.18

T3 3.97

04 4.76

05 5.56

06 6.35

07 7.94

09 9.52

6

H 120°

S 90°

T 60°

C 80°

E 75°

G 70°

L 90°

A 85°

R

W 80°

W —

O 135°

P 108°

X

Y

Z

1

C 7°

D 15°

E 20°

F 25°

G 30°

M

N 0°

P 11°

Q

O

X

S

W

2

A

C

E

G

H

K

M

N

6.35

9.525

12.7

15.875

19.05

25.4

± 0.05

± 0.1   

± 0.08  

± 0.08

± 0.13

± 0.18   

± 0.25   

± 0.08

± 0.13

± 0.15

± 0.18

± 0.13

± 0.2

± 0.27

± 0.38

± 0.005

± 0.013

± 0.025

± 0.025

± 0.013

± 0.013

± 0.08 ~ ± 0.18

± 0.08 ~ ± 0.18

± 0.025

± 0.025

± 0.025

± 0.13

± 0.025

± 0.025

± 0.13

± 0.025

± 0.025

± 0.025

± 0.025

± 0.025

± 0.013

± 0.05 ~ ± 0.13

± 0.05 ~ ± 0.13

± 0.05 ~ ± 0.13

3

± 0.13   

Groove and hole

Symbol Hole

Without

Shape of hole Chipbreaker Shape

With

Without

Single-sided

Double-sided

Without

Single-sided

Without

Double-sided

Without

Single-sided

Without

Double-sided

－

Thickness

Symbol Thickness (mm)

Cutting edge length

Shape

Partly cylindrical 
hole, single-side

40° ~ 60°
Counter sink

Partly cylindrical 
hole, double-side

40° ~ 60°
Counter sink

Partly cylindrical 
hole, single-side

70° ~ 90°
Counter sink

Partly cylindrical 
hole, double-side

70° ~ 90°
Counter sink

Cutting edge length (R)     

Thickness

(Example)

(Example)

Metric

Inch

Relief angleShape Accuracy (mm)

Hexagonal

Square

Triangular

Rhombic

Rectangular

Parallelogram

Round

Wiper

Special

Octagonal

Pentagonal

Special

Special

Special

Symbol Shape

Standard I. C. 
dia.

I. C. dia. (ød) tolerance

Nose angle 
(degree) Figure Symbol Relief angle

Corner height (mm) tolerance

Symbol 
(class)

Corner height (m) Thickness (s) I. C. dia. (ød)

Others

Other 
applications

J, K, L, M, N U M, N U

Others

Designation system for Inser t

Other 
applications

Other 
applications

Other 
applications

2-step relief
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D 60°

E 75°

F 85°

G 70°
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U
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L

N

9 107

A

B

C

D

E

F

G

N

P

Z

8

3°

5°

7°

15°

20°

25°

30°

0°

11°

HM

MM

MW

B

D

W

WS

WD

BD

MJ

MH

ML

MS

HJ

AJ

NMJ

NAJ

11

A

F

G

M

N

U

W

4 5

9.525

12.7

15.875

19.05

3

4

5

6

2

3

4

6

6

3.18

4.76

6.35

9.52

1

2

3

4

5

6

F

H

S

Z

7

0.4 (0.397)

0.8 (0.794)

1.2 (1.191)

1.6 (1.588)

2.0 (1.984)

2.4 (2.381)
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Insert with diamond sintered body

Wiper insert (multiple corners)

Wiper insert (single corner)

Wiper insert (with diamond sintered body)

Wiper for burr removal (diamond sintered body)

General-purpose milling chipbreaker

Milling chipbreaker with reinforced cutting edge

Milling chipbreaker for low cutting force

Milling chipbreaker for stainless steel

High feed milling chipbreaker

Milling chipbreaker for non-ferrous metal

General-purpose milling chipbreaker with serration 

Milling chipbreaker with serration for non-ferrous metal

General-purpose high feed milling chipbreaker

General-purpose milling chipbreaker

Milling insert with wiper edge

Milling insert for burr removal

Supplementary symbolMajor cutting edge Hand of 
insert

Symbol Cutting edge Shape

Sharp

Round

Chamfer

Combination

Combination 

Symbol Hand of 
insert

Cutting edge angle

Symbol Cutting edge angle

Wiper relief 
angle

Symbol Relief angle

Symbol Description

Special, 
universal

Special

Symbol

Without

Double side

Double side

Single side

Without

Without

Without

Symbol Shape of hole

Groove and hole

Symbol

Inscribed circle (I. C.) Corner radius

Symbol Thickness (mm)

Thickness

*For wiper inserts, the designation uses “W” as the shape symbol of inch items. For metric 

items, the shape symbol is the same as that of regular inserts, and a supplementary 

symbol, such as W, WS, and WD, is at the end of each designation. 

I. C. dia. （mm）Hole Corner radius （mm）

Description

Special design
(e.g. for MS cutter) 

Chamfer for corner angle 60°

Chamfer for corner angle 15°

Flat chamfer

In
c
h

Symbol

Relief angle

Cutting edge 
angle

Right

Left

Without

With

Without

With

With

With

Without

With

In
c
h

Special, small 
entering angle



H008 www.tungaloy.com

Appl ication Overv iew

Face milling, High feed milling

Profile milling

H060 page

H063 page

H070 page

H026 page

H036 page

H046 page

I006 page

H078 page

H082 page

H020 - H119 page

H202 - H236 page

H174 page
H067 page

H206 page

H022 page

H026 page

H036 page

General face milling

Semi-finishing

High feed milling

Aluminium machining

Finishing

Roughing
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I102 page

I122 page

h i n

TUNG SlitT
n i v e r s a l

TUNG SlotU

TEC SlotTa n g e n t i a l

I060 page
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Shoulder milling

Other applications

H122 page

H167 page

H171 page

H125 page

H135 page

H138 page

H190 page

H194 page

H196 page

H199 page

H121 - H188 page

Shoulder milling (double side) Shoulder milling (single side)

Slot milling

Thread milling cutter

Thread milling

H189 - H201 page
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12º 15º / 17º 20º / 25º 13º 7º / 10º / 12º / 14º

0.5 1.0 / 1.5 1.3 / 2.0 2 1 / 1.5 / 2 / 2.5

ø8 - ø16 ø16 - ø200 ø20 - ø63 ø50 - ø125 ø25 - ø160

2 4 4 8 4

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

    

    

H022 - H025 H026 - H035 H036 - H042 H043 - H045 H046 - H050

A
P

M
X
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g

F
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e
 M

illin
g
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M
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g
S
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g

P
ro

file
 M

illin
g

Cutting edge angle

Depth of cut (APMX)

Tool diameter

Workpiece material

No. of corners 
(insert)

Face milling

Shoulder milling 

: Most suitable

: Suitable

: Usable

High-Feed Mi l l ing -  Quick Guide

Icon

Thin workpiece

Face milling

Internal threading

Ramping

External threading

Profiling

Long overhang

Back facing

Edging / Contouring

Axial plunging

Peck milling

Interrupted surface

Hole enlarging

Hollow workpiece

Cutting off

Slot milling

Chamfering

Deep shoulder milling

Shoulder milling 

Other 

applications

Slot milling

Profile milling

Reference 

pages

C
ut
tin
g 
ed
ge
 

an
gl
e
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TXP

10º / 15º / 20º

1.5 / 3

ø20 - ø160

3
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Face milling

Shoulder milling 

Other 

applications

Slot milling

Profile milling

Reference 

pages

Cutting edge angle

Depth of cut (APMX)

Tool diameter

Workpiece material

No. of corners 
(insert)

C
ut
tin
g 
ed
ge
 

an
gl
e

: Most suitable

: Suitable

: Usable
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45º 44º / 45º / 15º 70º 88º 30º～45º

6 / 3.4 4.75 / 7.5 / 3.5 / 1.5 6.4 9.5 4 / 5 / 2

ø50 - ø160 ø63 - ø315 ø32 - ø160 ø50 - ø100 ø25 - ø200

8 / 16 8 / 16 10 8 4

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

   

H060 - H062 H063 - H066 H070 - H072 H067 - H069 H073 - H077

A
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X
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Face Mi l l ing -  Quick Guide

Cutting edge angle

Depth of cut (APMX)

Tool diameter

Workpiece material

No. of corners 
(insert)

Shoulder milling 

Other 

applications

Slot milling

Profile milling

Reference 

pages

Face milling

Cutting edge 
angle

: Most suitable

: Suitable

: Usable

Icon

Thin workpiece

Face milling

Internal threading

Ramping

External threading

Profiling

Long overhang

Back facing

Edging / Contouring

Axial plunging

Peck milling

Interrupted surface

Hole enlarging

Hollow workpiece

Cutting off

Slot milling

Chamfering

Deep shoulder milling

Shoulder milling 
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NMS, EMS

MS, SFP, EFP

85º 90º 90º 90º -

8 / 3.5 / 1.5 4.5 4 / 11 8 0.2

ø63 - ø125 ø50 - ø160 ø25 - ø125 ø63 - ø160 ø80 - ø300

4 / 1 / 2 1 1 / 2 1 4

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

   

H082 - H085 H080 - H081 H078 - H079 H086 - H087 H114 - H119
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Face milling

Shoulder milling 

Other 

applications

Slot milling

Profile milling

Reference 

pages

Cutting edge angle

Depth of cut (APMX)

Tool diameter

Workpiece material

No. of corners 
(insert)

Cutting edge 
angle

: Most suitable

: Suitable

: Usable
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AP
M

X

90º 90º 90º 90º 90º

6 7 / 10.6 / 16.7 30.4 - 48.8 6 / 10 / 15 54 - 97 (-153)

ø8 - ø40 ø12 - ø160 ø25 - ø50 ø12 - ø160 ø50 - ø100

2 2 2 3 3

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

   

   

H138 - H142 H143 - H156 H125 - H134
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Face milling

Shoulder milling 

Shoulder mi l l ing -  Quick Guide  

Other 

applications

Slot milling

Profile milling

Reference 

pages

Cutting edge angle

Depth of cut (APMX)

Tool diameter

Workpiece material

No. of corners 
(insert)

Cutting edge 
angle

: Most suitable

: Suitable

: Usable

Icon

Thin workpiece

Face milling

Internal threading

Ramping

External threading

Profiling

Long overhang

Back facing

Edging / Contouring

Axial plunging

Peck milling

Interrupted surface

Hole enlarging

Hollow workpiece

Cutting off

Slot milling

Chamfering

Deep shoulder milling

Shoulder milling 

Roughing Roughing
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X

90º 90º 90º 90º 90º

16 61 - 76 4 20.3 - 24.2 13 - 16

ø50 - ø100 ø63 - ø80 ø12 - ø40 ø20 - ø25 ø25 - ø125

3 3 4 4 2

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

    

  

H135 - H137 H135 H157 - H161 H174 - H176
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Face milling

Shoulder milling 

Other 

applications

Slot milling

Profile milling

Reference 

pages

Cutting edge angle

Depth of cut (APMX)

Tool diameter

Workpiece material

No. of corners 
(insert)

Cutting edge 
angle

: Most suitable

: Suitable

: Usable

Roughing Roughing
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AP
M

X

90º 90º 90º 90º 90º

10 11 9.0 / 16 9.7 / 15.1 58.5 / 66.9

ø32 - ø200 ø32 - ø125 ø25 - ø160 ø32 - ø125 ø50 - ø63

4 6 4 4 4

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

   

    

H162 - H166 H122 - H124 H167 - H170 H171 - H173
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Cutting edge angle

Depth of cut (APMX)

Tool diameter

Workpiece material

No. of corners 
(insert)

Cutting edge 
angle

: Most suitable

: Suitable

: Usable

Face milling

Shoulder milling 

Slot milling

Profile milling

Icon

Thin workpiece

Face milling

Internal threading

Ramping

External threading

Profiling

Long overhang

Back facing

Edging / Contouring

Axial plunging

Peck milling

Interrupted surface

Hole enlarging

Hollow workpiece

Cutting off

Slot milling

Chamfering

Deep shoulder milling

Shoulder milling 

Roughing

Other 
applications

Reference 

pages

Shoulder mi l l ing  -  Quick Guide



H017Tungaloy

H

J
K
L
M

A
B
C
D
E
F
G

I

W

1.6 - 4.1 4 - 8 10 - 16 16 - 25

ø63 - ø125 ø80 - ø200 ø80 - ø160 ø100 - ø250

1 6 6 4

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

    

  

H190 - H193 H194 - H195 H196 - H198 H199 - H201
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Depth of cut（W）

Tool diameter

Workpiece material

No. of corners 
(insert)

Face milling

Shoulder milling 

Slot mi l l ing -  Quick Guide

Other 

applications

Slot milling

Profile milling

Reference 

pages

: Most suitable

: Suitable

: Usable

Icon

Thin workpiece

Face milling

Internal threading

Ramping

External threading

Profiling

Long overhang

Back facing

Edging / Contouring

Axial plunging

Peck milling

Interrupted surface

Hole enlarging

Hollow workpiece

Cutting off

Slot milling

Chamfering

Deep shoulder milling

Shoulder milling 
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A
P

M
X

4 / 5 / 6 6 / 8 11.8 / 13.6 / 17.7 4 - 16 1

ø20 - ø63 ø32 - ø125 ø16 - ø25 ø8 - ø32 ø16 - ø25

4 4 / 8 2 1 6

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

     

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

     

     

H036 - H042 H217 - H220 H204 - H205 H206 - H209 H211
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Depth of cut (APMX)

Tool diameter

Workpiece material

No. of corners 
(insert)

Face milling

Shoulder milling 

Prof i le  mi l l ing -  Quick Guide

Other 

applications

Slot milling

Profile milling

Reference 

pages

: Most suitable

: Suitable

: Usable

Icon

Thin workpiece

Face milling

Internal threading

Ramping

External threading

Profiling

Long overhang

Back facing

Edging / Contouring

Axial plunging

Peck milling

Interrupted surface

Hole enlarging

Hollow workpiece

Cutting off

Slot milling

Chamfering

Deep shoulder milling

Shoulder milling 
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ETTL, ETLN

0.25 - 3.5 0.5 - 4.5 1 - 3 1.5 - 6

ø0.7 - ø20 ø10 - ø21.7 ø17 - ø30 ø23 - ø80

- - 1 / 2 2

 

 

 

 

 

 

 

 

I102 - I121 I116 - I117 I122 - I125 I126 - I127
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Pitch

Tool diameter

Workpiece material

No. of corners 
(insert)

Thread mi l l ing -  Quick Guide

Thread milling

Reference 

pages

: Most suitable

: Suitable

: Usable

Icon

Thin workpiece

Face milling

Internal threading

Ramping

External threading

Profiling

Long overhang

Back facing

Edging / Contouring

Axial plunging

Peck milling

Interrupted surface

Hole enlarging

Hollow workpiece

Cutting off

Slot milling

Chamfering

Deep shoulder milling

Shoulder milling 

Thread milling cutter
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TXN03 
(DCX = 40 - 50 mm)

TXN06 
(DCX  = 50 - 200 mm)

EXN03 
(DCX  = 16 - 40 mm)

EXN06 
(DCX  = 32 - 40 mm)

HXN03 
(DCX  = 16 - 40 mm)

Max. ap = 1.0 mm

Max. ap = 1.5 mm

LN*U06

LN*U03 

TXN03

EXN03

HXN03
BT30

BT40

BT50 TXN06
EXN06

 16 20 25 32 40 50 63 80 200

10 mm

10 mm

H
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file
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Large inclination forms ideal chips and controls the chips flow

Optimized coolant jet delivery effectively removes chip and 

prevent it from re-cutting

Innovative high-feed cutters! 
DoFeed offers outstanding 
productivity thanks to its close-pitch 
insert orientation and light cutting 
geometry. The rich lineup is suitable 
for a wide variety of applicaions. 

Rich lineup of cutter bodies from  ø16 to ø200 mm

Outstanding productivity
Excellent chip evacuation prevents chip packing 

H026 - H035Reference pages:

Competitor

Crushed or 
unstable

Curl consistently 
at ideal length

: TXN06R050M22.0E05

: LNMU06X5ZER-MJ

: AH725

: Carbon steels 

 (S55C / C55)

: Vc =180 m/min

: fz = 1.8 mm/t

: ap =1.0 mm

: Dry

: Vertical M/C, BT50

Cutter

Insert

Grade

Workpiece material

Cutting speed

Feed per tooth

Depth of cut 

Coolant

Machine

Good

Poor

Steel

M
a
c
h

in
e
 s

iz
e

Tool dia. : DCX (mm)

Applicable areaBore typeInsert Shank type Modular type
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Built to perform at higher machining 
conditions

Strong insert corner for high feed operations

 - Thick insert corner is designed to withstand fracturing force

Robust and easy-to-handle insert screws

 - M2 screws reduce screw neck shears under high 

  cutting forces. A larger screw enhances insert's
   fixation and easy handling.

Proper chip formation assures a reliable 
machining process

Small-diameter high feed milling cutter with impressive 
machining efficiency and reliability

Competitor

Thick insert corner
Max 10 % thicker 
than competitors' 

Positive inclination angle of the insert promotes smooth chip evacuation

 - The positive cutting edge position contributes to a controlled chip formation and easy chip evacuation

   when machining next to shoulder and slotting operation.  

Positive inclination angle

Proper chip control eliminates 

recuts and premature insert failure

Competitor

Ideal curled chips Crushed chips

Cutter

Insert

Workpiece material

Cutting speed

Application

Depth of cut

Coolant

Machine

: EXLS02M010C10.0LF20R02

: LSMT0202ZER-HM AH3225 

: S55C 

: Vc = 200 m/min

: Slotting

: ap = 0.5 mm × 20 passes

: Dry

: Vertical M/C, BT40

Chip formation

Steel

H022 - H025Reference pages:
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85°

45°

88°

90°

70°

10-20° °

D
C

X

D
C

APMX

LF

D
C

O
N

M
S

LSLH

APMX DCX CICT DC DCONMS LS LH LF WT (kg)

EXLS02M008C08.0LH16R01 0.5 8 1 4.29 8 59 16 75 0.02 LSMT02...

EXLS02M008C08.0LH30R01 0.5 8 1 4.29 8 59 31 90 0.03 LSMT02...

EXLS02M010C10.0LH20R02 0.5 10 2 6.28 10 60 20 80 0.04 LSMT02...

EXLS02M010C10.0LH40R02 0.5 10 2 6.28 10 60 40 100 0.05 LSMT02...

EXLS02M010C08.0LH20R02 0.5 10 2 6.28 8 60 20 80 0.03 LSMT02...

EXLS02M012C12.0LH50R02 0.5 12 2 8.31 12 60 50 110 0.08 LSMT02...

EXLS02M012C12.0LH20R03 0.5 12 3 8.31 12 60 20 80 0.06 LSMT02...

EXLS02M012C10.0LH20R03 0.5 12 3 8.31 10 60 20 80 0.04 LSMT02...

EXLS02M016C16.0LH50R03 0.5 16 3 12.31 16 70 50 120 0.17 LSMT02...

EXLS02M016C16.0LH30R05 0.5 16 5 12.31 16 70 30 100 0.14 LSMT02...

A

A A-A 断面

D
C

X

D
C

LF

APMX

D
C

SF
M

S

OAL

CRKS
H

GAMP = +4°, GAMF = -21° ~ -17°

APMX DCX CICT DC OAL LF H DCSFMS CRKS WT (kg)

HXLS02M008M06R01 0.5 8 1 4.29 33.5 19 7 9.5 M6 0.01 LSMT02...

HXLS02M010M06R02 0.5 10 2 6.28 31.5 17 7 9.5 M6 0.01 LSMT02...

HXLS02M012M06R02 0.5 12 2 8.31 31.5 17 7 10 M6 0.01 LSMT02...

HXLS02M012M06R03 0.5 12 3 8.31 31.5 17 7 10 M6 0.01 LSMT02...

HXLS02M016M08R03 0.5 16 3 12.31 40 23 10 13 M8 0.03 LSMT02...

HXLS02M016M08R05 0.5 16 5 12.31 40 23 10 13 M8 0.03 LSMT02...

EXLS02M... CSPB-2H M-1000  IP-6DB

HXLS02M... CSPB-2H M-1000  IP-6DB

R R R

R

R R

EXLS

HXLS
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Air hole InsertDesignation

Air hole InsertDesignation

A-Across section

With
With
With
With
With
With

SPARE PARTS

Clamping screw LubricantDesignation Wrench

SPARE PARTS

GAMP = +4°, GAMF = -21° ~ -17°

*Recommended clamping torque (N・m)：CSPB-2H=0.7

*Recommended clamping torque (N・m)：CSPB-2H=0.7

Inserts → H023, Standard cutting conditions → H024 - H025, TungFlex → H210Reference pages:

High feed endmi l l ,  shank type

High feed endmi l l ,  shank type

With
With
With
With
With
With
With
With
With
With

Clamping screw LubricantDesignation Wrench
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P � �

M �

K � �

N

S � �

H �

RE IC S

IN
S

L

LE
RE IC S

IN
S

L

AP
M

X

A
P

M
X

LSMT-HM LSMT-MM

0.6

0.5

0.4

0.3

0.2

0.1

0
0.1 0.2 0.3 0.4 0.5 0.6 0.7 0.8

0.6

0.5

0.4

0.3

0.2

0.1

0
0.1 0.2 0.3 0.4 0.5 0.6 0.7 0.8

LSMT02-HM LSMT02-MM

RE APMX LE INSL IC S

A
H

3
2

2
5

A
H

8
0

1
5

LSMT0202ZER-HM 1 0.5 1.7 6.4 4.2 2.3

LSMT0202R2-MM 2 2.0 - 6.4 4.3 2.3
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INSERT

: Line up

 : First choice

 : Second choice

APPLICATION

Steel

Stainless

Cast iron

Non-ferrous

Superalloys

Hard materials

(High feed) (Radius)

Designation

Coated

For standard shanks in ≤ 3xD

For long-neck shanks in ≥ 4xD

Feed per tooth: fz (mm/t)

D
e
p

th
 o

f 
c
u

t:
 a

p
 (
m

m
)

For modular head shanks in ≥ 7xD

For standard shanks in ≤ 3xD 

For long-neck shanks in ≥ 4xD

Feed per tooth: fz (mm/t)

For modular head shanks in ≥ 7xD

D
e
p

th
 o

f 
c
u

t:
 a

p
 (
m

m
)

* When the DOC is 0.5 mm or more, the 
feed less than 0.15 mm/t is recommended.
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85°

45°

88°

90°

70°

10-20° °

DCX APMX RMPX A W øD1 øD2 ae

E/HXLS02M008… 8 0.5 4º 0.2 2 10 15 5.9

E/HXLS02M010… 10 0.5 3.3º 0.2 2 14 19 7.9

E/HXLS02M012… 12 0.5 2º 0.2 2 18 23 9.9

E/HXLS02M016… 16 0.5 1.3º 0.2 2 26 31 13.9

A
P

M
X t1 (mm) t2 (mm)

1.0 0.162 0

1.5 0.07 0.14

2 0 0.34

øD1, øD2

A
P

M
X

A

W
ae

RMPX

A
P

M
X

LE

RE

RPG
RPG

t1

12°

t2

t1

ISO

- 300HB AH3225 100 - 300 0.2 - 0.8

- 300HB AH8015 100 - 300 0.2 - 0.8

- 300HB AH3225 100 - 300 0.2 - 0.8

- 300HB AH8015 100 - 300 0.2 - 0.8

30 - 40HRC AH8015 100 - 200 0.2 - 0.5

30 - 40HRC AH3225 100 - 200 0.2 - 0.5

- 200HB AH3225 100 - 150 0.2 - 0.5

150 - 250HB AH8015 100 - 300 0.2 - 0.8

150 - 250HB AH3225 100 - 300 0.2 - 0.8

150 - 250HB AH8015 80 - 200 0.2 - 0.8

150 - 250HB AH3225 80 - 200 0.2 - 0.8

- 40HRC AH3225 30 - 60 0.1 - 0.3

- 40HRC AH8015 30 - 60 0.1 - 0.3

 - 40HRC AH8015 20 - 50 0.1 - 0.3

- 40HRC AH3225 20 - 50 0.1 - 0.3

40 - 50HRC AH8015 80 - 150 0.1 - 0.5

50~60HRC AH8015 50 - 70 0.1 - 0.3
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APPLICATION RANGE

STANDARD CUTTING CONDITIONS

Carbon steels
S45C, S55C, etc.

C45, C55, etc.

Alloy steels
SCM440, etc.
42CrMo4, etc.

Prehardened steels
NAK80, PX5, etc.

Stainless steels
SUS304, SUS316, etc.

X5CrNi18-9, X5CrNiMo17-12-3, etc.

Gray cast irons
FC250, FC300, etc.

250, 300, etc.

Ductile cast irons
FCD600, etc.
600-3, etc.

Titanium alloy
Ti-6Al-4V, etc

Heat resistance alloy
Inconel, Hastelloy, etc.

Cutting speed
Vc (m/min)

Feed per tooth
fz (mm/t)

Workpiece materials GradesHardness Priority

First choice

Wear resistance

First choice

Wear resistance

First choice

Fracture resistance

First choice

First choice

Fracture resistance

First choice

Fracture resistance

First choice

Wear resistance

First choice

Fracture resistance

First choice

First choice

Hardened steel

SKD61, etc.
X40CrMoV5-1, 

etc.

SKD11, etc.
X153CrMoV12, 

etc.

Max. 

machining

Max.
ramping

angle

Max. depth of 

cut

Designation

Min. 
machining

Shoulder
 milling Slotting

Traversing 

Small depth 
plunging

Ramping
Plunging Drilling

(Helical feed) Enlarged hole 

Amount left 
overcut

Amount left
uncut

Corner R when
programming:

RPG

*Recommend

Tool geometry on programming
LSMT02…-HM

Amount left 
overcut

M
a
x
. 
d

e
p

th
 

o
f 

c
u
t

Corner R when 
programming

Amount left
uncut

Max. cutting
width in

enlarged hole

Max. 
plunging

depth

Max. cutting
width in
plunging
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ø8, CICT = 1 ø10, CICT = 2 ø12 ø16

n Vf n Vf n
Vf

n
Vf

CICT = 2 CICT = 3 CICT = 3 CICT = 5

7960 3980 6370 6370 5310 5310 7970 3980 5970 9950

Vc = 200 m/min, fz = 0.5 mm/t

7960 3980 6370 6370 5310 5310 7970 3980 5970 9950

Vc = 200 m/min, fz = 0.5 mm/t

5970 2390 4780 3820 3980 3180 4780 2990 3590 5980

Vc = 150 m/min, fz = 0.4 mm/t

4780 1910 3820 3060 3190 2550 3830 2390 2870 4780

Vc = 120 m/min, fz = 0.4 mm/t

7960 3980 6370 6370 5310 5310 7970 3980 5970 9950

Vc = 200 m/min, fz = 0.5 mm/t

5970 2990 4780 4780 3980 3980 5970 2990 4490 7480

Vc = 150 m/min, fz = 0.5 mm/t

1590 320 1270 510 1060 420 640 800 480 800

Vc = 40 m/min, fz = 0.2 mm/t

1190 240 1000 400 800 320 480 600 360 600

Vc = 30 m/min, fz = 0.2 mm/t

4780 1430 3820 2290 3190 1910 2870 2390 2150 3590

Vc = 120 m/min, fz = 0.3 mm/t

2390 480 1910 760 1590 640 950 1190 710 1190

Vc = 60 m/min, fz = 0.2 mm/t
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Tool dia.: øDc (mm), Number of revolutions: n (min-1), Feed speed: Vf (mm/min), Max. depth of cut: ap = 0.5 mm, Number of teeth: CICT
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85°

45°

88°

90°

70°

10-20° °

DCX
DC

b

L
F

DCSFMS
DCONMS

KWW

A
P

M
X

DC2
DCX

CB
DP

K
A

P
R

LF
LSLH

D
C

X

D
C

D
C

O
N

M
S

APMX

D
C

X
D

C
2

KAPR

TXN03R04... CSPB-2.5 M-1000 CM8X30H IP-8D

TXN03R05... CSPB-2.5 M-1000 CM10X30H IP-8D

APMX DCX CICT DC DC2 DCSFMS DCONMS CBDP LF b KWW KAPR WT(kg)

TXN03R040M16.0E05 1 40 5 33.6 33.6 35 16 18 40 5.6 8.4 17° 0.2 LN*U03...

TXN03R040M16.0E06 1 40 6 33.6 33.6 35 16 18 40 5.6 8.4 17° 0.2 LN*U03...

TXN03R050M22.0E05 1 50 5 43.6 43.6 47 22 20 50 6.3 10.4 17° 0.5 LN*U03...

TXN03R050M22.0E08 1 50 8 43.6 43.6 47 22 20 50 6.3 10.4 17° 0.5 LN*U03...

TXN03R050M22.2-08 1 50 8 43.6 43.6 47 22.225 20 50 5 8 17° 0.5 LN*U03...

TXN03

GAMP = +6°,GAMF = +12° ~ 13°

APMX DCX CICT DC DC2 DCONMS LF LH LS KAPR WT(kg)
EXN03R016M16.0-02 1 16 2 9.6 9.8 16 100 30 70 15° 0.2 LN*U03...

EXN03R016M16.0-02L 1 16 2 9.6 9.8 16 150 50 100 15° 0.2 LN*U03...

EXN03R018M16.0-02 1 18 2 11.5 11.7 16 100 30 70 17° 0.2 LN*U03...

EXN03R018M16.0-02L 1 18 2 11.5 11.7 16 150 25 125 17° 0.2 LN*U03...

EXN03R020M20.0-03 1 20 3 13.5 13.6 20 130 50 80 17° 0.3 LN*U03...

EXN03R020M20.0-03L 1 20 3 13.5 13.6 20 160 80 80 17° 0.3 LN*U03...

EXN03R020M20.0-04 1 20 4 13.5 13.6 20 130 50 80 17° 0.3 LN*U03...

EXN03R022M20.0-03 1 22 3 15.5 15.6 20 130 50 80 17° 0.3 LN*U03...

EXN03R022M20.0-03L 1 22 3 15.5 15.6 20 160 30 130 17° 0.4 LN*U03...

EXN03R022M20.0-04 1 22 4 15.5 15.6 20 130 50 80 17° 0.3 LN*U03...

EXN03R025M25.0-04 1 25 4 18.5 18.6 25 140 60 80 17° 0.5 LN*U03...

EXN03R025M25.0-04L 1 25 4 18.5 18.6 25 180 100 80 17° 0.6 LN*U03...

EXN03R025M25.0-05 1 25 5 18.5 18.6 25 140 60 80 17° 0.5 LN*U03...

EXN03R028M25.0-04 1 28 4 21.5 21.6 25 140 60 80 17° 0.5 LN*U03...

EXN03R028M25.0-04L 1 28 4 21.5 21.6 25 180 35 145 17° 0.7 LN*U03...

EXN03R028M25.0-05 1 28 5 21.5 21.6 25 140 60 80 17° 0.5 LN*U03...

EXN03R030M32.0-04 1 30 4 23.5 23.6 32 150 70 80 17° 0.8 LN*U03...

EXN03R030M32.0-04L 1 30 4 23.5 23.6 32 200 120 80 17° 0.9 LN*U03...

EXN03R030M32.0-05 1 30 5 23.5 23.6 32 150 70 80 17° 0.8 LN*U03...

EXN03R032M32.0-05 1 32 5 25.5 25.6 32 150 70 80 17° 0.8 LN*U03...

EXN03R032M32.0-05L 1 32 5 25.5 25.6 32 200 120 80 17° 1.1 LN*U03...

EXN03R032M32.0-06 1 32 6 25.5 25.6 32 150 70 80 17° 0.9 LN*U03...

EXN03R035M32.0-05 1 35 5 28.5 28.6 32 150 35 115 17° 0.9 LN*U03...

EXN03R035M32.0-05L 1 35 5 28.5 28.6 32 200 35 165 17° 1.2 LN*U03...

EXN03R035M32.0-06 1 35 6 28.5 28.6 32 150 35 115 17° 0.9 LN*U03...

EXN03... CSPB-2.5 M-1000 IP-8D

EXN03

GAMP = +6°, GAMF = +5° ~ +11°
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with LNMU03-MJ/ML/MS

Inserts → H029, Standard cutting conditions → H030 - H031

with LNGU03-MH

*Recommended clamping torque (N・m)：CSPB-2.5=1.3

*Recommended clamping torque (N・m)：CSPB-2.5=1.3

High feed mi l l ,  for  4-corner double s ided inserts

Air hole InsertDesignation
With

With

With

With

With

SPARE PARTS

Clamping screw LubricantDesignation WrenchShell locking bolt

Air hole InsertDesignation
With

With

With

With

With

With

With

With

With

With

With

With

With

With

With

With

With

With

With

With

With

With

With

With

With

with LNGU03-MHwith LNMU03-MJ/ML/MS

High feed endmi l l ,  shank type, wi th center  through coolant hole,  for  4-corner double s ided inserts

SPARE PARTS

Clamping screw LubricantDesignation Wrench

Air hole Insert

Reference pages:
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EXN03... CSPB-2.5 M-1000 IP-8D

LF
LH

D
C

X
D

C

D
C

O
N

M
S

KAPR

APMX

LS

D
C

X

D
C

2

EXN03... CSPB-2.5 M-1000 IP-8D

GAMP = +6°, GAMF = +5° ~ +11°

APMX DCX CICT DC DC2 DCONMS LF LH LS KAPR WT(kg)
EXN03R016M16.0-02N 1 16 2 9.6 9.8 16 100 30 70 15° 0.2 LN*U03...

EXN03R020M20.0-03N 1 20 3 13.5 13.6 20 130 50 80 17° 0.3 LN*U03...

EXN03R025M25.0-04N 1 25 4 18.5 18.6 25 140 60 80 17° 0.5 LN*U03...

EXN03R032M32.0-05N 1 32 5 25.5 25.6 32 150 70 80 17° 0.8 LN*U03...

LF
LH

D
C

X

D
C

D
C

O
N

M
S

KAPR

APMX

D
C

X

LS

D
C

2

GAMP = +6°,GAMF = +5° ~ +11°

EXN03-C

APMX DCX CICT DC DC2 DCONMS LF LH LS KAPR WT(kg)
EXN03R016M16.0-02-C 1 16 2 9.6 9.8 16 100 30 70 15° 0.2 LN*U03...

EXN03R016M16.0-02L-C 1 16 2 9.6 9.8 16 150 50 100 15° 0.2 LN*U03...

EXN03R020M20.0-03-C 1 20 3 13.5 13.6 20 130 50 80 17° 0.3 LN*U03...

EXN03R020M20.0-03L-C 1 20 3 13.5 13.6 20 160 80 80 17° 0.3 LN*U03...

EXN03R020M20.0-04-C 1 20 4 13.5 13.6 20 130 50 80 17° 0.3 LN*U03...

EXN03R025M25.0-04-C 1 25 4 18.5 18.6 25 140 60 80 17° 0.5 LN*U03...

EXN03R025M25.0-04L-C 1 25 4 18.5 18.6 25 180 100 80 17° 0.6 LN*U03...

EXN03R025M25.0-05-C 1 25 5 18.5 18.6 25 130 60 80 17° 0.5 LN*U03...

EXN03R032M32.0-05-C 1 32 5 25.5 25.6 32 150 70 80 17° 0.8 LN*U03...

EXN03R032M32.0-05L-C 1 32 5 25.5 25.6 32 200 120 80 17° 1.1 LN*U03...

EXN03R032M32.0-06-C 1 32 6 25.5 25.6 32 150 70 80 17° 0.8 LN*U03...

EXN03R040M32.0-06-C 1 40 6 33.6 33.7 32 150 45 105 17° 1 LN*U03...

EXN03R040M32.0-06L-C 1 40 6 33.6 33.7 32 220 45 175 17° 1.4 LN*U03...

EXN03-N
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Inserts → H029, Standard cutting conditions → H030 - H031

SPARE PARTS

With

With

With

With

With

With

With

With

With

With

With

With

With

Designation Clamping screw Lubricant Wrench

SPARE PARTS

Without

Without

Without

Without

Designation Clamping screw Lubricant Wrench

Designation Air hole Insert

*Recommended clamping torque (N・m)：CSPB-2.5=1.3

*Recommended clamping torque (N・m)：CSPB-2.5=1.3

with LNGU03-MHwith LNMU03-MJ/ML/MS

High feed endmi l l ,  shank type, wi th coolant d i rect ly  to the tool  t ips,  for  4-corner double s ided inserts

Designation Air hole Insert

Lubricant

High feed endmi l l  (Eco) ,  shank type, for  double s ided inserts

with LNGU03-MHwith LNMU03-MJ/ML/MS

Reference pages:
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85°

45°

88°

90°

70°

10-20° °
D

C
S

F
M

S

OAL
LF

D
C

X

D
C

APMX

H
CRKS

A

A A-A cross section

D
C

X

D
C

2

KAPR

APMX DCX CICT DC DC2 OAL LF H DCSFMS KAPR CRKS WT(kg)

HXN03R016MM08-02 1 16 2 9.6 9.8 42 25 10 12.8 15° M8 0.03 LN*U03...

HXN03R018MM08-02 1 18 2 11.5 11.7 42 25 10 14.5 17° M8 0.04 LN*U03...

HXN03R020MM10-03 1 20 3 13.5 13.6 49 30 15 17.8 17° M10 0.06 LN*U03...

HXN03R020MM10-04 1 20 4 13.5 13.6 49 30 15 17.8 17° M10 0.06 LN*U03...

HXN03R022MM10-03 1 22 3 15.5 15.6 49 30 15 17.8 17° M10 0.06 LN*U03...

HXN03R022MM10-04 1 22 4 15.5 15.6 49 30 15 17.8 17° M10 0.07 LN*U03...

HXN03R025MM12-04 1 25 4 18.5 18.6 57 35 17 20.8 17° M12 0.1 LN*U03...

HXN03R025MM12-05 1 25 5 18.5 18.6 57 35 17 20.8 17° M12 0.11 LN*U03...

HXN03R028MM12-04 1 28 4 21.5 21.6 57 35 17 23 17° M12 0.12 LN*U03...

HXN03R028MM12-05 1 28 5 21.5 21.6 57 35 17 23 17° M12 0.12 LN*U03...

HXN03R030MM16-04 1 30 4 23.5 23.6 63 40 22 28.8 17° M16 0.19 LN*U03...

HXN03R030MM16-05 1 30 5 23.5 23.6 63 40 22 28.8 17° M16 0.2 LN*U03...

HXN03R032MM16-05 1 32 5 25.5 25.6 63 40 22 28.8 17° M16 0.2 LN*U03...

HXN03R032MM16-06 1 32 6 25.5 25.6 63 40 22 28.8 17° M16 0.21 LN*U03...

HXN03... CSPB-2.5 M-1000 IP-8D

HXN03

GAMP= +6°,GAMF= +5° ~ +11°

HXN03-C

GAMP= +6°,GAMF= +5° ~ +11°

D
C

SF
M

S

OAL
LF

D
C

X

D
C

APMX

H
CRKS

A

A A-A cross section

D
C

X

D
C

2

KAPR

APMX DCX CICT DC DC2 OAL LF H DCSFMS KAPR CRKS WT(kg)

HXN03R016MM08-02-C 1 16 2 9.6 9.8 42 25 10 12.8 15° M8 0.03 LN*U03...

HXN03R020MM10-03-C 1 20 3 13.5 13.6 49 30 15 17.8 17° M10 0.06 LN*U03...

HXN03R020MM10-04-C 1 20 4 13.5 13.6 49 30 15 17.8 17° M10 0.06 LN*U03...

HXN03R025MM12-04-C 1 25 4 18.5 18.6 57 35 17 20.8 17° M12 0.1 LN*U03...

HXN03R025MM12-05-C 1 25 5 18.5 18.6 57 35 17 20.8 17° M12 0.1 LN*U03...

HXN03R032MM16-05-C 1 32 5 25.5 25.6 63 40 22 28.8 17° M16 0.2 LN*U03...

HXN03R032MM16-06-C 1 32 6 25.5 25.6 63 40 22 28.8 17° M16 0.2 LN*U03...

HXN03R040MM16-06-C 1 40 6 33.6 33.7 63 40 22 28.8 17° M16 0.27 LN*U03...

HXN03... CSPB-2.5 M-1000 IP-8D
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SPARE PARTS

With

With

With

With

With

With

With

With

Designation Clamping screw Lubricant Wrench

Inserts → H029, Standard cutting conditions → H030 - H031, TungFlex → H210

*Recommended clamping torque (N・m)：CSPB-2.5=1.3

*Recommended clamping torque (N・m)：CSPB-2.5=1.3

Please see the page H210 for TungFlex modular shank. 

H igh feed endmi l l ,  modular  type, wi th center  through coolant hole (TungFlex)

A-A cross section

with LNGU03-MH

with 
LNMU03-MJ/
ML/MS

Designation

SPARE PARTS

Clamping screw LubricantDesignation Wrench

Air hole Insert

With

With

With

With

With

With

With

With

With

With

With

With

With

With

Please see the page H210 for TungFlex modular shank. 

H igh feed endmi l l ,  modular  type, wi th coolant d i rect ly  to the tool  t ips (TungFlex)

with LNGU03-MH

with 
LNMU03-MJ/
ML/MS

A-A cross section

Designation Air hole Insert

Reference pages:
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LNMU03-MJ                 

IC
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LNMU03-ML

IC

LE

S

RE
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IC

LE
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LNGU03-MH

IC

LE

S

RE

A
P

M
X

P � � �

M ��

K � �

N

S � �

H � � �

RE APMX LE IC S

A
H

1
3

0

A
H

7
2

5
 

A
H

3
0
3
5

A
H

8
0
1
5

A
H

8
0

0
5

LNMU0303ZER-MJ 1.2 1 3.2 6 4.3

LNMU0303ZER-ML 1.2 1 3.2 6 4.3

LNMU0303ZER-MS 1.2 1 3.2 6 4.3

LNGU0303ZER-MH 1.2 1 3.2 6 4.3

LNMU03-MS  

G
ra

d
e

In
s
e
rt

E
xt

. T
oo

lh
ol

de
r

In
t. 

To
ol

ho
ld

er
T

h
re

a
d

in
g

G
ro

o
v
in

g
M

in
ia

tu
re

 t
o

o
l

M
ill

in
g

 c
u
tt

e
r

E
n
d

m
ill

D
ri
lli

n
g

 t
o

o
l

To
o

lin
g

 S
ys

te
m

U
s
e
r'

s
 G

u
id

e
In

d
e
x

INSERT

: Line up

 : First choice

 : Second choice

Steel

Stainless

Cast iron

Non-ferrous

Superalloys

Hard materials

Designation

Coated

(General purpose) (Low cutting force)

(For stainless steel) (Reinforced cutting edge)
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85°

45°

88°

90°

70°

10-20° °

0.5 0.8 1.0 1.5

1.0

0.7

0.5

0.3

0

RE
17°

LE RPG

t1

RPG

t2

t1

A
P

M
X

 APMX 
(mm) RE

LE (mm)
t1 (mm) t2 (mm)

1.0 1.2 3.0 1.0 0.6 -

1.0 1.2 3.0 1.5 0.5 -

1.0 1.2 3.0 2.0 0.25 0.08

1.0 1.2 3.0 2.5 0.14 0.26

Vc = 100 ~ 300 m/min

Vc = 80 ~ 200 m/min

 APMX 
(mm) RE (mm)

LE (mm)
t1 (mm) t2 (mm)

1.0 1.2 3.0 1.0 0.45 -

1.0 1.2 3.0 1.5 0.35 -

1.0 1.2 3.0 2.0 0.2 0.1

1.0 1.2 3.0 2.5 0.08 0.29

ISO

             
ø16, CICT = 2 ø18, CICT = 2 ø20

Vc 
(m/min)

ø16 ~ ø22 ø25 ~ ø50 n Vf n Vf n Vf
CICT = 3 CICT = 4

~ 300HB
AH3035 MJ

100 - 300 0.5 -1.2 0.5 - 1.5 0.1
3,980 6,370 3,540 5,660 3,180 7,630 10,180

AH8015 MJ Vc = 200 m/min, fz = 0.8 mm/t

~ 300HB
AH3035 MJ

100 - 300 0.5 -1.2 0.5 - 1.5 0.1
3,980 6,370 3,540 5,660 3,180 7,630 10,180

AH8015 MJ Vc = 200 m/min, fz = 0.8 mm/t

30 ~ 
40HRC

AH3035 ML 100 - 200 0.5 - 1.0 0.5 - 1.0 0.1
2,980 4,170 2,650 3,710 2,390 5,020 6,690

Vc = 150 m/min, fz = 0.7 mm/t

30 ~ 
40HRC

AH3035 MJ 100 - 200 0.5 - 1.2 0.5 - 1.5 0.1
2,980 4,770 2,650 4,240 2,390 5,740 7,650

Vc = 150 m/min, fz = 0.8 mm/t

30 ~ 
40HRC

AH8015 ML 100 - 200 0.5 - 1.0 0.5 - 1.0 0.1
2,980 4,170 2,650 3,710 2,390 5,020 6,690

Vc = 150 m/min, fz = 0.7 mm/t

~ 200HB

AH130 MS

80 - 150 0.3 - 0.8 0.3 - 0.8 0.1
2,390 2,390 2,120 2,120 1,910 2,860 3,820

AH3035 ML

AH3035 MJ Vc = 120 m/min, fz = 0.5 mm/t

~ 40HRC

AH3035 MJ

80 - 120

0.1 - 0.3 0.1 - 0.3 0.1
1,990 800 1,770 710 1590 950 1,270

Vc = 100 m/min, fz = 0.2 mm/t

AH8015 MH 0.1 - 0.5 0.1 - 0.5 0.1
1,990 1,190 1,770 1,060 1590 1,430 1,910

Vc = 100 m/min, fz = 0.3 mm/t

150 ~ 
250HB

AH725 MJ 100 - 300 0.5 - 1.2 0.5 - 1.5 0.1
3,980 6,370 3,540 5,660 3,180 7,630 10,180

Vc = 200 m/min, fz = 0.8 mm/t

150 ~ 
250HB

AH8015 MJ 100 - 300 0.5 - 0.7 0.5 - 1.0 0.1
3,980 4,780 3,540 4,250 3,180 5,720 7,630

Vc = 200 m/min, fz = 0.6 mm/t

150 ~ 
250HB

AH725 MJ
80 - 200 0.5 - 1.2 0.5 - 1.5 0.1

2,980 4,770 2,650 4,240 2,390 5,740 7,650

AH8015 MJ Vc = 150 m/min, fz = 0.8 mm/t

~ 40HRC
AH130 ML

30 - 60 0.3 - 0.7 0.3 - 0.7 0.08
800 640 710 570 640 770 1,020

AH130 MJ Vc = 40 m/min, fz = 0.4 mm/t

~ 40HRC
AH725 ML

20 - 50 0.1 - 0.3 0.1 - 0.3 0.05
600 240 530 210 480 290 380

AH725 MJ Vc = 30 m/min, fz = 0.2 mm/t

40 ~ 
55HRC

AH8015 MH
80 - 150 0.1 - 0.5 0.1 - 0.5 0.05

2,390 1,430 2,120 1,270 1,910 1,720 2,290

AH8015 MJ Vc = 120 m/min, fz = 0.3 mm/t

40 ~ 
55HRC

AH8015 MJ
50-100 0.1 - 0.3 0.1 - 0.3 0.05

1,590 640 1,420 570 1,270 760 1,020

AH8015 MH Vc = 80 m/min, fz = 0.2mm/t

55~ 
60HRC

AH8005 MH 50 - 70 0.05 - 0.2 0.03 - 0.1 0.03
1,190 290 1,060 250 950 340 450

Vc = 60 m/min, fz = 0.12 mm/t

55 ~ 
60HRC

AH8015 MH 50 - 70 0.03 - 0.1 0.05 - 0.2 0.03
1,190 150 1,060 130 950 170 230

Vc = 60 m/min, fz = 0.06 mm/t
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STANDARD CUTTING CONDITIONS TXN03/EXN03/HXN03
 

Tool geometry on programmingThe use of a standard or long shank

Cautionary points in use

Tool dia.: DCX = ø16 ~ 35 mm
Workpeice: S55C / C55 (200HB)

L/D ratio of overhang
Standard shank: L/D  3
Long shank: L/D = 4

When using a long shank, please lower the cutting conditions (Vc, fz, ap) to 70% 
of the maximum conditions for the standard shank.

When programming for CAM, the tool should be considered as a radius cutter. 
Usually, the corner radius should be set as R = 1.5 mm. If a larger radius is used, 
overcutting will occur. The following table shows the amount left uncut (t1) and 
overcut (t2).

Amount left 
overcut

Amount left 
overcut

- When chips stay in the cutting zone during slotting or pocketing, use air blast to remove 
chips from the work area.

- Tool overhang length must be as short as possible to avoid chatter. When the tool overhang 
length is long, decrease the number of revolutions and feed.

Standard shank

Long shank

D
e
p

th
 o

f 
c
u

t:
 a

p
 (
m

m
)

Feed per tooth: fz (mm/t)    

M
a
x
. 
d

e
p

th
 

o
f 

c
u
t

Corner R when 
programming

Amount left
uncut

Max. depth 
of cut Corner radius Amount left

uncut

Plunging 
Chip-

breaker

Cutting 
speed

Feed per tooth: fz (mm/t)

Tool dia.: DCX (mm)
Workpiece material Hardness Priority Grade

Each value in table is calculated theoretically at the maximum condition.

Amount left 
overcut

Max. depth 
of cut Corner radius Amount left

uncut

LNGU03-MH

LNMU03-MJ/ML

Corner R when
programming:

RPG

Corner R when
programming:

RPG

Carbon steels
S45C, S55C, etc.

C45, C55, etc.

Alloy steels
SCM440, SCr415, etc.
42CrMo4, 17Cr3, etc.

Prehardened steels

NAK80, PX5, etc.

Stainless steels

SUS304, SUS316, etc.

X5CrNi18-10,

X5CrNiMo17-12-2, etc.

Martensitic stainless steel 
and precipitation hardening 

stainless steel
X20Cr13, 

X5CrNiCuNb16-4 ,etc.

Gray cast irons

FC250, FC300, etc.

GG25, GGG30, etc.

Ductile cast irons
FCD400, etc.
GGG40, etc.

Titanium alloy

Ti-6Al-4V, etc.

Heat-resistance alloy
Inconel, Hasteroy, etc.

Hot mold steel
SKD61, etc.

X40CrMoV5-1, etc.

Hot mold steel of D.T.C materials
DAC**, DH**, DIEVER, etc.

Cold mold steel

SKD11, etc.

X153CrMoV12, etc.

First choice

Wear resistance

First choice

Wear resistance

First choice

Fracture 
resistance

Wear resistance

First choice

Wear resistance

Fracture 
resistance

First choice

Fracture 
resistance

First choice

Wear resistance

First choice

Wear resistance

First choice

Fracture resistance

First choice

Fracture resistance

First choice

Low resistance

First choice

Fracture resistance

First choice

Fracture 
resistance
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øD1, øD2

RMPX

a p A

W
ae

a p

DCX APMX
RMPX

A
W øD1

øD2 ae
MJ/ML/MS MH MJ/ML/MS MH MJ/ML/MS MH

E/HXN03R016M... ø16 1 2.1° 1.7° 0.3 3.5 3 22 23 30 12.5

E/HXN03R018M... ø18 1 1.7° 1.6° 0.3 3.5 3 26 27 34 14.5

E/HXN03R020M... ø20 1 1.4° 1.3° 0.3 3.5 3 30 31 38 16.5

E/HXN03R022M... ø22 1 1.2° 1.1° 0.3 3.5 3 34 35 42 18.5

E/HXN03R025M... ø25 1 1.0° 0.9° 0.3 3.5 3 40 41 48 21.5

E/HXN03R028M... ø28 1 0.8° 0.8° 0.3 3.5 3 46 46 54 24.5

E/HXN03R030M... ø30 1 0.7° 0.7° 0.3 3.5 3 50 50 58 26.5

E/HXN03R032M... ø32 1 0.7° 0.7° 0.3 3.5 3 54 54 62 28.5

EXN03R035M... ø35 1 0.6° 0.6° 0.3 3.5 3 60 60 68 31.5

E/H/TXN03R040M... ø40 1 0.5° 0.5° 0.3 3.5 3 70 70 78 36.5

TXN03R050M... ø50 1 0.4° 0.4° 0.3 3.5 3 90 90 98 46.5

ø22 ø25 ø28 ø30 ø32 ø35 ø40 ø50

n Vf n Vf n Vf n Vf n Vf n Vf n Vf n Vf
CICT = 3 CICT = 4 CICT = 4 CICT= 5 CICT = 4 CICT = 5 CICT = 4 CICT = 5 CICT = 5 CICT = 6  CICT  = 5 CICT  = 6  CICT  = 5 CICT  = 6  CICT  = 5  CICT  = 8

2,890 6,940 9,250 2,550 8,160 10,180 2,270 7,280 9,100 2,120 8,480 10,600 1,990 9,950 11,940 1,820 9,100 10,920 1,590 7,950 9,540 1,270 6,350 10,160

Vc = 200 m/min, fz = 1.0 mm/t

2,890 6,940 9,250 2,550 8,160 10,180 2,270 7,280 9,100 2,120 8,480 10,600 1,990 9,950 11,940 1,820 9,100 10,920 1,590 7,950 9,540 1,270 6,350 10,160

Vc = 200 m/min, fz = 1.0 mm/t

2,170 4,560 6,080 1,910 5,350 6,690 1,710 4,790 5,990 1,590 4,450 5,570 1,490 5,220 6,260 1,360 4,760 5,710 1,190 4,170 5,000 950 3,330 5,320

Vc = 150 m/min, fz = 0.7 mm/t

2,170 5,210 6,940 1,910 7,640 9,550 1,710 6,840 8,550 1,590 6,360 7,950 1,490 7,450 8,940 1,360 6,800 8,160 1,190 5,950 7,140 950 4,750 7,600

Vc = 150 m/min, fz = 1.0 mm/t

2,170 4,560 6,080 1,910 5,350 6,690 1,710 4,790 5,990 1,590 4,450 5,570 1,490 5,220 6,260 1,360 4,760 5,710 1,190 4,170 5,000 950 3,330 5,320

Vc = 150 m/min, fz = 0.7 mm/t

3,180 4,770 6,360 1,530 3,060 3,820 1,360 2,720 3,400 1,270 2,540 3,180 1,190 2,980 3,570 1,090 2,720 3,270 960 2.400 2,880 760 1.900 2,280

Vc = 120 m/min, fz = 0.5 mm/t

1,450 870 1,160 1,270 1,020 1,270 1,140 910 1,140 1,060 850 1,060 1,000 1,000 1,200 910 910 1,090 800 800 960 640 640 1,020

Vc = 100 m/min, fz = 0.2 mm/t

1,450 1,300 1,740 1,270 1,520 1,910 1,140 1.370 1,710 1,060 1,270 1,590 1,000 1,500 1,800 910 1,370 1,640 800 1,200 1,440 640 960 1,530

Vc = 100 m/min, fz = 0.3 mm/t

2,890 6,940 9,250 2,550 8,160 10,180 2,270 7,280 9,100 2,120 8,480 10,600 1,990 9,950 11,940 1,820 9,100 10,920 1,590 7,950 9,540 1,270 6,350 10,160

Vc = 200 m/min, fz = 1.0 mm/t

2,890 5,200 6,940 2,550 6,110 7,640 2,270 5,460 6,820 2,120 6,780 8,480 1,990 7,960 9,550 1,820 7,280 8,740 1,590 6,360 7,630 1,270 5,080 8,130

Vc = 200 m/min, fz = 0.8 mm/t

2,170 5,210 6,940 1,910 6,110 7,640 1,710 5,460 6,820 1,590 6,360 7,950 1,490 7,450 8,940 1,360 6,800 8,160 1,190 5,950 7,140 950 4,750 5,700

Vc = 150 m/min, fz = 1.0 mm/t

580 700 930 510 820 1,020 450 730 910 420 840 1,050 400 1,000 1,200 360 900 1,080 320 800 960 250 630 1,000

Vc = 40 m/min, fz = 0.5 mm/t

430 260 340 380 230 290 340 200 260 320 260 320 300 300 360 270 270 320 240 240 290 190 190 300

Vc = 30 m/min, fz = 0.2 mm/t

1,740 1,570 2,090 1,530 1,840 2,300 1,360 1,630 2,040 1,270 1,520 1,910 1,190 1,790 2,140 1,090 1,640 1,960 950 1,430 1,710 760 1,140 1,820

Vc = 120 m/min, fz = 0.3 mm/t

1,160 700 930 1,020 820 1,020 910 730 910 850 680 850 800 800 960 730 730 880 640 640 770 510 510 820

Vc = 80 m/min, fz = 0.2mm/t

870 310 420 760 300 380 680 270 340 640 260 320 600 300 360 550 230 340 480 240 280 380 200 300

Vc = 60 m/min, fz = 0.1 mm/t

870 160 210 760 150 190 680 140 170 640 130 160 600 150 180 550 120 170 480 120 140 380 100 150

Vc = 60 m/min, fz = 0.06 mm/t
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- The above table shows the conditions for standard shank type cutters. When using long shank 
type cutters, the number of teeth may be different. In this case, the cutting conditions should be 
changed by referring to: “The usage of standard and long shanks” shown in previous page.

- Cutting conditions are generally limited by the rigidity and power of the machine and the rigidity 
of the workpiece. When setting the conditions, start from half of the values of the standard cutting 
conditions and then increase the value gradually while making sure the machine is running 
normally.

Designation

Shoulder
 milling Slotting

Traversing 

Small depth 
plungingRamping

Plunging Drilling
(Helical feed) Enlarged hole 

Max. cutting width 
in enlarged hole

Max. cutting width in 
plunging

Max.machinable
hole dia.

Min.machinable
hole dia.

Max. plunging
depth

Max. depth
of cutTool dia.

Max. ramping
angle

・ For DCX above ø33 mm, slot milling, ramping or contouring is not recommended as chips may be re-cut.

Applications

Tool dia.: øDc (mm), Number of revolutions: n (min-1), Feed speed: Vf (mm/min), Max. depth of cut: ap = 1.0 mm
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85°

45°

88°

90°

70°

10-20° °

DCONMS

b

KWW

ø101.6 mm

ø17 mm

DCSFMS

CB
DP

DCONMS

b

KWW

ø101.6 mm

ø18 mm

DCSFMS

CB
DP

TXN06R200M47.6... TXN06R200M60.0...

L
F

C
B

D
P

DCX

DC

DCSFMS

DCONMS
KWW b

AP
M

X DCX

DC2

15°
(KAPR)

APMX DCX CICT DC DC2 DCSFMS LF DCONMS CBDP KWW b WT(kg)

TXN06R050M22.0E04 1.5 50 4 37.6 36.9 47 50 22 20 10.4 6.3 0.4 LN*U06... 1

TXN06R050M22.0E05 1.5 50 5 37.6 36.9 47 50 22 20 10.4 6.3 0.4 LN*U06... 1

TXN06R050M22.2-04 1.5 50 4 37.6 36.9 47 50 22.225 20 8 5 0.4 LN*U06... 1

TXN06R050M22.2-05 1.5 50 5 37.6 36.9 47 50 22.225 20 8 5 0.4 LN*U06... 1

TXN06R052M22.0E04 1.5 52 4 39.6 38.9 49 50 22 20 10.4 6.3 0.5 LN*U06... 1

TXN06R052M22.0E05 1.5 52 5 39.6 38.9 49 50 22 20 10.4 6.3 0.5 LN*U06... 1

TXN06R063M22.0E04 1.5 63 4 50.6 49.8 59 50 22 20 10.4 6.3 0.8 LN*U06... 1

TXN06R063M22.0E06 1.5 63 6 50.6 49.8 59 50 22 20 10.4 6.3 0.8 LN*U06... 1

TXN06R063M22.2-04 1.5 63 4 50.6 49.8 59 50 22.225 20 8 5 0.8 LN*U06... 1

TXN06R063M22.2-06 1.5 63 6 50.6 49.8 59 50 22.225 20 8 5 0.8 LN*U06... 1

TXN06R066M27.0E04 1.5 66 4 53.6 52.8 63 50 27 22 12.4 7 0.8 LN*U06... 1

TXN06R066M27.0E06 1.5 66 6 53.6 52.8 63 50 27 22 12.4 7 0.8 LN*U06... 1

TXN06R080M27.0E05 1.5 80 5 67.6 66.8 76 63 27 22 12.4 7 1.6 LN*U06... 1

TXN06R080M27.0EE05 1.5 80 5 67.6 66.8 60 63 27 22 12.4 7 1.2 LN*U06... 1

TXN06R080M27.0E08 1.5 80 8 67.6 66.8 76 63 27 22 12.4 7 1.6 LN*U06... 1

TXN06R080M27.0EE08 1.5 80 8 67.6 66.8 60 63 27 22 12.4 7 1.2 LN*U06... 1

TXN06R080M31.7-05 1.5 80 5 67.6 66.8 76 63 31.75 32 12.7 8 1.6 LN*U06... 1

TXN06R080M31.7-08 1.5 80 8 67.6 66.8 76 63 31.75 32 12.7 8 1.6 LN*U06... 1

TXN06R100M31.7-06 1.5 100 6 87.6 86.8 96 63 31.75 32 12.7 8 2.2 LN*U06... 1

TXN06R100M32.0E06 1.5 100 6 87.6 86.8 96 63 32 25 14.4 8 2.2 LN*U06... 1

TXN06R125M38.1-08 1.5 125 8 112.6 111.8 100 63 38.1 43 15.9 10 3 LN*U06... 1

TXN06R125M40.0E08 1.5 125 8 112.6 111.8 100 63 40 37 16.4 9 3 LN*U06... 1

TXN06R160M40.0E10 1.5 160 10 147.6 146.8 100 63 40 37 16.4 9 5 LN*U06... 1

TXN06R160M50.8-10 1.5 160 10 147.6 146.8 100 63 50.8 46 19 11 4.6 LN*U06... 1

TXN06R200M47.6-12 1.5 200 12 187.6 186.8 130 63 47.625 38 25.4 14 7.7 LN*U06... 2

TXN06R200M60.0E12 1.5 200 12 187.6 186.8 130 63 60 38 25.7 14 7.2 LN*U06... 3

TXN06

GAMP = +10°, GAMF = +2° ~ +6°

TXN06R050M22.0... CSPB-5 H-TB2W M-1000 - FSHM10-40H BLDIP20/S7

TXN06R050M22.2-04 CSPB-5 H-TB2W M-1000 - CM10-30H BLDIP20/S7

TXN06R050M22.2-05, 
TXN06R052M22.0...

CSPB-5 H-TB2W M-1000 - FSHM10-40H BLDIP20/S7

TXN06R063M... CSPB-5 H-TB2W M-1000 - CM10X30H BLDIP20/S7

TXN06R066,080M27.0... CSPB-5 H-TB2W M-1000 - CM12X30H BLDIP20/S7

TXN06R080,100M31.7... CSPB-5 H-TB2W M-1000 - CM16X40H BLDIP20/S7

TXN06R125M... CSPB-5 H-TB2W M-1000 TMBA-M20H - BLDIP20/S7

TXN06R160M40.0... CSPB-5 H-TB2W M-1000 TMBA-M20H - BLDIP20/M7

TXN06R160M50.8... CSPB-5 H-TB2W M-1000 TMBA-M24H - BLDIP20/M7

TXN06R200M... CSPB-5 H-TB2W M-1000 - - BLDIP20/M7

H
ig

h
 F

e
e
d

 
M

illin
g

F
a
c
e
 M

illin
g

S
h

o
u

ld
e
r 

M
illin

g
S

lo
t M

illin
g

P
ro

file
 M

illin
g

Approach 
angle

Others

Inserts → H033, Standard cutting conditions → H034 - H035

*Recommended clamping torque (N・m)：CSPB-5=5

High feed mi l l ,  for  4-corner double s ided inserts

With

With

With

With

With

With

With

With

With

With

With

With

With

With

With

With

With

With

With

With

With

With

With

With

Without

Without

with 
LLNGU06-MH

with LN*U06-
MJ/ML/W

Fig.1 Fig.2 Fig.3

Air hole Insert Fig.Designation

SPARE PARTS
Clamping screw LubricantDesignation Torx bitGrip Shell locking bolt 1 Shell locking bolt 2

Reference pages:
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A
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8
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1
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A
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0
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LNMU06X5ZER-MJ 2 1.5 6 12 7 -

LNMU06X5ZER-ML 2 1.5 6 12 7 -

LNGU06X5ZER-MH 2 1.5 6 12 7 -

LNGU06X5ZER-W 2 1.5 6 12 7 3.6

LF

LH LS

D
C

X

D
C

D
C

O
N

M
S

APMX

15°

D
C

X
D

C
2

GAMP=+10°,GAMF= -2°~+6°

EXN06 CSPB-5 M-1000 IP-20D

APMX DCX CICT DC DC2 DCONMS LF LH LS WT(kg)
EXN06R032M32.0-02 1.5 32 2 19.7 19.1 32 150 70 80 0.8 LN*U06...

EXN06R032M32.0-02L 1.5 32 2 19.7 19.1 32 200 120 80 1.1 LN*U06...

EXN06R035M32.0-02 1.5 35 2 22.7 22 32 150 45 105 0.9 LN*U06...

EXN06R035M32.0-02L 1.5 35 2 22.7 22 32 200 45 155 1.2 LN*U06...

EXN06R040M32.0-03 1.5 40 3 27.7 27 32 150 45 105 0.9 LN*U06...

EXN06R040M32.0-03L 1.5 40 3 27.7 27 32 220 45 175 1.3 LN*U06...
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RE
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S
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INSERT

Steel

Stainless

Cast iron

Non-ferrous

Superalloys

Hard materials

Coated

Standard cutting conditions → H034 - H035

*Recommended clamping torque (N・m)：CSPB-5=5

SPARE PARTS

Clamping screw LubricantDesignation Wrench

Air hole InsertDesignation
With

With

With

With

With

With

: Line up

 : First choice

 : Second choice

Designation

(2 corners)

with LNGU06-MHwith LN*U06-MJ/ML/W

High feed endmi l l ,  shank type, for  4-corner double s ided inserts

Reference pages:
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85°

45°

88°

90°

70°

10-20° °

 APMX
 (mm) RE

LE (mm)
t1 (mm) t2 (mm)

1.5 2.0 6.0
2.0 1.0 -

3.0 0.77 -
4.0 0.54 0.26

RE
15°

LE
RPG

t2

t1 t1
RPG

A
P

M
X

0.5 1.0 1.5 2.0

1.5

1.0

0.5

0

Vc = 100 ~ 300 m/min

Vc = 80 ~ 200 m/min

 APMX
 (mm) RE

LE (mm)
t1 (mm) t2 (mm)

1.5 2.0 6.0
2.0 0.9 -

3.0 0.66 -
4.0 0.41 0.26

ISO Vc 
(m/min)

ø32, CICT = 2 ø35, CICT = 2 ø40, CICT = 3

n Vf n Vf n Vf
ø32 ~ ø200

~ 300HB
AH3035 MJ

100 - 300 0.5 - 1.5 0.15
1,990 3,980 1,820 3,640 1,590 4,770

AH8015 MJ Vc = 200 m/min, fz = 1.0 mm/t

~ 300HB
AH3035 MJ

100 - 300 0.5 - 1.5 0.15
1,990 3,980 1,820 3,640 1,590 4,770

AH8015 MJ Vc = 200 m/min, fz = 1.0 mm/t

30 ~ 

40HRC
AH3035 ML 100 - 200 0.5 - 1.0 0.15

1,490 2,380 1,360 2,180 1,190 2,860

Vc = 150 m/min, fz = 0.8 mm/t

30 ~ 

40HRC
AH3035 MJ 100 - 200 0.5 - 1.5 0.15

1,490 2,980 1,360 2,720 1,190 3,570

Vc = 150 m/min, fz = 1.0 mm/t

30 ~ 

40HRC
AH8015 ML 100 - 200 0.5 - 1.0 0.15

1,490 2,380 1,360 2,180 1,190 2,860

Vc = 150 m/min, fz = 0.8 mm/t

~ 200HB
AH3035 ML

100 - 150 0.3 - 0.8 0.1
1,190 1,430 1,090 1,310 950 1,710

AH3035 MJ Vc = 120 m/min, fz = 0.6 mm/t

150 ~ 

250HB

AH120 MJ
100 - 300 0.5 - 1.5 0.15

1,990 3,980 1,820 3,640 1,590 4,770

AH8015 MJ Vc = 200 m/min, fz = 1.0 mm/t

150 ~ 

250HB

AH120 MJ
80 - 200 0.5 - 1.5 0.15

1,490 2,980 1,360 2,720 1,190 3,570

AH8015 MJ Vc = 150 m/min, fz = 1.0 mm/t

~ 40HRC
AH130 ML

30 - 60 0.3 - 0.7 0.08
400 400 360 360 320 480

AH130 MJ Vc = 40 m/min, fz = 0.5 mm/t

~ 40HRC
AH725 ML

20 - 50 0.1 - 0.3 0.05
300 120 270 110 240 140

AH725 MJ Vc = 30 m/min, fz = 0.2 mm/t

40 ~ 

55HRC

AH8015 MH
80 - 150 0.1 - 0.5 0.05

1,190 710 1,090 650 950 850

AH8015 MJ Vc = 120 m/min, fz = 0.3mm/t

40 ~ 

55HRC

AH8015 MJ
50-100 0.1 - 0.3 0.05

800 320 730 290 640 380

AH8015 MH Vc = 80 m/min, fz = 0.2mm/t

55 ~ 

65HRC
AH8005 MH 50 - 70 0.05 - 0.2 0.03

600 120 550 110 480 140

Vc = 60 m/min, fz = 0.1 mm/t

55 ~ 

65HRC
AH8015 MH 50 - 70 0.03 - 0.1 0.03

600 60 550 55 480 70

Vc = 60 m/min, fz = 0.05 mm/t
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STANDARD CUTTING CONDITIONS TXN06 / EXN06

∙ The above table shows the conditions for standard shank type cutters. When using long
shank type cutters, the number of teeth may be different. In this case, the cutting conditions
should be changed by referring to: “The usage of standard and long shanks” shown in
previous page.

∙ Cutting conditions are generally limited by the rigidity and power of the machine and the
rigidity of the workpiece. When setting the conditions, start from half of the values of the
standard cutting conditions and then increase the value gradually while making sure the
machine is running normally.

Tool geometry on programming
When programming for CAM, the tool should be considered as a radius 
cutter. Usually, the corner radius should be set as R = 3.0 mm. If a larger 
radius is used, overcutting will occur. The following table shows the amount 
left uncut (t1) and overcut (t2).

Amount left 
overcut

M
a
x
. 
d

e
p

th
 o

f 
c
u
t

Corner R when 
programmingAmount left

uncut

Max. depth of 
cut

Max. depth of 
cut

Corner radius

Corner radius

Amount left
uncut

Amount left
uncut

Corner R when
programming:

RPG

Corner R when
programming:

RPG

Each value in table is calculated theoretically at the maximum condition.

Amount left 
overcut

Amount left 
overcut

The use of a standard or long shank
When using a long shank, please lower the cutting conditions (Vc, fz, ap) to 70% 
of the maximum conditions for the standard shank.

Tool dia.: DCX = ø32 ~ 40 mm
Workpiece: S55C / C55 (200HB)

L/D ratio of overhang
Standard shank: L/D  3
Long shank: L/D = 4

Standard shank

Long shank

D
e
p

th
 o

f 
c
u

t:
 a

p
 (
m

m
)

Feed per tooth: fz (mm/t)    

Cautionary points in use

LNGU06-MH

LNMU06-MJ/ML

Carbon steels
S45C, S55C etc.
C45, C55, etc.

Alloy steels
SCM440, SCr415 etc.
42CrMo4, 17Cr3, etc.

Prehardened steels
NAK80, PX5, etc.

Stainless steels 
SUS304, SUS316, etc.

X5CrNi18-10, etc.
X5CrNiMo17-12-2, etc.

Gray cast irons
FC250, FC300, etc.
GG25, GGG30, etc.

Titanium alloy　
Ti-6AI-4V, etc.

Heat-resistance alloy
Inconel, Hasteroy, etc.

Hot mold steel
SKD61, etc.

X40CrMoV5-1, etc.

Hot mold steel of D.T.C 
materials

DAC**, DH**, DIEVER, etc

Cold mold steel
SKD11, etc.

X153CrMoV12, etc.

Workpiece material Hardness Priority Grades
Chip-

breaker

Cutting 
speed

Feed per tooth 
fz (mm/t)

Tool dia: 
DCX (mm)

Feed when 
plunging 

fz
 (mm/t)

First choice

Wear resistance

First choice

Wear resistance

First choice

Fracture resistance

Wear resistance

First choice

Fracture resistance

First choice

Wear resistance

First choice

Wear resistance

First choice

Fracture resistance

First choice

Fracture resistance

First choice

Low resistance

First choice

Fracture resistance

First choice

Fracture resistance
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øD1, øD2

RMPXA

ae
W

a p

DCX APMX W øD1 øD2 ae
MJ/ML MH MJ/ML MH

EXN06R032M... ø32 1.5 2° 1.4° 0.5 0.4 6 47 59 25

EXN06R035M... ø35 1.5 1.7° 1.1° 0.5 0.4 6 53 65 28

EXN06R040M... ø40 1.5 1.3° 0.8° 0.5 0.4 6 63 75 33

TXN06R050M... ø50 1.5 0.9° 0.7° 0.5 0.4 6 83 95 43

TXN06R052M... ø52 1.5 0.8° 0.6° 0.5 0.4 6 87 99 45 

TXN06R063M... ø63 1.5 0.6° 0.5° 0.5 0.4 6 109 121 56

TXN06R066M... ø66 1.5 0.5° 0.5° 0.5 0.4 6 115 127 59 

TXN06R080M... ø80 1.5 0.5° 0.3° 0.5 0.4 6 143 155 73

TXN06R100M... ø100 1.5 0.34° 0.25° 0.5 0.4 6 183 195 93

TXN06R125M... ø120 1.5 0.26° 0.2° 0.5 0.4 6 233 245 118

TXN06R160M... ø160 1.5 0.2° 0.15° 0.5 0.4 6 303 315 153

TXN06R200M... ø200 1.5 0.15° 0.11° 0.5 0.4 6 383 395 193

ø50 ø63 ø80 ø100, CICT = 6 ø125, CICT = 8 ø160, CICT = 10 ø200, CICT = 12

n
Vf

n
Vf

n
Vf

n Vf n Vf n Vf n Vf
CICT = 4CICT = 5 CICT = 4CICT = 6 CICT = 5CICT = 8

1,270 5,080 6,350 1,010 4,040 6,060 800 4,000 6,400 640 3,820 510 4,080 400 3,980 320 3,820

Vc = 200 m/min, fz = 1.0 mm/t

1,270 5,080 6,350 1,010 4,040 6,060 800 4,000 6,400 640 3,820 510 4,080 400 3,980 320 3,820

Vc = 200 m/min, fz = 1.0 mm/t

950 3,040 3,800 760 2,430 3,650 600 2,400 3,840 480 2,290 380 2,450 300 2,390 240 2,290

Vc = 150 m/min, fz = 0.8 mm/t

950 3,800 4,750 760 3,040 4,560 600 3,000 4,800 480 2,880 380 3,040 300 3,000 240 2,880

Vc = 150 m/min, fz = 1.0 mm/t

950 3,040 3,800 760 2,430 3,650 600 2,400 3,840 480 2,290 380 2,450 300 2,390 240 2,290

Vc = 150 m/min, fz = 0.8 mm/t

760 1,820 2,280 610 1,470 2,200 480 1,440 2,300 380 1,380 310 1,470 240 1,430 190 1,380

Vc = 120 m/min, fz = 0.6 mm/t

1,270 5,080 6,350 1,010 4,040 6,060 800 4,000 6,400 640 3,820 510 4,080 400 3,980 320 3,820

Vc = 200 m/min, fz = 1.0 mm/t

950 3,800 4,750 760 3,040 4,560 600 3,000 4,800 480 2,870 380 3,060 300 2,990 240 2,870

Vc = 150 m/min, fz = 1.0 mm/t

250 500 630 200 400 600 160 400 640 130 380 100 410 80 400 60 380

Vc = 40 m/min, fz = 0.5 mm/t

190 150 190 150 120 180 120 120 190 100 120 80 120 60 120 50 120

Vc = 30 m/min, fz = 0.2 mm/t

760 910 1,140 610 730 1,100 480 720 1,150 380 680 310 740 240 720 190 680

Vc = 120 m/min, fz = 0.3mm/t

510 410 510 400 320 480 320 320 510 250 300 200 320 160 320 130 310

Vc = 80 m/min, fz = 0.2mm/t

380 150 190 300 120 180 240 120 190 190 110 150 120 120 120 100 120

Vc = 60 m/min, fz = 0.1 mm/t

380 75 95 300 60 90 240 60 95 190 55 150 60 120 60 100 60

Vc = 60 m/min, fz = 0.05 mm/t
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Applications

Shoulder
 milling 

Traversing 

Small depth 
plunging Ramping Plunging

Drilling
(Helical feed) 

Enlarged hole 

· For DCX above 100 mm, slot milling, ramping or contouring is not recommended as chips may be re-cut.

Tool dia. Max. depth
of cut

Max. ramping
angle

Max. plunging
depth

Max. cutting width 
in plunging

Min.machinable
hole dia.

Max.machinable
hole dia.

Max. cutting width 
in enlarged hole

Designation RMPX A

Tool dia: DCX (mm), Number of revolution: n (min-1), Feed speed: Vf (mm/min), Max. depth of cut: ap=1.5mm, Number of teeth: CICT
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85°

45°

88°

90°

70°

10-20° °

b D
BD

P
A

P
M

X

DCSFMS

DCX

L
F

DCONMS
KWW

DC
DCX

DC2

K
A

P
R

2A
P

M
X

2

R

R R

GAMP= +3°, GAMF= -13°

TXLN04M04*B16.0R06 CSPD-3 BLD IP10/S7 SW6-SD FSHM8-30H

TXLN04M05*B22.0R07 CSPD-3 BLD IP10/S7 SW6-SD CM10X30H

TXLN04M063B22.0R07 CSPD-3 BLD IP10/S7 SW6-SD CM10X30H

TXLN05M040B16.0R05 CSPB-4S BLDIP15/S7 H-TB2W FSHM8-30H

TXLN05M050B22.0R06 CSPB-4S BLDIP15/S7 H-TB2W CM10X30H

TXLN06M050B22.0R05 CSPB-5 BLDIP20/S7 H-TB2W FSHM10-40H

TXLN06M052B22.0R05 CSPB-5 BLDIP20/S7 H-TB2W CM10X30H

TXLN06M063B22.0R06 CSPB-5 BLDIP20/S7 H-TB2W CM10X30H

APMX APMX2 DCX CICT DC DC2 KAPR2 DCSFMS LF DCONMS CBDP KWW b WT(kg)

TXLN04M040B16.0R06 4 1.3 40 6 32.2 31.6 20 35 40 16 18 8.4 5.6 0.21 LNMX04...

TXLN04M042B16.0R06 4 1.3 42 6 34.2 33.6 20 35 40 16 18 8.4 5.6 0.21 LNMX04...

TXLN04M050B22.0R07 4 1.3 50 7 42.2 41.6 20 47 50 22 20 10.4 6.3 0.45 LNMX04...

TXLN04M052B22.0R07 4 1.3 52 7 44.2 43.6 20 47 50 22 20 10.4 6.3 0.47 LNMX04...

TXLN04M063B22.0R07 4 1.3 63 7 55.2 54.6 20 59 50 22 20 10.4 6.3 0.76 LNMX04...

TXLN05M040B16.0R05 5 - 40 5 29.8 - - 35 40 16 18 8.4 5.6 0.26 LNMX05...

TXLN05M050B22.0R06 5 - 50 6 39.8 - - 47 50 22 20 10.4 6.3 0.50 LNMX05...

TXLN06M050B22.0R05 6 2 50 5 37.6 37.3 25 47 50 22 20 10.4 6.3 0.50 LNMX06...

TXLN06M052B22.0R05 6 2 52 5 39.6 39.3 25 49 50 22 20 10.4 6.3 0.55 LNMX06...

TXLN06M063B22.0R06 6 2 63 6 50.6 50.3 25 59 50 22 20 10.4 6.3 0.82 LNMX06...

TXLN
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with LNMX-MJ/ML with LNMX-HJ

*Recommended clamping torque (N・m)：CSPD-3=2.5，CSPB-4S=3.5，CSPB-5=5

Inserts → H038, Standard cutting conditions → H039 - H041

SPARE PARTS

Air hole Insert

With

With

With

With

With

With

With

With

With

With

Designation

Radius mi l l ,  for  4-corner double s ided inserts

Designation Clamping screw Torx bit Grip Shell locking bolt

Reference pages:
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KAPR2
APMX2

R R R

GAMP= +3°, GAMF= -12° ~ -14°

EXLN04... CSPD-3 IP-10D - -

EXLN05... CSPB-4S - BLDIP15/S7 H-TB2W

EXLN06... CSPB-5 - BLDIP20/S7 H-TB2W

APMX APMX2 DCX CICT DC DC2 KAPR2 DCONMS LS LH LF WT(kg)

EXLN04M020C20.0R02 4 1.3 20 2 12.2 11.6 20° 20 80 50 130 0.28 LNMX04...

EXLN04M025C25.0R03 4 1.3 25 3 17.2 16.6 20° 25 80 60 140 0.46 LNMX04...

EXLN04M032C32.0R04 4 1.3 32 4 24.2 23.6 20° 32 80 70 150 0.83 LNMX04...

EXLN04M032C32.0R05 4 1.3 32 5 24.2 23.6 20° 32 80 70 150 0.83 LNMX04...

EXLN05M025C25.0R02 5 - 25 2 15 - - 25 90 60 150 0.54 LNMX05..

EXLN05M032C32.0R04 5 - 32 4 21.9 - - 32 80 70 150 0.87 LNMX05..

EXLN06M032C32.0R02 6 2 32 2 19.6 19.3 25° 32 80 70 150 0.90 LNMX06..

EXLN06M040C32.0R04 6 2 40 4 27.6 27.3 25° 32 100 50 150 0.95 LNMX06..
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Designation Air hole Insert

With

With

With

With

With

With

With

With

Designation Clamping screw Mono block wrench Torx bit Grip

with LNMX-MJ/ML with LNMX-HJ

Inserts → H038, Standard cutting conditions → H039 - H041

*Recommended clamping torque (N・m)：CSPD-3=2.5，CSPB-4S=3.5，CSPB-5=5

SPARE PARTS

Radius endmi l l ,  shank type, for  4-corner double s ided inserts

Reference pages:
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85°

45°

88°

90°

70°

10-20° °

A

A A-A 断面

D
C

X

D
C

LF

APMX

H

D
C

SF
M

S

OAL
CRKS

D
C

X

D
C

2

KAPR2
APMX2

R

R R

GAMP= +3°, GAMF= -12° ~ -14°

APMX APMX2 DCX CICT DC DC2 KAPR2 OAL LF H DCSFMS CRKS WT(kg)

HXLN04M020M10R02 4 1.3 20 2 12.2 11.6 20° 49 30 15 18 M10 0.07 LNMX04...

HXLN04M025M12R03 4 1.3 25 3 17.2 16.6 20° 57 35 17 21 M12 0.16 LNMX04...

HXLN04M032M16R04 4 1.3 32 4 24.2 23.6 20° 63 40 22 29 M16 0.20 LNMX04...

HXLN05M025M12R02 5 - 25 2 15 - - 57 35 17 21 M12 0.10 LNMX05...

HXLN05M032M16R04 5 - 32 4 21.9 - - 63 40 22 28.8 M16 0.20 LNMX05...

HXLN06M032M16R02 6 2 32 2 19.6 19.3 25° 63 40 22 28.8 M16 0.24 LNMX06...

HXLN04... CSPD-3 IP-10D - -

HXLN05... CSPB-4S - BLDIP15/S7 H-TB2W

HXLN06... CSPB-5 - BLDIP20/S7 H-TB2W

 

HXLN04-M

P � �
M �
K �
N

S � �
H � �

RE APMX LE IC S

A
H

1
2

0

A
H

3
1
3

5

LNMX0405R4-MJ 4 4 - 8.2 5.6

LNMX0405R4-ML 4 4 - 8.2 5.6

LNMX0405ZER-HJ 1.3 1.3 4.3 8.2 5

LNMX0506R5-MJ 5 5 - 10.4 6.1

LNMX0607R6-MJ 6 6 - 12.6 7.4

LNMX0607ZER-HJ 2 2 6.7 12.7 7.2

A
P

M
X

IC S
RE

AP
M

X

LNMX-MJ

A
P

M
X

IC S
RE

AP
M

X

LNMX-ML

RE

IC

S
LE

AP
M

X

LNMX-HJ

AP
M

X
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Air hole Insert

With

With

With

With

With

With

Designation

with LNMX-MJ/ML with LNMX-HJ

Standard cutting conditions → H039 - H041, TungFlex → H210

INSERT

: Line up

 : First choice

 : Second choice

*Recommended clamping torque (N・m)：CSPD-3=2.5，CSPB-4S=3.5，CSPB-5=5

Radius endmi l l ,  modular  type, for  4-corner double s ided inserts  (TungFlex)

A-Across 
section

SPARE PARTS

Designation Clamping screw Mono block wrench Torx bit Grip

Please see the page H210 for TungFlex modular shank. 

Steel

Stainless

Cast iron

Non-ferrous

Superalloys

Hard materials

Coated

Designation

Reference pages:



H039Tungaloy

H

J
K
L
M

A
B
C
D
E
F
G

I

ISO

 - 200 HB AH3135 MJ 100 - 300 0.2 - 0.6

 - 200 HB AH3135 ML 100 - 300 0.2 - 0.6

 - 300 HB AH3135 MJ 100 - 250 0.2 - 0.6

 - 300 HB AH3135 ML 100 - 250 0.2 - 0.6

30 - 40 HRC AH3135 MJ 100 - 200 0.15 - 0.4

30 - 40 HRC AH3135 ML 100 - 200 0.15 - 0.4

 - 200 HB AH3135 MJ 100 - 200 0.2 - 0.6

 - 200 HB AH3135 ML 100 - 200 0.2 - 0.6

 - 200 HB AH3135 ML 100 - 300 0.2 - 0.6

 - 200 HB AH3135 MJ 100 - 300 0.2 - 0.6

150 - 250 HB AH120 MJ 100 - 300 0.2 - 0.6

150 - 250 HB AH120 ML 100 - 300 0.2 - 0.6

150 - 250 HB AH120 MJ 80 - 250 0.2 - 0.6

150 - 250 HB AH120 ML 80 - 250 0.2 - 0.6

- AH3135 ML 30 - 60 0.15 - 0.6

- AH3135 MJ 30 - 60 0.15 - 0.6

- AH120 ML 20 - 50 0.05 - 0.3

- AH120 MJ 20 - 50 0.05 - 0.3

40 - 50 HRC AH3135 MJ 50 - 150 0.1 - 0.3

40 - 50 HRC AH120 MJ 50 - 150 0.1 - 0.3

50 - 60 HRC AH120 MJ 50 - 70 0.05 - 0.15
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For  MJ ,ML

STANDARD CUTTING CONDITIONS

First choice

Low cutting 
force

First choice

Low cutting 
force

First choice

Low cutting 
force

First choice

Low cutting 
force

First choice

Fracture 
resistance

First choice

Low cutting 
force

First choice

Low cutting 
force

First choice

Fracture 
resistance

First choice

Fracture 
resistance

First choice

Wear 
resistance

First choice

Low carbon steel

S15C, SS400, etc.

C15, C20, etc.

Hardened steel

Martensitic Stainless steel 
SUS410, SUS420J1, etc.
X12Cr13, X20Cr13, etc.

Grey cast iron 

FC250, FC300, etc.

250, 300, etc.

Ductile cast iron 
FCD400, etc.

400-15, 600-3, etc.

Cutting 
speed

Vc (m/min)

Feed per 
tooth

fz (mm/t)
Workpiece material GradeHardness

Chip-
breaker

Priority

Carbon steel, Alloy steel

S55C, SCM440, etc.

C55, 42CrMoS4, etc.

Prehardened steel

NAK80, PX5, etc.

SKD61, etc.

X40CrMoV5-1, etc.

SKD11, etc.
X153CrMoV12, etc.

Austenitic Stainless steel
SUS304, SUS304, etc.

X5CrNi18-9, X5CrNiMo17-12-2, etc.

Titanium alloy 
Ti-6AI-4V, etc.

Superalloys 
Inconel718, etc.



H040 www.tungaloy.com

85°

45°

88°

90°

70°

10-20° °

ISO

- 300HB
AH3135

HJ 100 - 300 0.3 - 1.1
AH120

- 300HB
AH3135

HJ 100 - 250 0.3 - 1.1
AH120

30 - 40HRC
AH3135

HJ 100 - 200 0.2 - 0.7
AH120

- 200HB AH3135 HJ 100 - 200 0.2 - 0.7

- 200HB AH3135 HJ 100 - 300 0.2 - 0.7

150 - 250HB
AH120

HJ 100 - 300 0.3 - 1.1
AH3135

150 - 250HB
AH120

HJ 80 - 250 0.3 - 1.1
AH3135

150 - 250HB AH3135 HJ 30 - 60 0.15 - 0.6

150 - 250HB AH120 HJ 20 - 50 0.05 - 0.3

40 - 50HRC
AH3135

HJ 50 - 150 0.1 - 0.3
AH120

50 - 60HRC AH120 HJ 50 - 70 0.05 - 0.15

LNMX06-HJ

ISO

- 300HB
AH3135

HJ 100 - 300 0.5 - 1.3
AH120

- 300HB
AH3135

HJ 100 - 250 0.5 - 1.3
AH120

30 - 40HRC
AH3135

HJ 100 - 200 0.4 - 1
AH120

- 200HB AH3135 HJ 100 - 200 0.3 - 0.9

- 200HB AH3135 HJ 100 - 300 0.3 - 0.9

150 - 250HB
AH120

HJ 100 - 300 0.5 - 1.3
AH3135

150 - 250HB
AH120

HJ 80 - 250 0.5 - 1.3
AH3135

150 - 250HB AH3135 HJ 30 - 60 0.3 - 0.7

150 - 250HB AH120 HJ 20 - 50 0.1 - 0.3

40 - 50HRC
AH3135

HJ 50 - 150 0.1 - 0.5
AH120

50 - 60HRC AH120 HJ 50 - 70 0.05 - 0.2

LNMX04-HJ
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STANDARD CUTTING CONDITIONS

Cutting 
speed

Vc (m/min)

Feed per 
tooth

fz (mm/t)
Workpiece material GradeHardness

Chip-
breaker

Priority

Low carbon steel
S15C, SS400, etc.

C15, C20, etc.

Hardened steel

Martensitic Stainless steel 
SUS410, SUS420J1, etc.
X12Cr13, X20Cr13, etc.

Grey cast iron 
FC250, FC300, etc. 250, 300, etc.

Ductile cast iron 
FCD400, etc. 400-15, 600-3, etc.

Carbon steel, Alloy steel
S55C, SCM440, etc.
C55, 42CrMoS4, etc.

Prehardened steel
NAK80, PX5, etc.

SKD61, etc.
X40CrMoV5-1, etc.

SKD11, etc.
X153CrMoV12, etc.

Austenitic Stainless steel
SUS304, SUS304, etc.

X5CrNi18-9, X5CrNiMo17-12-2, etc.

Titanium alloy 
Ti-6AI-4V, etc.

Superalloys 
Inconel718, etc.

First choice

Wear resistance

First choice

Wear resistance

First choice

Wear resistance

First choice

First choice

First choice

Fracture 
resistance

First choice

Fracture 
resistance

First choice

First choice

First choice

Wear resistance

First choice

First choice

Wear resistance

First choice

Wear resistance

First choice

Wear resistance

First choice

First choice

First choice

Fracture 
resistance

First choice

Fracture 
resistance

First choice

First choice

First choice

Wear resistance

First choice

Cutting 
speed

Vc (m/min)

Feed per 
tooth

fz (mm/t)
Workpiece material GradeHardness

Chip-
breaker

Priority

Low carbon steel
S15C, SS400, etc.

C15, C20, etc.

Hardened steel

Martensitic Stainless steel 
SUS410, SUS420J1, etc.
X12Cr13, X20Cr13, etc.

Grey cast iron 
FC250, FC300, etc. 250, 300, etc.

Ductile cast iron 
FCD400, etc. 400-15, 600-3, etc.

Carbon steel, Alloy steel
S55C, SCM440, etc.
C55, 42CrMoS4, etc.

Prehardened steel
NAK80, PX5, etc.

SKD61, etc.
X40CrMoV5-1, etc.

SKD11, etc.
X153CrMoV12, etc.

Austenitic Stainless steel
SUS304, SUS304, etc.

X5CrNi18-9, X5CrNiMo17-12-2, etc.

Titanium alloy 
Ti-6AI-4V, etc.

Superalloys 
Inconel718, etc.



H041Tungaloy

H

J
K
L
M

A
B
C
D
E
F
G

I

ø32, CICT = 2 ø40, CICT = 4 ø50, CICT = 5 ø52, CICT = 5 ø63, CICT = 6

n Vf n Vf n Vf n Vf n Vf

1,990 2,790 1,590 4,450 1,270 4,450 1,220 4,270 1,010 4,240

Vc = 200 m/min, fz = 0.7 mm/t

1,790 2,510 1,430 4,000 1,150 4,030 1,100 3,850 910 3,820

Vc = 180 m/min, fz = 0.7 mm/t

1,490 1,340 1,190 2,140 950 2,140 920 2,070 760 2,050

Vc = 150 m/min, fz = 0.45 mm/t

1,490 1,340 1,190 2,140 950 2,140 920 2,070 760 2,050

Vc = 150 m/min, fz = 0.45 mm/t

1,990 1,790 1,590 2,860 1,270 2,860 1,220 2,750 1,010 2,730

Vc = 200 m/min, fz = 0.45 mm/t

1,990 2,790 1,590 4,450 1,270 4,450 1,220 4,270 1,010 4,240

Vc = 200 m/min, fz = 0.7 mm/t

1,590 2,230 1,270 3,560 1,020 3,570 980 3,430 810 3,400

Vc = 160 m/min, fz = 0.7 mm/t

450 320 360 500 290 510 280 490 230 480

Vc = 45 m/min, fz = 0.35 mm/t

300 90 240 140 190 140 180 140 150 140

Vc = 30 m/min, fz = 0.15 mm/t

990 400 800 640 640 640 610 610 510 610

Vc = 100 m/min, fz = 0.2 mm/t

600 120 480 190 380 190 370 190 300 180

Vc = 60 m/min, fz = 0.1 mm/t

ø20, CICT = 2 ø25, CICT = 3 ø32 ø40, CICT = 6 ø42, CICT = 6 ø50, CICT = 7 ø52, CICT = 7 ø63, CICT = 7

n Vf n Vf n
Vf

n Vf n Vf n Vf n Vf n Vf

(CICT = 4) (CICT = 5)

3,180 5,720 2,550 6,890 1,990 7,160 8,960 1,590 8,590 1,520 8,210 1,270 8,000 1,220 7,690 1,010 6,360

Vc = 200 m/min, fz = 0.9 mm/t

2,860 5,150 2,290 6,180 1,790 6,440 8,060 1,430 7,720 1,360 7,340 1,150 7,250 1,100 6,930 910 5,730

Vc = 180 m/min, fz = 0.9 mm/t

2,390 3,350 1,910 4,010 1,490 4,170 5,220 1,190 5,000 1,140 4,790 950 4,660 920 4,510 760 3,720

Vc = 150 m/min, fz = 0.7 mm/t

2,390 2,870 1,910 3,440 1,490 3,580 4,470 1,190 4,280 1,140 4,100 950 3,990 920 3,860 760 3,190

Vc = 150 m/min, fz = 0.6 mm/t

3,180 3,820 2,550 4,590 1,990 4,780 5,970 1,590 5,720 1,520 5,470 1,270 5,330 1,220 5,120 1,010 4,240

Vc = 200 m/min, fz = 0.6 mm/t

3,180 5,720 2,550 6,890 1,990 7,160 8,960 1,590 8,590 1,520 8,210 1,270 8,000 1,220 7,690 1,010 6,360

Vc = 200 m/min, fz = 0.9 mm/t

2,550 4,590 2,040 5,510 1,590 5,720 7,160 1,270 6,860 1,210 6,530 1,020 6,430 980 6,170 810 5,100

Vc = 160 m/min, fz = 0.9 mm/t

720 720 570 860 450 900 1,130 360 1,080 340 1,020 290 1,020 280 980 230 810

Vc = 45 m/min, fz = 0.5 mm/t

480 190 380 230 300 240 300 240 290 230 280 190 270 180 250 150 210

Vc = 30 m/min, fz = 0.2 mm/t

1,590 950 1,270 1,140 990 1,190 1,490 800 1,440 760 1,370 640 1,340 610 1,280 510 1,070

Vc = 100 m/min, fz = 0.3 mm/t

950 240 760 290 600 300 380 480 360 450 340 380 330 370 320 300 260

Vc = 60 m/min, fz = 0.12 mm/t
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Tool dia: DCX (mm), Number of revolution: n (min-1), Feed speed: Vf (mm/min), Max. depth of cut: APMX = 1.3 mm, Number of teeth: z

Coarse pitch Close pitch

Tool dia: DCX (mm), Number of revolution: n (min-1), Feed speed: Vf (mm/min), Max. depth of cut: APMX = 2mm, Number of teeth: z



H042 www.tungaloy.com

85°

45°

88°

90°

70°

10-20° °

APMX (mm)

LE (mm)
t1 (mm) t2 (mm)

LNMX04-HJ

1.3 4.1 R1.5 0.8 0

1.3 4.1 R2.0 0.65 0

1.3 4.1 R2.5 0.5 0.05

1.3 4.1 R3.0 0.36 0.2

LNMX06-HJ

2.0 6.1 R2.0 1.4 -

2.0 6.1 R3.0 1.1 -

2.0 6.1 R3.5 0.91 -

2.0 6.1 R4.0 0.74 0.05

2.0 6.1 R5.0 0.41 0.35

øD1, øD2

AP
M
X

A

W
ae

AP
M
X

RMPX

DCX APMX RMPX A W øD1 øD2 ae

E/HXLN04M020… 20 1.3 4.9º 0.7 4.1 27 38 15.5

E/HXLN04M025… 25 1.3 3º 0.7 4.1 37 48 20.5

E/HXLN04M032… 32 1.3 2º 0.7 4.1 51 62 27.5

TXLN04M040B16.0R06 40 1.3 1.4º 0.7 4.1 67 78 35.5

TXLN04M042B16.0R06 42 1.3 1.3º 0.7 4.1 71 82 37.5

TXLN04M050B22.0R07 50 1.3 1º 0.7 4.1 87 98 45.5

TXLN04M052B22.0R07 52 1.3 0.9º 0.7 4.1 91 102 47.5

TXLN04M063B22.0R07 63 1.3 0.8º 0.7 4.1 113 124 58.5

E/HXLN06M032… 32 2 5.7° 1.4 6.1 42 62 20

EXLN06M040C32.0R04 40 2 3.8° 1.5 6.1 57 78 28

TXLN06M050B22.0R05 50 2 2.7° 1.6 6.1 77 98 38

TXLN06M052B22.0R05 52 2 2.5° 1.6 6.1 81 102 40

TXLN06M063B22.0R06 63 2 1.8° 1.5 6.1 104 124 51

DCX APMX RMPX A W øD1 øD2 ae

E/HXLN04M020… 20 4 4.5º 0.75 4 28 38 15

E/HXLN04M025… 25 4 2.9º 0.75 4 38 48 20

E/HXLN04M032… 32 4 1.9º 0.75 4 52 62 27

TXLN04M040B16.0R06 40 4 1.2º 0.6 4 68 78 35

TXLN04M042B16.0R06 42 4 1.1º 0.6 4 72 82 37

TXLN04M050B22.0R07 50 4 0.9º 0.6 4 88 98 45

TXLN04M052B22.0R07 52 4 0.8º 0.6 4 92 102 47

TXLN04M063B22.0R07 63 4 0.7º 0.7 4 114 124 58

E/HXLN05M025… 25 5 2.3° 0.5 5 35 48 17

E/HXLN05M032… 32 5 2.1° 0.6 5 48 62 24

TXLN05M040B16.0R05 40 5 2° 1 5 64 78 31

TXLN05M050B22.0R06 50 5 1.3° 1 5 84 98 41

E/HXLN06M032… 32 6 3.7° 1 6 52 62 22

EXLN06M040C32.0R04 40 6 3.4° 1 6 60 78 29

TXLN06M050B22.0R05 50 6 2.8° 1.7 6 79 98 39

TXLN06M052B22.0R05 52 6 2.5° 1.6 6 81 102 41

TXLN06M063B22.0R06 63 6 1.8° 1.6 6 105 124 52

RPG

t2

t1 LE
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MACHINING APPLICATIONS

MJ, ML

HJ

Shoulder
 milling 

Slotting

Traversing 

Small depth 
plunging

Ramping Plunging Drilling
(Helical feed) 

Enlarging hole 

Max. cutting 
width in 

enlarging

Max. 
machining 

Max.
ramping

angle

Max.
plunging

Max. depth of 

cut 

Designation

Min. 
machining 

Max. cutting
width in
plunging 

Max. cutting 
width in 

enlarging 

Max. 
machining 

dia. 

Max.
ramping

angle

Max.
plunging

Max. depth of 

cut

Designation

Min. 
machining 

dia. 

Max. cutting
width in
plunging 

Overcut 
amount

Corner R when 
programming

Uncut amount

Max. 
depth of cut

Amount left
uncut

Programmed 
corner R

 (mm)

Amount left 
overcut

The following table shows the amount left uncut (t1) and overcut (t2).

TOOL GEOMETRY ON PROGRAMMING FOR HIGH FEED



Tungaloy H043

H

J
K
L
M

A
B
C
D
E
F
G

I

DCX (KAPR)
DC

DCSFMS
DCONMS

KWW C
B

D
P

b
AP

M
X

L
F

13º

P � � �
M � �
K � �
N

S � � �
H �

RE APMX LE S IC

A
H

1
2

0
 

A
H

1
3

0
 

A
H

7
2

5
 

T
3
1
3

0
 

SQMU1206ZSR-MJ 2 2 11.7 6 11.7

SQMU-MJ                       

RE

SIC

L
E

APMX DCX CICT DC DCSFMS LF DCONMS CBDP KWW b WT(kg)

TXQ12R050M22.0E03 2 50 3 33.8 47 50 22 20 10.4 6.3 0.4 SQMU12...

TXQ12R050M22.2-03 2 50 3 33.8 47 50 22.225 20 8 5 0.4 SQMU12...

TXQ12R052M22.0E03 2 52 3 35.8 49 50 22 20 10.4 6.3 0.5 SQMU12...

TXQ12R063M22.0E04 2 63 4 46.8 59 50 22 20 10.4 6.3 0.8 SQMU12...

TXQ12R063M22.2-04 2 63 4 46.8 59 50 22.225 20 8 5 0.8 SQMU12...

TXQ12R066M27.0E04 2 66 4 49.8 63 50 27 22 12.4 7 0.9 SQMU12...

TXQ12R080M27.0E05 2 80 5 63.8 76 63 27 22 12.4 7 1.6 SQMU12...

TXQ12R080M31.7-05 2 80 5 63.8 76 63 31.75 32 12.7 8 1.5 SQMU12...

TXQ12R100M31.7-06 2 100 6 83.8 96 63 31.75 32 12.7 8 2.6 SQMU12...

TXQ12R100M32.0E06 2 100 6 83.8 96 63 32 25 14.4 8 3 SQMU12...

TXQ12R125M38.1-07 2 125 7 108.8 98 63 38.1 44 15.9 10 3.3 SQMU12...

TXQ12R125M40.0E07 2 125 7 108.8 98 63 40 32 16.4 9 3.2 SQMU12...

TXQ

GAMP = +7°, GAMF = -8° ~ -4.5°

TXQ12R050, 052M22.0... CSPB-4 H-TBS M-1000 - FSHM10-40H BLDIP15/S7

TXQ12R063M... CSPB-4 H-TBS M-1000 - CM10X30H BLDIP15/S7

TXQ12R066, 080M27.0... CSPB-4 H-TBS M-1000 - CM12X30H BLDIP15/S7

TXQ12R080, 100M31.7... CSPB-4 H-TBS M-1000 - CM16X40H BLDIP15/S7

TXQ12R100M32.0E06 CSPB-4 H-TBS M-1000 - CM16X40H BLDIP15/S7

TXQ12R125M... CSPB-4 H-TBS M-1000 TMBA-M20H - BLDIP15/S7

G
ra

d
e

In
s
e
rt

E
xt

. T
oo

lh
ol

de
r

In
t. 

To
ol

ho
ld

er
T

h
re

a
d

in
g

G
ro

o
v
in

g
M

in
ia

tu
re

 t
o

o
l

M
ill

in
g

 c
u
tt

e
r

E
n
d

m
ill

D
ri
lli

n
g

 t
o

o
l

To
o

lin
g

 S
ys

te
m

U
s
e
r'

s
 G

u
id

e
In

d
e
x

INSERT

 Standard cutting conditions → H044 - H045

*Recommended clamping torque (N・m)：CSPB-4=3.5

Air hole InsertDesignation

With

With

With

With

With

With

With

With

With

With

With

With

SPARE PARTS
Designation Clamping screw Grip Lubricant Shell locking bolt 1 Shell locking bolt 2 Torx bit

Steel

Stainless

Cast iron

Non-ferrous

Superalloys

Hard materials

Coated

: Line up

 : First choice

 : Second choice

Designation

High feed face mi l l  

Reference pages:
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85°

45°

88°

90°

70°

10-20° °

ISO

~ 300HB

AH725 100 - 300 0.5 - 2

T3130 100 - 300 0.5 - 2

AH130 100 - 300 0.5 - 2

~ 300HB

AH725 100 - 200 0.5 - 1.5

T3130 100 - 200 0.5 - 1.5

AH130 100 - 200 0.5 - 1.5

30 ~ 40HRC - AH725 100 - 200 0.5 - 1

~ 200HB - AH130 100 - 150 0.3 - 0.8

- - AH120 100 - 300 0.5 - 2

- - AH120 80 - 200 0.5 - 2

~ 40HRC - AH725 30 - 60 0.3 - 0.7

40 ~ 50HRC - AH725 80 - 130 0.1 - 0.3

50 ~ 60HRC - AH725 50 - 70 0.03 - 0.07
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 STANDARD CUTTING CONDITIONS
 

Workpiece material Hardness Priority Grades
Cutting speed

Vc (m/min)
Feed per tooth 

fz (mm/t)

First choice

Wear resistance

Fracture resistance

First choice

Wear resistance

Fracture resistance

Carbon steels
S45C, etc.
C45, etc.

Alloy steels
SCM440, etc.
42CrMo4, etc.

Prehardened steels　
NAK80, PX5, etc.

Stainless steels 
SUS304, etc. X5CrNi18-9, etc.

Gray cast irons
FC250, etc.

250, etc.

Ductile cast irons 
FCD600, etc.
600-3, etc.

Titanium alloy　
Ti-6Al-4V, etc.

Hardened steels
SKD61, etc.

X40CrMoV5-1, etc.

· Slot or pocket milling is not recommended, since chip re-cutting easily 

occurs.

· Tool overhang length must be as short as possible to avoid chatter. When 

the tool overhang length is long, decrease the number of revolutions and feed.

· Cutting conditions are generally limited by the rigidity and power of the 

machine and the rigidity of the workpiece. When setting the conditions, start 

from half of the values of the standard cutting conditions and then increase 

the value gradually while making sure the machine is running normally.
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H
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ø50 ø63 ø80 ø100 ø125

n Vf n Vf n Vf n Vf n Vf

1,270 4,570 1,010 4,850 790 4,740 630 4,540 500 4,200

Vc = 200 m/min, fz = 1.2 mm/t

950 2,850 750 3,000 590 2,950 470 2,820 380 2,660

Vc = 150 m/min, fz = 1.0 mm/t

950 2,280 750 2,400 590 2,360 470 2,260 380 2,130

Vc = 150 m/min, fz = 0.8 mm/t

760 1,140 600 1,200 470 1,180 380 1,140 300 1,050

Vc = 120 m/min, fz = 0.5 mm/t

1,270 4,570 1,010 4,850 790 4,740 630 4,540 500 4,200

Vc = 200 m/min, fz = 1.2 mm/t

950 3,420 750 3,600 590 3,540 470 3,380 380 3,190

Vc = 150 m/min, fz = 1.2 mm/t

250 370 200 400 150 380 120 360 100 350

Vc = 40 m/min, fz = 0.5 mm/t

630 380 500 400 390 390 310 370 250 350

Vc = 100 m/min, fz = 0.2 mm/t

380 60 300 60 235 60 190 60 150 50

Vc = 60 m/min, fz = 0.05 mm/t

G
ra

d
e

In
s
e
rt

E
xt

. T
oo

lh
ol

de
r

In
t. 

To
ol

ho
ld

er
T

h
re

a
d

in
g

G
ro

o
v
in

g
M

in
ia

tu
re

 t
o

o
l

M
ill

in
g

 c
u
tt

e
r

E
n
d

m
ill

D
ri
lli

n
g

 t
o

o
l

To
o

lin
g

 S
ys

te
m

U
s
e
r'

s
 G

u
id

e
In

d
e
x

Tool dia: DCX (mm), Number of revolution: n (min-1), Feed speed: Vf (mm/min), Max. depth of cut: APMX = 2 mm



www.tungaloy.comH046

85°

45°

88°

90°

70°

10-20° °

A
P

M
X

2

DC2
DCX

KAPR2
DC
DCX APMX

b C
B

D
P

L
F

KAPR

KWW
DCONMS

DCSFMS

LH LS

LF

APMX KAPR

D
C

O
N

M
S

D
C

X

D
C

APMX2 KAPR2
D

C
X

D
C

2

TXSW09

EXSW09

GAMP = +3.8°, GAMF = -3.5°

GAMP = +3.9°, GAMF = -3.5°

TXSW09... CSPD-3 BLDIP10/S7 H-TB2W CM10X30H M-1000

EXSW09... CSPD-3 IP-10D M-1000

APMX APMX2 DCX CICT DC DC2 DCSFMS DCONMS CBDP LF KWW b KAPR KAPR2 WT(kg)

TXSW09M040B16.0R05 1.5 1 40 5 25 24 38 16 18 40 8 6 12° 7° 0.2 SWMT09...

TXSW09M050B22.0R07 1.5 1 50 7 35 34 47 22 20 50 10.4 6.3 12° 7° 0.38 SWMT09...

APMX APMX2 DCX CICT DC DC2 DCONMS LF LH LS KAPR KAPR2 WT(kg)

EXSW09M025C25.0R03 1.5 1.0 25 3 10 9 25 140 60 80 12° 7° 0.45 SWMT09...

EXSW09M025C25.0R03L 1.5 1.0 25 3 10 10 25 180 100 80 12° 7° 0.57 SWMT09...

EXSW09M032C32.0R04 1.5 1.0 32 4 17 16 32 150 70 80 12° 7° 0.81 SWMT09...

EXSW09M032C32.0R04L 1.5 1.0 32 4 17 16 32 200 120 80 12° 7° 1.07 SWMT09...

撮影予定
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*Recommended clamping torque (N・m)： CSPD-3=2.5

*Recommended clamping torque (N・m)： CSPD-3=2.5

High feed mi l l ,  for  4-corner s ingle s ided inserts

High feed mi l l ,  for  4-corner s ingle s ided inserts

Air hole Insert

Air hole Insert

SPARE PARTS

SPARE PARTS

With

With

With

With

With

With

Designation Clamping screw Torx bit Grip Shell locking bolt Lubricant

Designation Clamping screw Wrench Lubricant

Designation

Designation

 Inserts → H047, Standard cutting conditions → H048 - H049Reference pages:

with SWMT0904ZER
-MM

with SWMT0904UER-MM

with SWMT0904ZER-MM with SWMT0904UER-MM
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DC
DCX

KWW
DCONMS

DCSFMS

b

L
FC

B
D

P

DC2
DCX

A
P

M
X

2

KAPR2KAPR

APMX

TXSW15

GAMP = +5°, GAMF = 0°

TXSW15M050B22.0R03 TS50115I H-TB2W M-1000 - - SRPS118-0273 BT20S

TXSW15M063B22.0R04 TS50115I H-TB2W M-1000 - FSHM10-40H - BT20S

TXSW15J080B31.7R05 TS50115I H-TB2W M-1000 - CM16X40H - BT20S

TXSW15M080B27.0R05 TS50115I H-TB2W M-1000 - CM12X30H - BT20S

TXSW15*100B... TS50115I H-TB2W M-1000 - CM16X40H - BT20S

TXSW15*125B... TS50115I H-TB2W M-1000 TMBA-M20H - - BT20M

TXSW15J160B50.8R08 TS50115I H-TB2W M-1000 TMBA-M24H - - BT20M

TXSW15M160B40.0R08 TS50115I H-TB2W M-1000 TMBA-M20H - - BT20M

APMX APMX2 DCX CICT DC DC2 DCSFMS LF DCONMS CBDP KWW b KAPR KAPR2 WT(kg)

TXSW15M050B22.0R03 2.5 2 50 3 24.1 22.2 47 50 22 20 10.4 6.3 14° 10° 0.4 SWMT15...

TXSW15M063B22.0R04 2.5 2 63 4 37.1 35.2 59 50 22 20 10.4 6.3 14° 10° 0.66 SWMT15...

TXSW15J080B31.7R05 2.5 2 80 5 54.1 52.2 76 63 31.75 32 12.7 8 14° 10° 1.31 SWMT15...

TXSW15M080B27.0R05 2.5 2 80 5 54.1 52.2 76 63 27 22 12.4 7 14° 10° 1.41 SWMT15...

TXSW15J100B31.7R06 2.5 2 100 6 74.1 72.2 96 63 31.75 32 12.7 8 14° 10° 2.25 SWMT15...

TXSW15M100B32.0R06 2.5 2 100 6 74.1 72.2 96 63 32 25 14.4 8 14° 10° 2.26 SWMT15...

TXSW15J125B38.1R07 2.5 2 125 7 99.1 97.2 100 63 38.1 43 15.9 10 14° 10° 2.91 SWMT15...

TXSW15M125B40.0R07 2.5 2 125 7 99.1 97.2 100 63 40 37 16.4 9 14° 10° 2.83 SWMT15...

TXSW15J160B50.8R08 2.5 2 160 8 134.1 132.2 100 63 50.8 46 19 11 14° 10° 3.93 SWMT15...

TXSW15M160B40.0R08 2.5 2 160 8 134.1 132.2 100 63 40 37 16.4 9 14° 10° 4.23 SWMT15...

SWMT09/15ZER-MM SWMT09/15UER-MM SWMT15ZER-MJ

IC

RE

L
E

S

P � �
M �
K �
N

S � �
H � �

RE APMX LE IC S

A
H

1
2

0

A
H

3
1
3

5

SWMT0904ZER-MM 1 1 8.605 8.605 4

SWMT0904UER-MM 1 1 9.05 9.05 4

SWMT1506ZER-MM 2 2.5 16.01 16.01 6.8

SWMT1506UER-MM 2 2 16.27 16.27 6.8

SWMT1506ZER-MJ 2 2.5 15.925 15.925 6.8

IC

RE

L
E

S IC

RE

L
E

S
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 Standard cutting conditions → H048 - H049Reference pages:

*Recommended clamping torque (N・m)： TS50115I=5

High feed mi l l ,  for  4-corner s ingle s ided inserts

Air hole Insert

SPARE PARTS

With

With

With

With

With

With

With

With

With

With

Designation Clamping screw Grip Lubricant Shell locking bolt 1 Shell locking bolt 2 Shell locking bolt 3 Torx bit

with SWMT1506ZER
-MM/-MJ

with SWMT1506UER-MM

Designation

INSERT

Steel

Stainless

Cast iron

Non-ferrous

Superalloys

Hard materials

Coated

: Line up

 : First choice

 : Second choice

Designation



www.tungaloy.comH048

85°

45°

88°

90°

70°

10-20° °

ISO

- 300HB

ZER MM AH3135 100 - 300 0.5 - 1.5

ZER MM AH120 100 - 300 0.5 - 1.5

ZER MJ AH3135 100 - 300 0.5 - 2.0

- 300HB

ZER MM AH3135 100 - 200 0.5 - 1.5

ZER MM AH120 100 - 200 0.5 - 1.5

ZER MJ AH3135 100 - 200 0.5 - 2.0

30 - 40HRC

ZER MM AH3135 100 - 200 0.5 - 1.2

ZER MM AH120 100 - 200 0.5 - 1.2

ZER MJ AH3135 100 - 200 0.5 - 1.5

- 200HB
UER MM AH3135 100 - 150 0.5 - 1.2

ZER MM AH3135 100 - 150 0.5 - 1.2

28HRC - 

(H1150)

UER MM AH3135 80 - 150 0.3 - 1.2

ZER MM AH3135 80 - 150 0.3 - 1.2

40HRC - 

(H900)

UER MM AH3135 80 - 120 0.3 - 0.8

ZER MM AH3135 80 - 120 0.3 - 0.8

150 - 250HB

ZER MJ AH120 100 - 300 0.5 - 2.0

ZER MJ AH3135 100 - 300 0.5 - 2.0

ZER MM AH120 100 - 300 0.5 - 1.5

150 - 250HB

ZER MJ AH120 80 - 200 0.5 - 2.0

ZER MJ AH3135 80 - 200 0.5 - 2.0

ZER MM AH120 80 - 200 0.5 - 1.5

- 40HRC

UER MM AH3135 30 - 60 0.3 - 0.7

ZER MM AH3135 30 - 60 0.3 - 0.7

ZER MJ AH3135 30 - 60 0.3 - 0.7

- 40HRC
UER MM AH3135 20 - 50 0.1 - 0.3

ZER MM AH120 20 - 50 0.1 - 0.3

40 - 50HRC
ZER MJ AH3135 80 - 130 0.1 - 0.3

ZER MJ AH120 80 - 130 0.1 - 0.3

50 - 60HRC ZER MJ AH120 50 - 70 0.05 - 0.2

ISO

- 300HB
ZER MM AH3135 100 - 300 0.5 - 1.5

UER MM AH3135 100 - 300 0.5 - 1.5

- 300HB
ZER MM AH3135 100 - 200 0.5 - 1.5

UER MM AH3135 100 - 200 0.5 - 1.5

30 - 40HRC
ZER MM AH3135 100 - 200 0.5 - 1.2

UER MM AH3135 100 - 200 0.5 - 1.2

- 200HB
UER MM AH3135 100 - 150 0.5 - 1.2

ZER MM AH3135 100 - 150 0.5 - 1.2

28HRC - 

(H1150)

UER MM AH3135 80 - 150 0.3 - 1.2

ZER MM AH3135 80 - 150 0.3 - 1.2

40HRC - 

(H900)

UER MM AH3135 80 - 120 0.3 - 0.8

ZER MM AH3135 80 - 120 0.3 - 0.8

150 - 250HB ZER MM AH3135 100 - 300 0.5 - 2

150 - 250HB ZER MM AH3135 80 - 200 0.5 - 2

- 40HRC
UER MM AH3135 30 - 60 0.3 - 0.7

ZER MM AH3135 30 - 60 0.3 - 0.7

- 40HRC
UER MM AH3135 20 - 50 0.1 - 0.3

ZER MM AH3135 20 - 50 0.1 - 0.3

40 - 50HRC ZER MM AH3135 80 - 130 0.1 - 0.3
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STANDARD CUTTING CONDITIONS

Chip-
breaker

Chip-
breaker

Insert 
type

Insert 
type

Cutting 
speed

Vc (m/min)

Cutting 
speed

Vc (m/min)

Feed per 
tooth

fz (mm/t)

Feed per 
tooth

fz (mm/t)

Workpiece material

Workpiece material

Grade

Grade

Hardness

Hardness

Priority

Priority

Carbon steel
S45C, S55C, etc. 

C45, C55, etc.

Alloy steel
SCM440, etc. 

42CrMo4, 17Cr3, etc.

Prehardened steel
NAK80, PX5, etc.

Austenitic stainless steel
SUS304, X5CrNi18-9, etc.

Precipitation hardening stainless steel
SUS630, X20CrNiCuNb-16-4, etc.

Gray cast iron
FC250, FC300, etc.

250, 300, etc. 
GG25, GG30, etc.

Ductile cast iron
FCD600, etc. 
600-3, etc. 

GGG40, etc.

Titanium alloys
Ti-6Al-4V, etc.

Heat-resistance alloys
Inconel, Hastelloy, etc.

Hardened steel

SKD61, etc.
X40CrMoV5-1, etc.

SKD11, etc.
X153CrMoV12, etc.

Carbon steel
S45C, S55C, etc., C45, C55, etc.

Alloy steel
SCM440, etc., 42CrMo4, 17Cr3, etc.

Prehardened steel
NAK80, PX5, etc.

Austenitic stainless steel
SUS304, X5CrNi18-9, etc.

Precipitation hardening stainless steel
SUS630, X20CrNiCuNb-16-4, etc.

Gray cast iron
FC250, FC300, etc.

250, 300, etc., GG25, GG30, etc.

Ductile cast iron
FCD600, etc., 600-3, etc., GGG40, etc.

Titanium alloys
Ti-6Al-4V, etc.

Heat-resistance alloys
Inconel, Hastelloy, etc.

Hardened steel
SKD61, etc.

X40CrMoV5-1, etc.

First choice

for wear resistance

for impact resistance

First choice

for wear resistance

for impact resistance

First choice

for wear resistance

for impact resistance

First choice

Low cutting load

First choice

Low cutting load

First choice

Low cutting load

First choice

for impact resistance

Low cutting load

First choice

for impact resistance

Low cutting load

First choice

Low cutting load

for impact resistance

First choice

for wear resistance

First choice

for wear resistance

First choice

First choice

for wear resistance

First choice

for wear resistance

First choice

for wear resistance

First choice

Low cutting load

First choice

Low cutting load

First choice

Low cutting load

First choice

First choice

First choice

Low cutting load

First choice

for wear resistance

First choice

09 type

15 type
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ø50, z=3 ø63, z=4 ø80, z=5 ø100, z=6 ø125, z=7 ø160, z=8

n Vf n Vf n Vf n Vf n Vf n Vf

1,270 3,810 1,010 4,040 800 4,000 640 3,840 510 3,570 400 3,200

Vc = 200 m/min, fz = 1.0 mm/t

1,270 4,570 1,010 4,850 800 4,800 640 4,610 510 4,280 400 3,840

Vc = 200 m/min, fz = 1.2 mm/t

960 2,880 760 3,040 600 3,000 480 2,880 380 2,660 300 2,400

Vc = 150 m/min, fz = 1.0 mm/t

960 3,460 760 3,650 600 3,600 480 3,460 380 3,190 300 2,880

Vc = 150 m/min, fz = 1.2 mm/t

960 2,300 760 2,430 600 2,400 480 2,300 380 2,130 300 1,920

Vc = 150 m/min, fz = 0.8 mm/t

960 2,880 760 3,040 600 3,000 480 2,880 380 2,660 300 2,400

Vc = 150 m/min, fz = 1.0 mm/t

760 1,820 610 1,950 480 1,920 380 1,820 310 1,740 240 1,540

Vc = 120 m/min, fz = 0.8 mm/t

760 1,820 610 1,950 480 1,920 380 1,820 310 1,740 240 1,540

Vc = 120 m/min, fz = 0.8 mm/t

640 1,150 510 1,220 400 1,200 320 1,150 250 1,050 200 960

Vc = 100 m/min, fz = 0.6 mm/t

1,270 4,570 1,010 4,850 800 4,800 640 4,610 510 4,280 400 3,840

Vc = 200 m/min, fz = 1.2 mm/t

1,270 3,810 1,010 4,040 800 4,000 640 3,840 510 3,570 400 3,200

Vc = 200 m/min, fz = 1.0 mm/t

960 3,460 760 3,650 600 3,600 480 3,460 380 3,190 300 2,880

Vc = 150 m/min, fz = 1.2 mm/t

960 2,880 760 3,040 600 3,000 480 2,880 380 2,660 300 2,400

Vc = 150 m/min, fz = 1.0 mm/t

250 380 200 400 160 400 130 390 100 350 80 320

Vc = 40 m/min, fz = 0.5 mm/t

200 120 150 120 120 120 100 120 80 110 60 100

Vc = 30 m/min, fz = 0.2 mm/t

640 380 510 410 400 400 320 380 250 350 200 320

Vc = 100 m/min, fz = 0.2 mm/t

380 140 300 140 240 140 190 140 150 130 120 120

Vc = 60 m/min, fz = 0.12 mm/t

ø25, z=3 ø32, z=4 ø40, z=5 ø50, z=7

n Vf n Vf n Vf n Vf

2,550 7,650 1,990 7,960 1,590 7,950 1,270 8,890

Vc = 200 m/min, fz = 1.0 mm/t

1,910 5,730 1,490 5,960 1,190 5,950 960 6,720

Vc = 150 m/min, fz = 1.0 mm/t

1,910 4,580 1,490 4,770 1,190 4,760 960 5,380

Vc = 150 m/min, fz = 0.8 mm/t

1,530 3,670 1,190 3,810 960 3,840 760 4,260

Vc = 120 m/min, fz = 0.8 mm/t

1,530 3,670 1,190 3,810 960 3,840 760 4,260

Vc = 120 m/min, fz = 0.8 mm/t

1,270 2,290 1,000 2,400 800 2,400 640 2,690

Vc = 100 m/min, fz = 0.6 mm/t

2,550 9,180 1,990 9,550 1,590 9,540 1,270 10,670

Vc = 200 m/min, fz = 1.2 mm/t

1,910 6,880 1,490 7,150 1,190 7,140 1,270 10,670

Vc = 150 m/min, fz = 1.2 mm/t

510 770 400 800 320 800 250 880

Vc = 40 m/min, fz = 0.5 mm/t

380 230 300 240 240 240 190 270

Vc = 30 m/min, fz = 0.2 mm/t

1,270 760 1,000 800 800 800 640 900

Vc = 100 m/min, fz = 0.2 mm/t

G
ra

d
e

In
s
e
rt

E
xt

. T
oo

lh
ol

de
r

In
t. 

To
ol

ho
ld

er
T

h
re

a
d

in
g

G
ro

o
v
in

g
M

in
ia

tu
re

 t
o

o
l

M
ill

in
g

 c
u
tt

e
r

E
n
d

m
ill

D
ri
lli

n
g

 t
o

o
l

To
o

lin
g

 S
ys

te
m

U
s
e
r'

s
 G

u
id

e
In

d
e
x

Tool dia.: DC (mm), Number of revolutions: n (min-1), Feed speed: Vf (mm/min), Number of inserts: z

Tool dia.: DC (mm), Number of revolutions: n (min-1), Feed speed: Vf (mm/min), Number of inserts: z



www.tungaloy.comH050

85°

45°

88°

90°

70°

10-20° °

RPG

t2

t1

A
P

M
X

LE

KAPR

RE

AA
P

M
X

ae

øD1, 2

W

R
M

P
X

DCX
APMX

A
RMPX W øD1 øD2 ae

SWMT
09**ZER

SWMT
09**UER

SWMT
09**ZER

SWMT
09**UER

SWMT
09**ZER

SWMT
09**UER

SWMT
09**ZER

SWMT
09**UER

SWMT
09**ZER

SWMT
09**UER

SWMT
09**ZER

SWMT
09**UER

EXSW09M025... 25 1.5 1 0.3 4.8 6 7 7.5 34 33 47 47 16.5 16

EXSW09M032... 32 1.5 1 0.3 2.7 3.2 7 7.5 48 47 61 61 23.5 23

TXSW09M040... 40 1.5 1 0.3 1.8 2.1 7 7.5 64 63 77 77 31.5 31

TXSW09M050... 50 1.5 1 0.3 1.2 1.4 7 7.5 84 83 97 97 41.5 41

DCX
APMX

A RMPX
W

øD1 øD2
ae

SWMT
15**ZER

SWMT
15**UER

SWMT
15**ZER

SWMT
15**UER

SWMT
15**ZER

SWMT
15**UER

TXSW15M050B... 50 2.5 2 0.7 4.8° 12.5 13.5 70 95 36 35

TXSW15M063B... 63 2.5 2 0.7 2.9° 12.5 13.5 96 121 49 48

TXSW15J, M080B... 80 2.5 2 0.7 2° 12.5 13.5 130 155 66 65

TXSW15J, M100B... 100 2.5 2 0.7 1.4° 12.5 13.5 170 195 86 85

TXSW15J, M125B... 125 2.5 2 0.7 1° 12.5 13.5 220 245 111 110

TXSW15J, M160B... 160 2.5 2 0.7 0.7° 12.5 13.5 290 315 146 145

APMX (mm) LE (mm) KAPR

SWMT
09**ZER

SWMT
09**UER

SWMT
09**ZER

SWMT
09**UER

SWMT
09**ZER

SWMT
09**UER

SWMT
09**ZER

SWMT
09**UER

SWMT
09**ZER

SWMT
09**UER

1.5 1 1 7.4 7.9 12° 7° 1 1.3 0.81 - -

1.5 1 1 7.4 7.9 12° 7° 1.5 1.21 0.76 - -

1.5 1 1 7.4 7.9 12° 7° 2 1.12 0.7 - 0.02

1.5 1 1 7.4 7.9 12° 7° 2.5 1.03 0.65 0.01 0.15

1.5 1 1 7.4 7.9 12° 7° 3 0.94 0.59 0.11 0.33

APMX (mm) LE (mm) KAPR

SWMT
15**ZER

SWMT
15**UER

SWMT
15**ZER

SWMT
15**UER

SWMT
15**ZER

SWMT
15**UER

SWMT
15**ZER

SWMT
15**UER

SWMT
15**ZER

SWMT
15**UER

2.5 2 2 12.7 13.8 14° 10° 3.5 2.1 1.85 - -

2.5 2 2 12.7 13.8 14° 10° 4 1.99 1.77 - -

2.5 2 2 12.7 13.8 14° 10° 4.5 1.88 1.69 - 0.03

2.5 2 2 12.7 13.8 14° 10° 5 1.78 1.61 0.01 0.13
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APPLICATION RANGE

TOOL GEOMETRY FOR PROGRAMMING

-  When programming for CAM, the tool should be considered as a radius cutter. Usually, the corner radius should be set in 

SWMT**ZER insert: RPG = 4.5 mm, SWMT**UER insert: RPG = 4 mm. If a larger radius is used, overcutting may occur. 

The above table shows the uncut (t1) and overcut (t2) amounts for the programmed corner radius.

Shoulder
milling 

Small depth
plunging PlungingRamping

Drilling
(Helical feed) Enlarging hole

Tool 
dia.

Tool 
dia.

Max. 
depth of cut

Max. 
plunging 

depth

Max. 
ramping 

angle

Max. cutting 
width in 
plunging

Min. 
machining 

dia.

Max. 
machining 

dia.

Max. cutting 
width in 

enlarging

Max. 
depth of cut

Max. 
plunging 

depth

Max. 
ramping 

angle

Max. cutting 
width in 
plunging

Min. 
machining 

dia.

Max. 
machining 

dia.

Max. cutting 
width in 

enlarging

Designation

Designation

Uncut amount: t1 (mm) Overcut amount: t2 (mm)

Uncut amount: t1 (mm) Overcut amount: t2 (mm)

Actual corner 
radius

RE (mm)

Actual corner 
radius

RE (mm)

Programmed 
corner radius 

RPG

Programmed 
corner radius 

RPG

09 type

09 type

15 type

15 type
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LF
CBDP

bAPMX

D
C
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X

DC
ON

MS
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W

W
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S
F

M
S

KAPR

TXP05/06/08/09

GAMP = +5°, GAMF = -4° ~ -6°

APMX DCX CICT DC DCSFMS LF DCONMS CBDP KWW b KAPR WT(kg)
TXP05063RB-E 1.5 63 6 55.4 59 50 22 20 10.4 6.3 15 0.8 WPM*05...

TXP05080RB-E 1.5 80 7 72.4 76 63 27 22 12.4 7 15 1.7 WPM*05...

TXP06050R 1.5 50 4 41.4 47 50 22 20 10 6 20 0.4 WPM*06...

TXP06050R2 1.5 50 4 41.4 47 50 22.225 20 8 5 20 0.4 WPM*06...

TXP06050RA 1.5 50 4 41.4 47 50 22 20 10 6 20 0.4 WPM*06...

TXP06063RB-E 1.5 63 5 54.4 59 50 22 20 10.4 6.3 20 0.7 WPM*06...

TXP06080RB-E 1.5 80 6 71.4 76 63 27 22 12.4 7 20 1.6 WPM*06...

TXP08050R 1.5 50 3 38.6 47 50 22 19.5 10 6 10 0.4 WPMT08...

TXP08050R2 1.5 50 3 38.6 47 50 22.225 19.5 8 5 10 0.4 WPMT08...

TXP08050RA 1.5 50 3 38.6 47 50 22 19.5 10 6 10 0.4 WPMT08...

TXP08050R-E 1.5 50 3 38.6 47 50 22 20 10.4 6.3 10 0.4 WPMT08...

TXP08052R-E 1.5 52 3 40.6 50 50 22 20 10.4 6.3 10 0.5 WPMT08...

TXP08063R 1.5 63 4 51.6 59 50 22 20 10 6 10 0.7 WPMT08...

TXP08063R2 1.5 63 4 51.6 59 50 22.225 20 8 5 10 0.7 WPMT08...

TXP08063RA 1.5 63 4 51.6 59 50 22 20 10 6 10 0.7 WPMT08...

TXP08063R-E 1.5 63 4 51.6 59 50 22 20 10.4 6.3 10 0.7 WPMT08...

TXP08066R-E 1.5 66 4 54.6 63 50 27 22 12.4 7 10 0.8 WPM*06...

TXP08080R 1.5 80 5 68.6 76 63 31.75 32 12.7 8 10 1.4 WPMT08...

TXP08080RA 1.5 80 5 68.6 76 63 31.75 32 12.7 8 10 1.4 WPMT08...

TXP08080R-E 1.5 80 5 68.6 76 63 27 22 12.4 7 10 1.5 WPM*06...

TXP08100R 1.5 100 6 88.6 96 63 31.75 32 12.7 8 10 2.5 WPMT08...

TXP08100RA 1.5 100 6 88.6 96 63 31.75 32 12.7 8 10 2.5 WPMT08...

TXP08100R-E 1.5 100 6 88.6 96 63 32 25 14.4 8 10 2.5 WPM*06...

TXP08125R 1.5 125 7 113.6 80 63 38.1 45 15.9 10 10 3.1 WPMT08...

TXP08125R-E 1.5 125 7 113.6 98 63 40 32 16.4 9 10 3.1 WPMT08...

TXP08160R 1.5 160 8 148.6 100 63 50.8 46 19 11 10 5.1 WPMT08...

TXP09063R 3 63 3 49.4 59 50 22 20 10 6 20 0.6 WPMT09...

TXP09063R2 3 63 3 49.4 59 50 22.225 20 8 5 20 0.6 WPMT09...

TXP09063R-E 3 63 3 49.4 59 50 22 20 10.4 6.3 20 0.6 WPMT09...

TXP09080R 3 80 4 66.4 76 63 31.75 32 12.7 8 20 1.3 WPMT09...

TXP09080R-E 3 80 4 66.4 76 63 27 22 12.4 7 20 1.3 WPMT09...

TXP09100R 3 100 5 86.4 96 63 31.75 32 12.7 8 20 2.4 WPMT09...

TXP09100R-E 3 100 5 86.4 96 63 32 25 14.4 8 20 2.4 WPMT09...

TXP09125R 3 125 6 111.4 98 63 38.1 38 15.9 10 20 3.1 WPMT09...

TXP09125R-E 3 125 6 111.4 98 63 40 32 16.4 9 20 2.9 WPMT09...

TXP09160R 3 160 7 146.4 100 63 50.8 38 19 11 20 4.7 WPMT09...

TXP05063RB-E CSY-15 CSPB-3.5S M-1000  - CM10X30H - IP-15D -

TXP05080RB-E CSY-15 CSPB-3.5S M-1000 - - CAP-CM12X1.75X30 IP-15D -

TXP06050R CSY-15 CSPB-4S M-1000 - - CAP-CM10X1.5X30 IP-15D -

TXP06050R2, RA CSY-15 CSPB-4S M-1000 - CM10X30H - IP-15D -

TXP06063RB-E CSY-15 CSPB-4S M-1000 - CM10X30H - IP-15D -

TXP06080RB-E CSY-15 CSPB-4S M-1000 - CM12X30H - IP-15D -

TXP08050R CSX20 CSTB-5 M-1000 - - FSHM10-40 - T-20T

TXP08050R* CSX20 CSTB-5 M-1000 - FSHM10-40H - - T-20T

TXP0805*R-E CSX20 CSTB-5 M-1000 - - FSHM10-40 - T-20T

TXP08063R CSX20 CSTB-5 M-1000 - - CAP-CM10X1.5X30 - T-20T

TXP08063R2 CSX20 CSTB-5 M-1000 - CM10X30H - - T-20T

TXP08063RA CSX20 CSTB-5 M-1000 - CM10X30H - - T-20T

TXP08063, 066R-E CSX20 CSTB-5 M-1000 - - - - T-20T

TXP08080R CSX20 CSTB-5 M-1000 - - CAP-CM16X2.0X40 - T-20T

TXP08080RA CSX20 CSTB-5 M-1000 - CM16X40H - - T-20T

TXP08080R-E CSX20 CSTB-5 M-1000 - - - - T-20T

TXP08100R CSX20 CSTB-5 M-1000 - - CAP-CM16X2.0X40 - T-20T

TXP08100RA CSX20 CSTB-5 M-1000 - CM16X40H - - T-20T

TXP08100R-E CSX20 CSTB-5 M-1000 - - - - IP-20T

TXP08125R CSX20 CSTB-5 M-1000 TMBA-M20H - - - T-20T

TXP08160R CSX20 CSTB-5 M-1000 TMBA-M24H - - - T-20T

TXP09063R* CSY-20 CSPB-5 M-1000 - CM10X30H - - IP-20T

TXP09063R-E CSY-20 CSPB-5 M-1000 - - - - IP-20T

TXP09080R CSY-20 CSPB-5 M-1000 - CM16X40H - - IP-20T

TXP09080R-E CSY-20 CSPB-5 M-1000 - - - - IP-20T

TXP09100R CSY-20 CSPB-5 M-1000 - CM16X40H - - IP-20T

TXP09100R-E CSY-20 CSPB-5 M-1000 - - - - IP-20T

TXP09125R CSY-20 CSPB-5 M-1000 TMBA-M20H - - - IP-20T

TXP09125R-E CSY-20 CSPB-5 M-1000 - - - - IP-20T

TXP09160R CSY-20 CSPB-5 M-1000 TMBA-M24H - - - IP-20T
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High feed mi l l

Air hole InsertDesignation
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 Inserts → H053, Standard cutting conditions → H054 - H055Reference pages:

*Recommended clamping torque (N・m)：CSPB-3.5S/CSPB-4S=3.5, CSTB-5=5

SPARE PARTS
Designation Clamp set Clamping screw Lubricant Shell locking bolt 1 Shell locking bolt 2 Shell locking bolt 3 Wrench 1 Wrench 2
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KAPR

EXP05/06/08/09

GAMP = +5°, GAMF = -6°

APMX DCX CICT DC DCONMS LF LH LS KAPR

EXP05020RL 1.5 20 2 12.4 20 180 100 80 15° WPM*05...

EXP05020RLL 1.5 20 2 12.4 20 250 130 120 15° WPM*05...

EXP05020RS 1.5 20 2 12.4 20 130 50 80 15° WPM*05...

EXP05021RL 1.5 21 2 13.4 20 180 100 80 15° WPM*05...

EXP05021RLL 1.5 21 2 13.4 20 250 50 200 15° WPM*05...

EXP05021RS 1.5 21 2 13.4 20 130 50 80 15° WPM*05...

EXP06025RL 1.5 25 2 16.4 25 200 120 80 20° WPM*06...

EXP06025RLL 1.5 25 2 16.4 25 300 180 120 20° WPM*06...

EXP06025RS 1.5 25 2 16.4 25 140 60 80 20° WPM*06...

EXP06026RL 1.5 26 2 17.4 25 200 120 80 20° WPM*06...

EXP06026RLL 1.5 26 2 17.4 25 300 60 240 20° WPM*06...

EXP06026RS 1.5 26 2 17.4 25 140 60 80 20° WPM*06...

EXP06032RL 1.5 32 2 23.4 32 200 120 80 20° WPM*06...

EXP06032RLB 1.5 32 3 23.4 32 200 120 80 20° WPM*06...

EXP06032RLL 1.5 32 2 23.4 32 300 180 120 20° WPM*06...

EXP06032RS 1.5 32 2 23.4 32 150 70 80 20° WPM*06...

EXP06032RSB 1.5 32 3 23.4 32 150 70 80 20° WPM*06...

EXP06033RL 1.5 33 2 24.4 32 200 120 80 20° WPM*06...

EXP06033RLB 1.5 33 3 24.4 32 200 120 80 20° WPM*06...

EXP06033RLL 1.5 33 2 24.4 32 300 70 230 20° WPM*06...

EXP06033RS 1.5 33 2 24.4 32 150 70 80 20° WPM*06...

EXP06033RSB 1.5 33 3 24.4 32 150 70 80 20° WPM*06...

EXP06040RL 1.5 40 3 31.4 32 250 50 200 20° WPM*06...

EXP06040RLL 1.5 40 3 31.4 32 300 50 250 20° WPM*06...

EXP06040RLS42 1.5 40 3 31.4 42 250 50 200 20° WPM*06...

EXP06040RS 1.5 40 3 31.4 32 150 50 100 20° WPM*06...

EXP08040RLA 1.5 40 2 28.6 32 250 50 200 10° WPMT08...

EXP08040RLL 1.5 40 2 28.6 32 300 50 250 10° WPMT08...

EXP08040RSA 1.5 40 2 28.6 32 150 50 100 10° WPMT08...

EXP09050RS 3 50 2 36.4 42 150 50 100 20° WPMT09...

EXP09050RL 3 50 2 36.4 42 250 50 200 20° WPMT09...

EXP050... - CSPB-3.5S M-1000 IP-15D -

EXP060... CSY-15 CSPB-4S M-1000 IP-15D -

EXP080... CSX20 CSTB-5 M-1000 - T-20T

EXP090... CSY-20 CSPB-5 M-1000 - IP-20T
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 Inserts → H053, Standard cutting conditions → H054 - H055

*Recommended clamping torque (N・m)：CSPB-3.5S/CSPB-4S=3.5, CSTB-5=5

High feed endmi l l ,  shank type

Air hole Insert Shank
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Cylindrical

Cylindrical

Cylindrical

Cylindrical

Cylindrical

Cylindrical

Cylindrical

Cylindrical

Cylindrical

Cylindrical

Cylindrical

Cylindrical

Cylindrical

Cylindrical

Cylindrical

Cylindrical

Cylindrical

Cylindrical

Cylindrical

Cylindrical

Cylindrical

Cylindrical

Cylindrical

Cylindrical

Cylindrical

Cylindrical

Cylindrical

Cylindrical

Cylindrical

Cylindrical

Cylindrical

Designation

SPARE PARTS

Designation Clamp set Clamping screw Lubricant Wrench 1 Wrench 2

Reference pages:
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WPMT05/06/08/09-DML           

S

11°
IC

LE

RE

WPMT05/06/08/09-MH            

SLE

RE 11°

IC

WPMT05/06/08/09-ML            

SLE

RE11°

IC

WPMT08/09                     

LE
S

11˚RE

IC

WPMW05/06                     

LE

S

11˚RE

IC

P � � �
M � � �
K �
N

S � �
H �

RE APMX LE IC S

A
H

1
2

0

A
H

1
3

0

A
H

1
4

0

A
H

7
3

0

T
3
1
3

0

A
H

3
1
3

5

WPMW05H315ZPR 1.5 1.5 5 7.94 3.5

WPMT05H315ZPR-ML 1.5 1.5 5 7.94 3.5

WPMT05H315ZPR-MH 1.5 1.5 5 7.94 3.5

WPMT05H315ZPR-DML 1.5 1.5 5 7.94 3.5

WPMW06X415ZPR 1.5 1.5 6 9.525 4.2

WPMT06X415ZPR-ML 1.5 1.5 6 9.525 4.2

WPMT06X415ZPR-MH 1.5 1.5 6 9.525 4.2

WPMT06X415ZPR-DML 1.5 1.5 6 9.525 4.2

WPMT080615ZSR 1.5 1.5 8 12.87 6.35

WPMT080615ZPR-ML 1.5 1.5 8 12.87 6.35

WPMT080615ZSR-MH 1.5 1.5 8 12.87 6.35

WPMT080615ZPR-DML 1.5 1.5 8 12.87 6.35

WPMT090725ZSR 2.5 3 9 15 7

WPMT090725ZPR-ML 2.5 3 9 15 7

WPMT090725ZSR-MH 2.5 3 9 15 7

WPMT090725ZPR-DML 2.5 3 9 15 7
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INSERT

 Standard cutting conditions → H054 - H055

Steel

Stainless

Cast iron

Non-ferrous

Superalloys

Hard materials

Coated

: Line up

 : First choice

 : Second choice

Designation

Reference pages:



85°

45°

88°

90°

70°

10-20° °

www.tungaloy.comH054

ISO
ø20, 21

(CICT = 2)
ø25, 26

(CICT = 2)
ø32, 33

(CICT = 2, 3)
ø40

(CICT = 3)
ø50

(CICT = 4)
ø63

(CICT = 5, 6)

AH3135 100 ~ 250 0.5 ~ 2

Vc = 150 m/min, fz = 0.8 mm/t
ap =1 mm, ae = 1×DCX mm

Vc = 150 m/min, fz = 1 mm/t
ap = 1 mm, ae = 1×DCX mm

AH3135 100 ~ 200 0.5 ~ 2

Vc = 130 m/min, fz = 0.8 mm/t
ap = 1 mm, ae = 1×DCX mm

Vc = 130 m/min, fz = 1 mm/t
ap = 1 mm, ae = 1×DCX mm

AH3135 80 ~ 150 0.5 ~ 1

Vc = 100 m/min, fz = 0.5 mm/t
ap = 1 mm, ae = 1×DCX mm

Vc = 100 m/min, fz = 0.5 mm/t
ap = 1 mm, ae = 1×DCX mm

AH130
(AH3135)

100 ~ 200 0.5 ~ 2

Vc = 130 m/min, fz = 0.8 mm/t
ap = 1 mm, ae = 1×DCX mm

Vc = 130 m/min, fz = 1 mm/t
ap = 1 mm, ae = 1×DCX mm

AH120 100 ~ 250 0.8 ~ 2.5

Vc = 150 m/min, fz = 1 mm/t
ap = 1 mm, ae = 1×DCX mm

Vc = 180 m/min, fz = 1.5 mm/t
ap = 1 mm, ae = 1×DCX mm

AH130 30 ~ 60 0.3 ~ 0.7

Vc = 50 m/min, fz = 0.5 mm/t, ap = 0.7 mm, ae = 0.5×DCX mm

AH120 10 ~ 40 0.1 ~ 0.3

Vc = 30 m/min, fz = 0.2 mm/t, ap = 0.7 mm, ae = 0.5×DCX mm

AH730 50 ~ 80 0.5 ~ 1

Vc = 70 m/min, fz = 0.7 mm/t, ap = 0.7 mm, ae = 1×DCX mm

ISO
ø40

(CICT = 2)
ø50

(CICT = 3)
ø63

(CICT = 4)
ø80

(CICT = 5)
ø100

(CICT = 6)
ø125

(CICT = 7)
ø160

(CICT = 8)

AH3135 100 ~ 250 0.5 ~ 2

Vc = 180 m/min, fz = 1 mm/t
ap = 1 mm, ae = 40 mm

Vc = 200 m/min, fz = 1.5 mm/t
ap = 1 mm, ae = 1×DCX mm

AH3135 100 ~ 200 0.5 ~ 2

Vc = 130 m/min, fz = 1 mm/t
ap = 1 mm, ae = 40 mm

Vc = 150 m/min, fz = 1.5 mm/t
ap = 1 mm, ae = 1×DCX mm

AH3135 80 ~ 150 0.5 ~ 1

Vc = 100 m/min, fz = 0.5 mm/t
ap = 1 mm, ae = 40 mm

Vc = 120 m/min, fz = 0.8 mm/t
ap = 1 mm, ae = 1×DCX mm

AH130
(AH3135)

100 ~ 200 0.5 ~ 2

Vc = 130 m/min, fz = 1 mm/t
ap = 1 mm, ae = 40 mm

Vc = 150 m/min, fz = 1.5 mm/t
ap = 1 mm, ae = 1×DCX mm

AH120 150 ~ 250 0.8 ~ 2.5

Vc = 180 m/min, fz = 1.5 mm/t
ap = 1 mm, ae = 40 mm

Vc = 200 m/min, fz = 2 mm/t
ap = 1 mm, ae = 1×DCX mm

AH130 30 ~ 60 0.3 ~ 0.7

Vc = 50 m/min, fz = 0.5 mm/t, ap = 0.7 mm, ae = 0.5×DCX mm

AH120 10 ~ 40 0.1 ~ 0.3

Vc = 30 m/min, fz = 0.2 mm/t, ap = 0.7 mm, ae = 0.5×DCX mm

AH730 50 ~ 80 0.5 ~ 1

Vc = 70 m/min, fz = 0.7 mm/t, ap = 0.7 mm, ae = 1×DCX mm

When plunging in small depth: fz = 0.1 mm/t
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STANDARD CUTTING CONDITIONS

05·06 type

08 type

Carbon Steels
S50C, etc.
C50, etc.
< 300HB

Alloy steels
SCM440, etc.

42CrMo4etc, etc.
< 300 HB

Prehardened steels
NAK80, PX5,

X96CrMoV12, etc.
30 ~ 40HRC

Stainless steels
SUS304, etc.

X5CrNi18 9, etc.

Cast irons
FC250, etc.

250, etc.

Titanium alloys
Ti-6Al-4V, etc.

Heat-resistant alloys
Inconel 718, etc.

Hard materials
SKD11, etc.

X153CrMoV12, etc.
40 ~ 50HRC

Carbon Steels
S50C, etc.
C50, etc.
< 300HB

Alloy steels
SCM440, etc.

42CrMo4etc, etc.
< 300 HB

Prehardened steels
NAK80, PX5,

X96CrMoV12, etc.
30 ~ 40HRC

Stainless steels
SUS304, etc.

X5CrNi18 9, etc.

Cast irons
FC250, etc.

250, etc.

Titanium alloys
Ti-6Al-4V, etc.

Heat-resistant alloys
Inconel 718, etc.

Hard materials
SKD11, etc.

X153CrMoV12, etc.
40 ~ 50HRC

Workpiece 
material

Grade Cutting speed
Vc (m/min)

Feed per tooth
fz (mm/t)

Workpiece 
material

Grade Cutting speed
Vc (m/min)

Feed per tooth
fz (mm/t)

Note: • The above values of cutting speed show the standard speed when overhang length of tool is below 3D. The cutting speed and the feed rate should be 
   set at the lower limit values when overhang length of tool exceeds 3D.
  • Thick and heavy chips are discharged by these TAC mills. Use internal air supply or air-blowing in order to prevent tool failure.

When plunging in small depth: fz = 0.2 mm/t

When plunging in small depth: fz = 0.2 mm/t

When plunging in small depth: fz = 0.2 mm/t

When plunging in small depth: fz = 0.2 mm/t

When plunging in small depth: fz = 0.2 mm/t

When plunging in small depth: fz = 0.2 mm/t

When plunging in small depth: fz = 0.2 mm/t

When plunging in small depth: fz = 0.2 mm/t

When plunging in small depth: fz = 0.1 mm/t

When plunging in small depth: fz = 0.1 mm/t

When plunging in small depth: fz = 0.1 mm/t

When plunging in small depth: fz = 0.1 mm/t

When plunging in small depth: fz = 0.1 mm/t

When plunging in small depth: fz = 0.1 mm/t

When plunging in small depth: fz = 0.1 mm/t
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ISO
ø50

(CICT = 2)
ø63

(CICT = 3)
ø80

(CICT = 4)
ø100

(CICT = 5)
ø125

(CICT = 6)
ø160

(CICT = 7)

AH3135 100 ~ 250 0.5 ~ 2

Vc = 200 m/min, fz = 1.5 mm/t, ap = 2 mm, ae = 1×DCX mm

AH3135 100 ~ 200 0.5 ~ 2

Vc = 150 m/min, fz = 1.5 mm/t, ap = 2 mm, ae = 1×DCX mm

AH3135 80 ~ 150 0.5 ~ 1

Vc = 120 m/min, fz = 0.8 mm/t, ap = 2 mm, ae = 1×DCX mm

AH130

(AH3135)
100 ~ 200 0.5 ~ 2

Vc = 150 m/min, fz = 1.5 mm/t, ap = 2 mm, ae = 1×DCX mm

AH120 150 ~ 250 0.8 ~ 2.5

Vc = 200 m/min, fz = 2 mm/t, ap = 2 mm, ae = 1×DCX mm

AH130 30 ~ 60 0.3 ~ 0.7

Vc = 50 m/min, fz = 0.5 mm/t, ap = 1.5 mm, ae = 0.5×DCX mm

AH120 10 ~ 40 0.1 ~ 0.3

Vc = 30 m/min, fz = 0.2 mm/t, ap = 1 mm, ae = 0.5×DCX mm

AH730 60 ~ 100 0.5 ~ 1

Vc = 70 m/min, fz = 0.7 mm/t, ap = 0.7 mm, ae = 1×DCX mm

When plunging in small depth: fz = 0.1 mm/t
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STANDARD CUTTING CONDITIONS

09 type

Carbon Steels
S50C, etc.
C50, etc.
< 300HB

Alloy steels
SCM440, etc.

42CrMo4etc, etc.
< 300 HB

Prehardened steels
NAK80, PX5,

X96CrMoV12, etc.
30 ~ 40HRC

Stainless steels
SUS304, etc.

X5CrNi18 9, etc.

Cast irons
FC250, etc.

250, etc.

Titanium alloys
Ti-6Al-4V, etc.

Heat-resistant alloys
Inconel 718, etc.

Hard materials
SKD11, etc.

X153CrMoV12, etc.
40 ~ 50HRC

Notes : The cutting speed and feed should be set to 70 to 80 % of the value shown in the above table when overhang length of tool exceeds 3D.

Workpiece 
material

Grade Cutting speed
Vc (m/min)

Feed per tooth
fz (mm/t)

When plunging in small depth: fz = 0.2 mm/t

When plunging in small depth: fz = 0.2 mm/t

When plunging in small depth: fz = 0.2 mm/t

When plunging in small depth: fz = 0.2 mm/t

When plunging in small depth: fz = 0.1 mm/t

When plunging in small depth: fz = 0.1 mm/t

When plunging in small depth: fz = 0.1 mm/t
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45°

88°

90°

70°

10-200° °00
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BT50-FMC/FMA

LSC KWW
LB

LF

B
D

BT50

D
C

O
N

W
S

LF LB BD DCONWS LSC KWW WT(kg)

BT50-FMC22-138-47 138 100 47 22 18 10 5.2

TXP06050R...
TXP08050R...

BT50-FMC22-188-47 188 150 47 22 18 10 5.9

BT50-FMC22-243-47 243 205 47 22 18 10 6.5

BT50-FMC22-293-47 293 255 47 22 18 10 7.2

BT50-FMC22-178-59 178 140 59 22 18 10 6.8

TXP08063R...
TXP09063R...

BT50-FMC22-238-59 238 200 59 22 18 10 8

BT50-FMC22-308-59 308 270 59 22 18 10 9.5

BT50-FMC22-373-59 373 335 59 22 18 10 10.9

BT50-FMA31.75-215-76 215 177 76 31.75 30 12.7 10
TXP08080R...
TXP09080R...

BT50-FMA31.75-295-76 295 257 76 31.75 30 12.7 12.9

BT50-FMA31.75-375-76 375 337 76 31.75 30 12.7 15.8

BT50-FMA31.75-275-96 275 237 96 31.75 30 12.7 16.8 TXP08100R...
TXP09100R...BT50-FMA31.75-375-96 375 337 96 31.75 30 12.7 23
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*without air hole

Designation Applicable mill

Arbor for  TXP mi l l
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肩削り 溝削り

斜め送り 小突込み

小突込み 穴の繰り広げ

繰り広げ

A

A
P

M
X

øD1, øD2 ae

RMPX

DCX APMX RMPX A øD1 øD2 ae

EXP05020... 20 1.5 3° 0.5 30 37 16

EXP05021... 21 1.5 2.5° 0.5 32 39 17

TXP05063RB-E 63 1.5 1° 0.5 116 123 59

TXP05080RB-E 80 1.5 0.5 0.5 150 157 76

E/HXP06025... 25 1.5 5° 1 33 47 20

E/HXP06026... 26 1.5 4.5° 1 35 49 21

E/HXP06032... 32 1.5 3.5° 1 47 61 27

E/HXP06033... 33 1.5 3° 1 49 63 28

E/HXP06040... 40 1.5 2° 1 63 77 35

T/HXP06050... 50 1.5 1.5° 1 83 97 45

TXP06063RB-E 63 1.5 1° 1 109 123 58

TXP06080RB-E 80 1.5 0.5 1 143 157 75

E/HXP08040... 40 1.5 6° 1 53 77 34

T/HXP08050... 50 1.5 4° 1 72 97 44

TXP08052R-E 52 1.5 4° 1 76 101 46

TXP08063... 63 1.5 2.5° 1 98 123 57

TXP08066R-E 66 1.5 2.5 1 104 129 60

TXP08080... 80 1.5 1.5° 1 132 157 74

TXP08100... 100 1.5 1° 1 172 197 94

TXP08125R 125 1.5 0.75° 1 222 247 119

TXP08160R 160 1.5 0.5° 1 292 317 154

E/HXP09050... 50 3 1.5° 0.8 76 97 43

EXP09050RS/L 50 3 1.5 0.8 76 97 43

TXP09063... 63 3 2° 1.5 98 123 56

TXP09080R 80 3 1.5° 1.5 132 157 73

TXP09100R 100 3 1° 1.5 172 197 93

TXP09125R 125 3 0.75° 1.5 222 247 118

TXP09160R 160 3 0.5° 1.5 292 317 153

APMX RE KAPR LE t

05 1.5 1.5 15° 3.8 0.5 2

06 1.5 1.5 20° 4.3 0.7 2.5

08 1.5 1.5 10° 5.7 0.7 2

09 3 2.5 20° 6.8 1.4 3

09 3 2.5 20° 6.8 1.2 4
LE

RPG
削り残し量: t

RE A
P

M
X
(最
大
切
込
み
)

KAPR
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APPLICATION RANGE

TOOL GEOMETRY FOR PROGRAMMING

TXP RPG

Designation

Max. cutting 
width in 

enlarging hole

Max.
ramping

angle

Max.
plunging

depth

Max. depth of 

cut

Min. 
machining
hole dia.

Max.
machining
hole dia.

When programming for CAD/CAM, the tool should be assumed to be a radius cutter shown in the table below. 

In this case, the amount left as uncut (t) is shown below.

Corner R when 
programming

Corner 
of insert

Cutting edge 
angle

Max. depth of 
cut

Overcut 
amount: t

 (
M

a
x.

 d
e
p

th
 o

f 
c
u
t)

Shoulder
 milling 

Traversing 

Grooving

Ramping

Plunging Enlarging hole diameter

Enlarging
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RNMU

ONMU / ONGU

SNMU / SNGU

SNGU-MJ SNGU-WSNGU-MHSNMU-MJ

ONGU-MJONMU-MJ ONGU-W

RNMU-MJ
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Brings a top performance in every operation: from high 
feed milling, scale removing, finish milling … to stainless 
steel milling 

Versatility
3 types of double sided inserts fit in the same pocket

High efficiency with close pitch cutter/Extra-close pitch type available in addition 
to regular close pitch type
Tool line-up includes extra close pitch cutter maximizing efficiency in cast iron machining.

Close pitchStandard pitch

Square insert 

Octagonal insert 

Round insert

H060 - H062

Extra-close pitch

Reference pages:
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50 8 20,000 0.86

63 10 19,000 0.53

80 16 17,000 1.18

100 22 15,000 1.66

125 26 14,000 3.44

160 34 12,000 5.15
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The same key is used for mounting and adjusting the inserts. 

The key wrench is operated in a single direction making insert 

adjustment easy on the pre-setter. 

Insert’s axial runout is adjusted 
with the eccentric cam profile.

TORX® head

Key rotation

Cam

Adjusting cam

TORX® bit

Smallest diameter

Largest diameter

Clamping insert Adjusting axial runout

Super high density design

High speed cutting more than Vc = 3,000 m/min is 

possible. 

CamAdjust - super simple adjusting 
mechanism

Special key wrench with adjusting cam

Super high density cutter

Super high density PCD cutter for efficient finishing of 
aluminum

Grip

H078 - H081

Cutter diameter 
(mm)

Max num. of 
teeth 

Cutter weight
(kg)

Max. rotation 
number 
(min-1)

Reference pages:
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85°

45°

88°

90°

70°

10-200° °00

DC DC2 DC3 CICT DCSFMS LF LF2 LF3 DCONMS CBDP KWW b WT(kg)

TASN13M050B22.0R04 50 53 48.7 4 41 40 38.5 38.5 22 20 10.4 6.3 0.4

TASN13M050B22.0R05 50 53 48.7 5 41 40 38.5 38.5 22 20 10.4 6.3 0.4

TASN13M063B22.0R05 63 66 61.7 5 47 40 38.5 38.5 22 20 10.4 6.3 0.7

TASN13M063B22.0R06 63 66 61.7 6 47 40 38.5 38.5 22 20 10.4 6.3 0.6

TASN13M063B22.0R08 63 66 61.7 8 47 40 38.5 38.5 22 20 10.4 6.3 0.6

TASN13M080B27.0R05 80 83 78.7 5 58 50 48.5 48.5 27 22 12.4 7 1.1

TASN13M080B27.0R08 80 83 78.7 8 58 50 48.5 48.5 27 22 12.4 7 1.1

TASN13M080B27.0R10 80 83 78.7 10 58 50 48.5 48.5 27 22 12.4 7 1.2

TASN13J080B25.4R05 80 83 78.7 5 58 50 48.5 48.5 25.4 26 9.5 6 1.2

TASN13J080B25.4R08 80 83 78.7 8 58 50 48.5 48.5 25.4 26 9.5 6 1.1

TASN13J080B25.4R10 80 83 78.7 10 58 50 48.5 48.5 25.4 26 9.5 6 1.2

TASN13M100B32.0R06 100 103 98.7 6 60 50 48.5 48.5 32 28.5 14.4 8 1.4

TASN13M100B32.0R08 100 103 98.7 8 60 50 48.5 48.5 32 28.5 14.4 8 1.4

TASN13M100B32.0R12 100 103 98.7 12 60 50 48.5 48.5 32 28.5 14.4 8 1.4

TASN13J100B31.7R06 100 103 98.7 6 60 50 48.5 48.5 31.75 32 12.7 8 1.4

TASN13J100B31.7R08 100 103 98.7 8 60 50 48.5 48.5 31.75 32 12.7 8 1.4

TASN13J100B31.7R12 100 103 98.7 12 60 50 48.5 48.5 31.75 32 12.7 8 1.4

TASN13M125B40.0R07 125 128 123.7 7 71 63 61.5 61.5 40 32 16.4 9 2.2

TASN13M125B40.0R10 125 128 123.7 10 71 63 61.5 61.5 40 32 16.4 9 2.3

TASN13M125B40.0R14 125 128 123.7 14 71 63 61.5 61.5 40 32 16.4 9 2.5

TASN13J125B38.1R07 125 128 123.7 7 80 63 61.5 61.5 38.1 38 15.9 10 2.6

TASN13J125B38.1R10 125 128 123.7 10 80 63 61.5 61.5 38.1 38 15.9 10 2.7

TASN13J125B38.1R14 125 128 123.7 14 80 63 61.5 61.5 38.1 38 15.9 10 2.9

TASN13M160B40.0R08 160 163 158.7 8 100 63 61.5 61.5 40 29 16.4 9 4.1

TASN13M160B40.0R12 160 163 158.7 12 100 63 61.5 61.5 40 29 16.4 9 4.2

TASN13J160B50.8R08 160 163 158.7 8 100 63 61.5 61.5 50.8 38 19 11 4.1

TASN13J160B50.8R12 160 163 158.7 12 100 63 61.5 61.5 50.8 38 19 11 4.2

DC+14.0

DC

KWW
DCONMS

DCSFMS

L
F

C
B

D
P

b

45°

DC2+8.0 DC3+12.2

TASN13M160B40.0...

DC2

L
F

2

45°

DC3

L
F

3

TASN13

GAMP=+6.0°,GAMF=-6.8°~-6.3°

DCSFMS
ø66.7 mm

DCONMS

KWW b

C
B

D
P

ø14 mm

TASN13M0**B22.0R0* CSPB-4 H-TB2W M-1000 - CM10X30H BLDIP15/S7

TASN13*080B2*.*R0* CSPB-4 H-TB2W M-1000 - CM12X30H BLDIP15/S7

TASN13*100B3*.*R0* CSPB-4 H-TB2W M-1000 TMBA-M16H - BLDIP15/S7

TASN13*125B**.*R** CSPB-4 H-TB2W M-1000 TMBA-M20H - BLDIP15/S7

TASN13*160B*0.*R** CSPB-4 H-TB2W M-1000 - - BLDIP15/M7
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Right hand (R) shown.

With

With

With

With

With

With

With

With

With

With

With

With

With

With

With

With

With

With

With

With

With

With

With

Without

Without

Without

Without

Air hole

 Inserts → H061, Standard cutting conditions → H062

*Recommended clamping torque (N・m)： CSPB-4=3.5

SNMU/SNGU13
with square inserts

ONMU/ONGU05
with octagonal inserts

RNMU13
with round inserts

45° face mi l l ,  wi th screw c lamp system, for  double s ided square,  octagonal  and round inserts

Designation

SPARE PARTS
Designation Clamping screw Grip Lubricant Shell locking bolt 1 Shell locking bolt 2 Torx bit

Reference pages:
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RE

LE

IC S
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BS

IC S

LE
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X

RE

IC

S

B
S

A
P
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X

RE

BS

IC S

LE

SNGU-MJ          SNMU-MJ

RE

BS

IC

S

LE

A
P

M
X

SNGU-W           

RE

LE

IC S

BS

A
P

M
X

ONGU-MJONMU-MJ

RNMU-MJ

SNGU-MH         

A
P

M
X

RE

BS

IC S

LE

REBS

L
E

IC S

A
P

M
X

ONGU-W

P � � �

M � �

K � �

N

S � �

H � �

RE APMX LE IC S BS

A
H

1
2

0
 

A
H

3
1
3

5

T
3

2
2

5

T
1
2

1
5

SNMU1307ANEN-MJ 0.5 6 9.4 13 7 2

SNGU1307ANEN-MJ 0.5 6 9.4 13 7 2

SNGU1307ANEN-MH 0.8 6 9 13 7 2

SNGU1307ANEN-W 1.2 6 9.6 13 7 7.5

ONMU0507ANEN-MJ 0.8 3.4 4.9 13 7 0.7

ONGU0507ANEN-MJ 0.8 3.4 4.9 13 7 0.7

ONGU0507ANEN-W 1.6 3.4 5 13 7.44 3.9

RNMU1307ZNER-MJ 6 6 - 13 7.1 1
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INSERT

Steel

Stainless

Cast iron

Non-ferrous

Superalloys

Hard materials

Coated

: Line up

 : First choice

 : Second choice

Designation
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85°

45°

88°

90°

70°

10-200° °00

ISO

200 - 300HB
AH3135 MJ 100 - 250 0.1 - 0.5

T3225 MJ 200 - 350 0.1 - 0.4

 150 - 300HB
AH3135 MJ 100 - 250 0.1 - 0.4

T3225 MJ 180 - 300 0.1 - 0.4

30 - 40HRC
AH3135 MJ 100 - 200 0.1 - 0.4

T3225 MJ 150 - 250 0.1 - 0.4

- 200HB
AH3135 MJ 100 - 200 0.1 - 0.35

T3225 MJ 100 - 250 0.1 - 0.3

-
T3225 MH 60 - 120 0.1 - 0.3

AH3135 MJ 60 - 120 0.1 - 0.3

 150 - 250 HB
T1215 MJ 100 - 300 0.1 - 0.4

AH120 MJ 100 - 250 0.1 - 0.5

 150 - 250 HB
T1215 MJ 100 - 300 0.1 - 0.4

AH120 MJ 80 - 200 0.1 - 0.5

- 40HRC AH3135 MJ 30 - 60 0.1 - 0.3

- 40HRC AH120 MJ 10 - 40 0.05 - 0.15

40 - 50 HRC AH3135 MJ 80 - 130 0.1 - 0.2

50 - 60 HRC AH120 MJ 50 - 70 0.03 - 0.1

ISO

200 - 300 HB
AH3135 MJ 100 - 250

※ap=6mm: 0.1 - 0.3
※ap=2mm: 0.4 - 0.8
※ap=1mm: 0.8 - 1.5

T3225 MJ 200 - 350

150 - 300 HB
AH3135 MJ 100 - 250

T3225 MJ 180 - 300

30 - 40 HRC
AH3135 MJ 100 – 200

T3225 MJ 150 - 250

- 200 HB
AH3135 MJ 100 - 200 ※ap = 6 mm : 0.1 - 0.25

※ap = 2 mm : 0.3 - 0.7
※ap = 1 mm : 0.6 - 1.3T3225 MJ 100 - 250

-
T3225 MJ 60 - 120 ※ap = 2mm: 0.2 - 0.4

※ap = 1mm: 0.3 - 0.8
AH3135 MJ 60 - 120

 150 - 250 HB
AH120 MJ 100 - 300

※ap=6mm: 0.1 - 0.3
※ap=2mm: 0.4 - 0.8
※ap=1mm: 0.8 - 1.5

T1215 MJ 100 - 250

 150 - 250 HB
AH120 MJ 100 - 300

T1215 MJ 80 - 200

- 40 HRC AH3135 MJ 30 - 60 ap=1mm: 0.15 – 0.8

- 40 HRC AH120 MJ 10 - 40 ap=1mm: 0.05 - 0.3

40 - 50 HRC AH3135 MJ 80 - 130 ap=1mm: 0.1 – 0.25

50 - 60 HRC AH120 MJ 50 - 70 ap=0.5mm: 0.03 – 0.1
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STANDARD CUTTING CONDITIONS
 

RNMU

SNMU / SNGU / ONMU / ONGU

Chip-
breaker

Low carbon steel
S15C, etc.
C15, etc.

First choice

Wear resistance

First choice

Wear resistance

First choice

Wear resistance

First choice

Wear resistance

First choice

Low cutting force

First choice

First choice

First choice

First choice

First choice

First choice

First choice

Wear resistance

First choice

Wear resistance

First choice

Wear resistance

First choice

Wear resistance

First choice

Fracture resistance

First choice

First choice

First choice

First choice

First choice

First choice

High carbon and alloy steel
S55C, SCM440, etc.
C55, 42CrMo4, etc.

Prehardened steel
NAK80, PX5, etc.

Stainless steel
SUS304, SUS316, etc.

X5CrNi18-9, X5CrNiMo17-12-3, etc.

Stainless cast steel
SCH20XNb, etc.

GX40NiCrSiNb38-19, etc.

Gray cast iron
FC250, etc.

250, etc.

Hardened steel

SKD61, etc.
X40CrMoV5-1, etc.

SKD11, etc.
X153CrMoV12, etc.

Cutting speed
Vc (m/min)

Feed per tooth
fz (mm/t)

Workpiece materials GradesHardness Priority

Ductile cast iron
FCD400, FCD600, etc.

400-15, 600-3, etc.

Titanium alloys 
Ti-6AI-4V, etc.

Heat-resistant alloys 
(Inconel718, etc.)

Chip-
breaker

Cutting speed
Vc (m/min)

Feed per tooth
fz (mm/t)

Workpiece materials GradesHardness Priority

*When using T3225 or T1215, decrease the feed per tooth (fz) to 80% of the abovementioned value. 

Low carbon steel
S15C, etc.
C15, etc.

High carbon and alloy steel
S55C, SCM440, etc.
C55, 42CrMo4, etc.

Prehardened steel
NAK80, PX5, etc.

Stainless steel
SUS304, SUS316, etc.

X5CrNi18-9, X5CrNiMo17-12-3, etc.

Stainless cast steel
SCH20XNb, etc.

GX40NiCrSiNb38-19, etc.

Gray cast iron
FC250, etc.

250, etc.

Hardened steel

SKD61, etc.
X40CrMoV5-1, etc.

SKD11, etc.
X153CrMoV12, etc.

Ductile cast iron
FCD400, FCD600, etc.

400-15, 600-3, etc.

Titanium alloys 
Ti-6AI-4V, etc.

Heat-resistant alloys 
(Inconel718, etc.)



Tungaloy H063

H

J
K
L
M

A
B
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IOWMT-ML OWMT-HJ

DC3 DCX3 LF3 DC4 DC4-2 DCX4 LF4
TAN07R063M... 63.5 76 41 55.7 67.2 76.4 41.4

TAN07R080M... 80.5 93 51 72.7 84.2 93.4 51.4
TAN07R100M... 100.5 113 51 92.7 104.2 113.4 51.4

TAN07R125M... 125.5 138 64 117.7 129.2 138.4 64.4

TAN07R160M... 160.5 173 64 152.7 164.2 173.4 64.4
TAN07R200M... 200.5 213 64 192.7 204.2 213.4 64.4

TAN07R250M... 250.5 263 64 242.7 254.2 263.4 64.4

TAN07R315M... 315.5 328 64 307.7 319.2 328.4 64.4

L
F

3

43˚
DC3

DCX3

L
F

4

DC4

DC4-2
DCX4

15˚

OWMT-ML OWMT-HJ

DCSFMS
DCONMS

b

KWW

C
B

D
P

DCSFMS
DCONMS

KWW

b
C

B
D

P

DCSFMS

DCONMS

b

KWW

C
B

D
P

ø101.6 mm

ø17 mm

DC+13mm

DC

L
F

44˚
(KAPR) A

P
M

X

DC2+16mm

DC2

L
F

245˚
(KAPR)

A
P

M
X

TAN07

GAMP=-6°,GAMF=+15.5°

TAN07R063M22.0... SRM5X0.8IP20X+ACROLYTE H-TB - CM10X30H BLDIP20/S7

TAN07R080M25.4... SRM5X0.8IP20X+ACROLYTE H-TB - CM12X30H BLDIP20/S7

TAN07R100M31.7... SRM5X0.8IP20X+ACROLYTE H-TB TMBA-M16H - BLDIP20/S7

TAN07R125M38.1... SRM5X0.8IP20X+ACROLYTE H-TB TMBA-M20H - BLDIP20/S7

TAN07R160 - 315... SRM5X0.8IP20X+ACROLYTE H-TB - - BLDIP20/M7

DC DC2 CICT DCSFMS LF LF2 DCONMS CBDP KWW b WT(kg)

TAN07R063M22.0E05 63 60.3 5 41 40 41.4 22 20 10.4 6.3 0.5 SN*U/ON*U/OWMT... A

TAN07R063M22.0E06 63 60.3 6 41 40 41.4 22 20 10.4 6.3 0.5 SN*U/ON*U/OWMT... A

TAN07R080M25.4-06 80 77.3 6 50 50 51.4 25.4 26 9.5 6 1 SN*U/ON*U/OWMT... A

TAN07R080M25.4-08 80 77.3 8 50 50 51.4 25.4 26 9.5 6 1 SN*U/ON*U/OWMT... A

TAN07R080M27.0E06 80 77.3 6 50 50 51.4 27 22 12.4 7 1 SN*U/ON*U/OWMT... A

TAN07R080M27.0E08 80 77.3 8 50 50 51.4 27 22 12.4 7 1 SN*U/ON*U/OWMT... A

TAN07R100M31.7-07 100 97.3 7 60 50 51.4 31.75 32 12.7 8 1.5 SN*U/ON*U/OWMT... B

TAN07R100M31.7-10 100 97.3 10 60 50 51.4 31.75 32 12.7 8 1.5 SN*U/ON*U/OWMT... B

TAN07R100M32.0E07 100 97.3 7 60 50 51.4 32 28.5 14.4 8 1.5 SN*U/ON*U/OWMT... B

TAN07R100M32.0E10 100 97.3 10 60 50 51.4 32 28.5 14.4 8 1.5 SN*U/ON*U/OWMT... B

TAN07R125M38.1-08 125 122.3 8 80 63 64.4 38.1 38 15.9 10 2.5 SN*U/ON*U/OWMT... B

TAN07R125M38.1-12 125 122.3 12 80 63 64.4 38.1 38 15.9 10 2.5 SN*U/ON*U/OWMT... B

TAN07R125M40.0E08 125 122.3 8 71 63 64.4 40 29 16.4 9 2.5 SN*U/ON*U/OWMT... B

TAN07R125M40.0E12 125 122.3 12 71 63 64.4 40 29 16.4 9 2.5 SN*U/ON*U/OWMT... B

TAN07R160M40.0E10 160 157.3 10 100 63 64.4 40 29 16.4 9 4 SN*U/ON*U/OWMT... D

TAN07R160M40.0E15 160 157.3 15 100 63 64.4 40 29 16.4 9 4 SN*U/ON*U/OWMT... D

TAN07R160M50.8-10 160 157.3 10 100 63 64.4 50.8 38 19 11 4 SN*U/ON*U/OWMT... B

TAN07R160M50.8-15 160 157.3 15 100 63 64.4 50.8 38 19 11 4 SN*U/ON*U/OWMT... B

TAN07R200M47.6-12 200 197.3 12 130 63 64.4 47.625 38 25.4 14 6.6 SN*U/ON*U/OWMT... C

TAN07R200M47.6-18 200 197.3 18 130 63 64.4 47.625 38 25.4 14 6.7 SN*U/ON*U/OWMT... C

TAN07R200M60.0E12 200 197.3 12 135 63 64.4 60 38 25.7 14 6.5 SN*U/ON*U/OWMT... C

TAN07R200M60.0E18 200 197.3 18 135 63 64.4 60 38 25.7 14 6.5 SN*U/ON*U/OWMT... C

TAN07R250M47.6-15 250 247.3 15 130 63 64.4 47.625 38 25.4 14 9.3 SN*U/ON*U/OWMT... C

TAN07R250M47.6-21 250 247.3 21 130 63 64.4 47.625 38 25.4 14 9.4 SN*U/ON*U/OWMT... C

TAN07R250M60.0E15 250 247.3 15 130 63 64.4 60 38 25.7 14 9 SN*U/ON*U/OWMT... C

TAN07R250M60.0E21 250 247.3 21 130 63 64.4 60 38 25.7 14 9 SN*U/ON*U/OWMT... C

TAN07R315M47.6-18 315 312.3 18 220 63 64.4 47.625 38 25.4 14 17.9 SN*U/ON*U/OWMT... C

TAN07R315M47.6-24 315 312.3 24 220 63 64.4 47.625 38 25.4 14 18 SN*U/ON*U/OWMT... C

TAN07R315M60.0E18 315 312.3 18 220 80 81.4 60 38 25.7 14 18 SN*U/ON*U/OWMT... E

TAN07R315M60.0E24 315 312.3 24 220 80 81.4 60 38 25.7 14 18 SN*U/ON*U/OWMT... E
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ONMU/ONHU
with octagonal insert SNMU/SNHU

with square insert

Arbor type

 Inserts → H065, Standard cutting conditions → H066

Dimension when using positive type inserts (OWMT)

*Recommended clamping torque (N・m)： SRM5X0.8IP20X+ACROLYTE=7.5

45° face mill, with screw clamp system, for double sided square and octagonal inserts, or single sided octagonal inserts

InsertDesignation

SPARE PARTS
Designation Clamping screw Grip Shell locking bolt 1 Shell locking bolt 2 Torx bit

Arbor type A Arbor type B Arbor type C

Air
hole

Arbor
type

Note: OWMT08 inserts can be only used with screw on type cutters.

Designation

Reference pages:

with

with

with

with

with

with

with

with

with

with

with

with

with

with

without

without

without

without

without

without

without

without

without

without

without

without

without

without

without

without

M16

DCSFMS

DCONMS

KWW

CB
DP

ø17ø22

b

ø177.8 mm
ø101.6 mm

Arbor type EArbor type D

DCSFMS
ø66.7 mm

DCONMS

KWW b

C
B

D
P

ø14 mm



www.tungaloy.comH064

85°

45°

88°

90°

70°

10-200° °00

A
P

M
X

45˚

DC+13 mm

44˚

A
P

M
X

DC

L
F

DC2+16 mm

L
F

2

DC2

TAN07-W

TAN07-W H-TBS CLARM-10-TUNG1 DS-6P BLDIP15/S7

DCSFMS
DCONMS

KWW

b
C

B
D

P

DCSFMS

DCONMS

b

KWW

C
B

D
P

ø101.6 mm

ø17 mm

DCSFMS
ø66.7 mm

DCONMS

KWW b

C
B

D
P

ø14 mm

DC DC2 CICT DCSFMS LF LF2 DCONMS CBDP KWW b WT(kg)

TAN07R063M22.0E08W 63 60.3 8 41 40 41.4 22 20 10.4 6.3 0.6 SN*U/ON*U/OWMT... B

TAN07R080M25.4-10W 80 77.3 10 50 50 51.4 25.4 26 9.5 6 1 SN*U/ON*U/OWMT... B

TAN07R080M27.0E10W 80 77.3 10 50 50 51.4 27 25 12.4 7 1.1 SN*U/ON*U/OWMT... B

TAN07R100M31.7-14W 100 97.3 14 60 50 51.4 31.75 32 12.7 8 1.3 SN*U/ON*U/OWMT... B

TAN07R100M32.0E14W 100 97.3 14 60 50 51.4 32 28.5 14.4 8 1.6 SN*U/ON*U/OWMT... B

TAN07R125M38.1-18W 125 122.3 18 80 63 64.4 38.1 38 15.9 10 2.8 SN*U/ON*U/OWMT... B

TAN07R125M40.0E18W 125 122.3 18 71 63 64.4 40 29 16.4 9 2.5 SN*U/ON*U/OWMT... B

TAN07R160M50.8-22W 160 157.3 22 100 63 64.4 50.8 38 19 11 4 SN*U/ON*U/OWMT... B

TAN07R160M40.0E22W 160 157.3 22 100 63 64.4 40 29 16.4 9 3.6 SN*U/ON*U/OWMT... D

TAN07R200M60.0E28W 200 197.3 28 135 63 64.4 60 39 25.7 14 5.8 SN*U/ON*U/OWMT... C
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Arbor type

 Inserts → H065, Standard cutting conditions → H066

Note: OWMT insert cannot be used with a wedge clamp type cutter.

ONMU/ONHU
with octagonal insert SNMU/SNHU

with square insert

High densi ty 45˚  face mi l l ,  wi th wedge c lamp system, for  double s ided square and octagonal  inserts

InsertDesignation

SPARE PARTS

Air
hole

Arbor
type

Arbor type B

Designation Grip Wedge Wedge fixing screw Torx bit

Reference pages:

Arbor type C Arbor type D

Without

Without

Without

Without

Without

Without

Without

Without

Without

Without
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ONHU0705-W                    

SIC

BS

ONMU/ONHU0705-MJ / -ML               

IC

RE

S

LE

OWMT0807-HJ                   

SIC

A
P

M
X

A
P

M
X

2

LE
RE

BS

OWMT0807-ML                   

S

RE

IC

LE

BS

SNHU1706-W                    

S

IC

B
S

LE

RE

SNMU/SNHU1706 -MJ / -ML                

SIC

BS
LE2

L
E

RE

P � � � �
M � � �
K � � �
N

S � �
H �

RE APMX LE S LE2 IC BS APMX2

A
H

1
2

0

A
H

1
3

0

A
H

1
4

0

A
H

7
2

5

A
H

3
1
3

5

T
1
1
1
5

T
1
2

1
5

T
3

2
2

5

ONMU0705ANPN-MJ 0.8 4.75 7.2 6.2 - 17.3 - -

ONHU0705ANPN-MJ 0.8 4.75 7.2 6.2 - 17.3 - -

ONMU0705ANPN-ML 0.8 4.75 7.2 6.2 - 17.3 - -

ONHU0705ANTN-ML 0.8 4.75 7.2 6.2 - 17.3 - -

ONHU0705ANPR-W * - 4.75 7.2 5.8 - 17.5 6.4 -

OWMT0807ZNER-HJ 1.2 1.5 - 7.4 - 19 1 7.5

OWMT0807AAER-ML 0.8 3.5 5.2 7.4 - - 1.2 -

SNMU1706ANPR-MJ 0.8 7.5 11 6.98 4.4 17.3 1.8 -

SNHU1706ANPR-MJ 0.8 7.5 11 6.98 4.4 17.3 1.8 -

SNMU1706ANTR-ML 0.8 7.5 11 6.98 4.4 17.3 1.8 -

SNHU1706ANTR-ML 0.8 7.5 11 6.98 4.4 17.3 1.8 -

SNHU1706ANFN-W * 0.4 7.5 17.3 6.5 - 17.3 11 -

2121

ONHU0705ANPR-W SNHU1706ANFN-W 
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INSERT

* Pay attention to the wiper insert installation procedure below. : Line up

Attach only one wiper insert on the cutter and make sure
the wiper edge faces the machining surface.
Feed rate: f < 5.5 mm/rev

Attach only one wiper insert on the cutter and make sure
the wiper edge faces the machining surface.
Feed rate: f < 9.5 mm/rev

Attention for wiper inser ts

Steel

Stainless

Cast iron

Non-ferrous

Superalloys

Hard materials

Coated

 : First choice

 : Second choice

Designation



www.tungaloy.comH066

85°

45°

88°

90°

70°

10-200° °00

ISO

- 200 HB AH3135 MJ 100 - 250 0.2 - 0.5

- 200 HB T3225 MJ 200 - 350 0.2 - 0.4

- 200 HB AH3135 ML 100 - 250 0.2 - 0.4

200 - 300 HB AH3135 MJ 100 - 230 0.2 - 0.4

200 - 300 HB T3225 MJ 180 - 300 0.2 - 0.4

200 - 300 HB AH3135 ML 100 - 230 0.2 - 0.4

150 - 330 HB AH3135 MJ 100 - 200 0.2 - 0.4

150 - 330 HB T3225 MJ 150 - 250 0.2 - 0.4

150 - 330 HB AH3135 ML 100 - 200 0.2 - 0.4

- 200 HB AH3135 MJ 100 - 200 0.1 - 0.3

- 200 HB T3225 MJ 100 - 250 0.1 - 0.3

150 - 250 HB T1215 MJ 150 - 300 0.1 - 0.5

150 - 250 HB AH725 MJ 100 - 250 0.1 - 0.5

150 - 250 HB AH120 ML 100 - 250 0.1 - 0.5

150 - 300 HB T1215 MJ 100 - 300 0.1 - 0.5

150 - 300 HB AH725 MJ 80 - 200 0.1 - 0.5

150 - 300 HB AH120 ML 80 - 200 0.1 - 0.5

40 - 50 HRC AH725 MJ 80 - 130 0.1 - 0.2

50 - 60 HRC AH725 MJ 50 - 70 0.05 - 0.1

ISO
ML HJ*

- 200 HB AH3135 100 - 300 0.1 - 0.4 0.5 - 1.5

- 200 HB AH130 100 - 300 0.1 - 0.4 -

200 - 300 HB AH3135 100 - 230 0.1 - 0.3 0.5 - 1.5

200 - 300 HB AH130 100 - 230 0.1 - 0.3 -

150 - 330 HB AH3135 100 - 200 0.1 - 0.3 0.5 - 1.5

150 - 330 HB AH130 100 - 200 0.1 - 0.3 -

- 200 HB AH3135 100 - 150 0.1 - 0.3 0.3 - 0.7

- 200 HB AH130 100 - 150 0.1 - 0.3 -

150 - 250 HB AH3135 100 - 250 0.1 - 0.4 0.5 - 1.5

150 - 250 HB AH130 100 - 250 0.1 - 0.4 -

150 - 250 HB AH3135 80 - 200 0.1 - 0.3 0.5 - 1.5

150 - 250 HB AH130 80 - 200 0.1 - 0.3 -

- HRC 40 AH3135 30 - 60 0.1 - 0.3 0.3 - 0.7

- HRC 40 AH130 30 - 60 0.1 - 0.3 -

- HRC 40 AH3135 10 - 40 0.05 - 0.15 0.1 - 0.3

- HRC 40 AH130 10 - 40 0.05 - 0.15 -

40 - 50 HRC AH3135 80 - 130 - 0.1 - 0.3

50 - 60 HRC AH3135 50 - 70 - 0.03 - 0.07
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STANDARD CUTTING CONDITIONS
 

Negative type 

Positive type

Workpiece material Hardness
Cutting speed

Vc (m/min)
Feed per tooth

fz (mm/t)
Priority

Recommendation

Grade Chipbreaker

Low carbon steel

S15C, SS400, etc.

C15E, etc.

High carbon steel

S45C, S55C, etc.

C45E, C55E, etc.

Alloy steel

SCM440, SCr415, etc.

42CrMo4, 17Cr3, etc.

Grey cast iron 

FC350, FC450 etc.

GG35, GG45, etc.

Ductile cast iron 

FCD600, etc.

GGG60, etc.

Stainless steel 

SUS304, etc.

X5CrNi18-9, etc.

Hardened steel

First choice

Wear resistance

Low cutting force

First choice

Wear resistance

Low cutting force

First choice

Wear resistance

Low cutting force

First choice

Wear resistance

First choice

Fracture resistance

Low cutting force

First choice

Fracture resistance

Low cutting force

First choice

First choice

Workpiece material Hardness Priority Grade
Cutting speed

Vc (m/min)

Feed per tooth : fz (mm/t)

Low carbon steel

S15C, SS400, etc.

C15E, etc.

High carbon steel

S45C, S55C, etc.

C45E, C55E, etc.

Alloy steel

SCM440, SCr415, etc.

42CrMo4, 17Cr3, etc.

Stainless steel 

SUS304, etc.

X5CrNi18-9, etc.

Grey cast iron 

FC350, FC450 etc.

GG35, GG45, etc.

Titanium alloy

Ti-6Al-4V, etc.

Ductile cast iron 

FCD600, etc.

GGG60, etc.

Heat resistant alloy

Inconel718, etc.

Hardened steel

* Apply 20% of recommended feed when using HJ insert with ap over 1.5 mm.

First choice

Fracture resistance

First choice

Fracture resistance

First choice

Fracture resistance

First choice

Fracture resistance

First choice

Fracture resistance

First choice

Fracture resistance

First choice

Fracture resistance

First choice

Fracture resistance

First choice

First choice
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APMX DC DCX CICT DCSFMS LF DCONMS CBDP KWW b WT(kg)

THSN12M050B22.0R04 9.5 50 50.6 4 41 40 22 20 10.4 6.3 0.32 SNMU1206... 

THSN12M050B22.0R05 9.5 50 50.6 5 41 40 22 20 10.4 6.3 0.32 SNMU1206... 

THSN12M063B22.0R04 9.5 63 63.6 4 47 40 22 20 10.4 6.3 0.54 SNMU1206... 

THSN12M063B22.0R06 9.5 63 63.6 6 47 40 22 20 10.4 6.3 0.52 SNMU1206... 

THSN12J080B25.4R05 9.5 80 80.6 5 58 50 25.4 26 8.5 6 1.13 SNMU1206... 

THSN12J080B25.4R08 9.5 80 80.6 8 58 50 25.4 26 8.5 6 1.15 SNMU1206... 

THSN12M080B27.0R05 9.5 80 80.6 5 58 50 27 22 12.4 7 1.17 SNMU1206... 

THSN12M080B27.0R08 9.5 80 80.6 8 58 50 27 22 12.4 7 1.14 SNMU1206... 

THSN12J100B31.7R06 9.5 100 100.6 6 60 50 31.75 32 12.7 8 1.43 SNMU1206... 

THSN12J100B31.7R08 9.5 100 100.6 8 60 50 31.75 32 12.7 8 1.39 SNMU1206... 

THSN12M100B32.0R06 9.5 100 100.6 6 60 50 32 28.5 14.4 8 1.4 SNMU1206... 

THSN12M100B32.0R08 9.5 100 100.6 8 60 50 32 28.5 14.4 8 1.38 SNMU1206... 

THSN12M050... CSPB-4 BLDIP15/S7 H-TB2W CM10x30H 

THSN12M063... CSPB-4 BLDIP15/S7 H-TB2W CM10x30H 

THSN12J080... CSPB-4 BLDIP15/S7 H-TB2W CM12X30H 

THSN12M080... CSPB-4 BLDIP15/S7 H-TB2W CM12X30H 

THSN12J100... CSPB-4 BLDIP15/S7 H-TB2W TMBA-M16H 

THSN12M100... CSPB-4 BLDIP15/S7 H-TB2W TMBA-M16H 

KWW
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GAMP = +3°, GAMF = -11°
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Designation Insert

Clamping screw Grip Shell locking bolt Torx bitDesignation

Air hole

With

With

With

With

With

With

With

With

With

With

With

With

 Inserts → H068, Standard cutting conditions → H069

*Recommended clamping torque (N・m)： CSPB-4=3.5

88° face mi l l ,  wi th screw c lamp system, for  double s ided square inserts

SPARE PARTS

Reference pages:
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85°

45°

88°

90°

70°

10-200° °00
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S � �
H

RE APMX LE S IC BS
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SNMU120608HNEN-MM 0.8 9.5 9.8 7.5 12 1.4

SNMU120612EN-MM 1.2 9.5 10.8 7.25 12 -

SNMU120620EN-MM 2.0 9.5 10 7 12 -

IC

RE

BS S
L
E

IC

RE

S

L
E

SNMU120612/20EN-MM                    SNMU120608HNEN-MM               
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 : First choice

 : Second choice

: Line up

Coated

INSERT

Steel

Stainless

Cast iron

Non-ferrous

Superalloys

Hard materials

Designation
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H
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A
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ISO

- 200 HB AH3135 MJ 100 - 250 0.06 - 0.3

- 200 HB T3225 MJ 200 - 350 0.06 - 0.25

- 300 HB AH3135 MJ 100 - 250 0.06 - 0.3

- 300 HB T3225 MJ 180 - 300 0.06 - 0.25

30 - 40 HRC AH3135 MJ 100 - 200 0.06 - 0.25

30 - 40 HRC T3225 MJ 150 - 250 0.06 - 0.2

- 200 HB AH3135 MJ 100 - 200 0.06 - 0.25

- 200 HB T3225 MJ 100 - 250 0.06 - 0.2

- T3225 MJ 60 - 120 0.06 - 0.2

- AH3135 MJ 60 - 120 0.06 - 0.2

150 - 250 HB T1215 MJ 100 - 350 0.06 - 0.3

150 - 250 HB AH120 MJ 100 - 250 0.06 - 0.3

150 - 250 HB T1215 MJ 100 - 350 0.06 - 0.25

150 - 250 HB AH120 MJ 80 - 200 0.06 - 0.3

- 40 HRC AH3135 MJ 30 - 60 0.06 - 0.2

- 40 HRC AH120 MJ 10 - 40 0.04 - 0.16

40 - 50 HRC AH3135 MJ 80 - 130 0.04 - 0.16

50 - 60 HRC AH120 MJ 50 - 70 0.02 - 0.08

DCX

BS

t

L

RE

DCX

RE ap

RE BS L

SNMU120608HNEN-MM 0.8 1.4 1.3

SNMU120612EN-MM 1.2 - 1.7

SNMU120620EN-MM 2 - 2.5

                                   / ap (mm) 1 2 3 4 5 6 7 8 9 9.5

SNMU120608HNEN-MM 0.01 0.04 0.05 0.05 0.07 0.09 0.14 0.2 0.27 0.27

SNMU120612EN-MM - 0 0 0.01 0.02 0.05 0.09 0.15 0.22 0.25

SNMU120620EN-MM - 0 0 0 0.02 0.05 0.09 0.15 0.22 0.25
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To eliminate uncut amount in face milling operation, adjust the programming according to the offset (L) listed below.

STANDARD CUTTING CONDITIONS

Tool of fset

Workpiece materials
Hardness

HB
Selection 
criteria

Recommended 
grade

Chip-
breaker

Cutting speed
Vc (m/min)

Feed per tooth
fz (mm/t)

Low carbon steels
S15C, etc.
C15E4, etc.

High carbon steels, alloyed steels
S55C, SCM440, etc.
C55, 42CrMo4, etc.

Prehardened steel
NAK80, PX5, etc.

Austenitic stainless steel 
SUS304, SUS316, etc.

X5CrNi18-9, X5CrNiMo17-12-3, etc.

Stainless cast steel 
SCH20XNb, etc.

1.4849, etc.

Grey cast iron 
FC250, etc.

250, etc.

Ductile cast iron 
FCD600, etc.
600-3, etc.

Titanium alloy 
Ti-6Al-4V, etc.

Heat resistant alloy 
Inconel718, etc.

Hardened steel 
SKD61, etc.  X40CrMoV5-1, etc.

Hardened steel 
SKD11, etc.  X153CrMoV12, etc.

First choice

Wear resistance

First choice

Wear resistance

First choice

Wear resistance

First choice

Wear resistance

First choice

Fracture resistance

First choice

Fracture resistance

First choice

Fracture resistance

First choice

First choice

First choice

First choice

The following table shows the amount left over cut (t) when the cutter is considered as a shoulder milling cutter.

Designation

Designation
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85°

45°

88°

90°

70°

10-200° °00

A
P

M
X

DCX
DC

70°

DCSFMS
DCONMS

KWW

L
F

b

C
B

D
P

TEN09R/L

GAMP=-6°,GAMF=-10°~-2°

APMX DC CICT　DCX DCSFMS LF DCONMS CBDP KWW b WT(kg)

TEN09R050M22.0-03 6.4 50 3 56 41 40 22 20 10 6 0.3 PN*U0905...

TEN09R050M22.0-04 6.4 50 4 56 41 40 22 20 10 6 0.3 PN*U0905...

TEN09R050M22.0-06 6.4 50 6 56 41 40 22 20 10 6 0.3 PN*U0905...

TEN09R050M22.0E04 6.4 50 4 56 41 40 22 20 10.4 6.3 0.3 PN*U0905...

TEN09R050M22.0E06 6.4 50 6 56 41 40 22 20 10.4 6.3 0.3 PN*U0905...

TEN09R063M22.0-04 6.4 63 4 69 41 40 22 20 10 6 0.5 PN*U0905...

TEN09R063M22.0-06 6.4 63 6 69 41 40 22 20 10 6 0.5 PN*U0905...

TEN09R063M22.0-08 6.4 63 8 69 41 40 22 20 10 6 0.5 PN*U0905...

TEN09R063M22.0E06 6.4 63 6 69 41 40 22 20 10.4 6.3 0.5 PN*U0905...

TEN09R063M22.0E08 6.4 63 8 69 41 40 22 20 10.4 6.3 0.5 PN*U0905...

TEN09R080M25.4-04 6.4 80 4 86 46 50 25.4 26 9.5 6 0.9 PN*U0905...

TEN09R080M25.4-07 6.4 80 7 86 46 50 25.4 26 9.5 6 0.9 PN*U0905...

TEN09R080M25.4-10 6.4 80 10 86 46 50 25.4 26 9.5 6 0.9 PN*U0905...

TEN09R080M27.0E07 6.4 80 7 86 50 50 27 22 12.4 7 0.9 PN*U0905...

TEN09R080M27.0E10 6.4 80 10 86 50 50 27 22 12.4 7 1 PN*U0905...

TEN09R100M31.7-05 6.4 100 5 106 60 50 31.75 32 12.7 8 1.3 PN*U0905...

TEN09R/L100M31.7-08* 6.4 100 8 106 60 50 31.75 32 12.7 8 1.3 PN*U0905...

TEN09R100M31.7-12 6.4 100 12 106 60 50 31.75 32 12.7 8 1.4 PN*U0905...

TEN09R/L100M32.0E08* 6.4 100 8 106 60 50 32 28.5 14.4 8 1.3 PN*U0905...

TEN09R100M32.0E12 6.4 100 12 106 60 50 32 28.5 14.4 8 1.4 PN*U0905...

TEN09R125M38.1-06 6.4 125 6 131 80 63 38.1 38 15.9 10 2.6 PN*U0905...

TEN09R/L125M38.1-10* 6.4 125 10 131 80 63 38.1 38 15.9 10 2.7 PN*U0905...

TEN09R125M38.1-16 6.4 125 16 131 80 63 38.1 43 15.9 10 2.9 PN*U0905...

TEN09R/L125M40.0E10* 6.4 125 10 131 71 63 40 32 16.4 9 2.3 PN*U0905...

TEN09R125M40.0E16 6.4 125 16 131 71 63 40 32 16.4 9 2.5 PN*U0905...

TEN09R160M50.8-07 6.4 160 7 166 100 63 50.8 46 19 11 4.4 PN*U0905...

TEN09R/L160M40.0E12* 6.4 160 12 166 100 63 40 29 16.4 9 4 PN*U0905...

TEN09R160M40.0E20 6.4 160 20 166 100 63 40 29 16.4 9 4.3 PN*U0905...

TEN09R/L160M50.8-12* 6.4 160 12 166 100 63 50.8 46 19 11 4.6 PN*U0905...

TEN09R160M50.8-20 6.4 160 20 166 100 63 50.8 46 19 11 4.9 PN*U0905...

TEN09R050 - 063... CSTR-4L100 H-TBS M-1000 - CM10X30H BT15S

TEN09R080... CSTR-4L100 H-TBS M-1000 - CM12X30H BT15S

TEN09R/L100... CSTR-4L100 H-TBS M-1000 TMBA-M16H - BT15S

TEN09R125...06 CSTR-4L100 H-TBS M-1000 TMBA-M20H - BT15M

TEN09R/L125M...10 CSTR-4L100 H-TBS M-1000 TMBA-M20H - BT15M

TEN09R125M...16 CSTR-4L100 H-TBS M-1000 TMBA-M20H - BT15S

TEN09R160M...07 CSTR-4L100 H-TBS M-1000 - - BT15M

TEN09R/L160M...12 CSTR-4L100 H-TBS M-1000 - - BT15M

TEN09R160M...20 CSTR-4L100 H-TBS M-1000 - - BT15S
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*Please use neutral hand inserts for TEN09L (left hand cutter). 

 Inserts → H071, Standard cutting conditions → H072

*Recommended clamping torque (N・m)： CSTR-4L100=3.5

Right hand (R) shown.

Air hole

70° face mi l l ,  wi th screw c lamp system, for  double s ided pentagonal  inserts

Designation

SPARE PARTS
Designation Clamping screw Grip Lubricant Shell locking bolt 1 Shell locking bolt 2 Torx bit

Insert

Reference pages:
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70˚
APMX

LS

APMX DC DCX CICT DCONMS LS LH LF WT(kg)

EEN09R032M32.0-03 6.4 32 38 3 32 80 35 115 0.7 PN*U0905...

EEN09R040M32.0-04 6.4 40 46 4 32 80 35 115 0.7 PN*U0905...

EEN09R050M32.0-04 6.4 50 56 4 32 80 40 120 0.9 PN*U0905...

EEN09R063M32.0-06 6.4 63 69 6 32 80 40 120 1 PN*U0905...

EEN09R080M32.0-07 6.4 80 86 7 32 80 40 120 1.3 PN*U0905...

EEN09

GAMP=-6°,GAMF=-2°~-10°

EEN09 CSTR-4L100 M-1000 T-15D

P � � � � � �
M � � � �

K � � � �
N �
S � � �
H

RE APMX LE S IC BS
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T
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0

PNMU0905GNEN-MJ 0.8 6.4 8.9 6 12.2 1.4

PNCU0905GNEN-MJ 0.8 6.4 8.9 6 12.2 1.4

PNCU0905GNER-MJ 0.8 6.4 8.9 5.93 12.2 1.4

PNCU0905GNEN-ML 0.8 6.4 8.9 5.96 12.2 1.4

PNCU0905GNFR-AJ 0.8 6.4 8.9 6.25 12.2 1.4

PNCU0905GNER-W 0.8 2 - 5.93 12.2 3.8

PN*U0905GNEN-MJ                   

PNCU0905-AJ                   PNCU0905-W                    

PNCU0905GNER-MJ                   PNCU0905-ML                   
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Steel

Stainless

Cast iron

Non-ferrous

Superalloys

Hard materials

INSERT

: Line up

 : First choice

 : Second choice

Designation

Coated UncoatedCermet

 Standard cutting conditions → H072

*Recommended clamping torque (N・m)： CSTR-4L100=3.5

70° face endmi l l ,  shank type, wi th screw c lamp system, for  double s ided pentagonal  inserts

Air holeDesignation Insert

With

With

With

With

With

SPARE PARTS
Designation Clamping screw Lubricant Wrench

Reference pages:

（Right hand）

（Right hand）

（Neutral）

（Right hand）

（Neutral）
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85°

45°

88°

90°

70°

10-200° °00

ISO

200 - 300 HB AH3135 MJ 100 - 250 0.1 - 0.4

200 - 300 HB AH3135 ML 100 - 250 0.1- 0.3

200 - 300 HB T3225 MJ 200 - 350 0.1- 0.3

200 - 300 HB NS740 MJ 100 - 250 0.1- 0.3

150 - 300 HB AH3135 MJ 100 - 250 0.1- 0.35

150 - 300 HB AH3135 ML 100 - 250 0.1- 0.3

150 - 300 HB T3225 MJ 180 - 300 0.1- 0.3

150 - 300 HB NS740 MJ 100 - 250 0.1- 0.3

30 - 40 HRC AH3135 MJ 100 - 200 0.1- 0.3

30 - 40 HRC AH3135 ML 100 - 200 0.1- 0.25

30 - 40 HRC T3225 MJ 150 - 250 0.1- 0.25

- 200 HB AH3135 ML 100 - 200 0.1 - 0.3

- 200 HB AH3135 MJ 100 - 200 0.1 - 0.35

- 200 HB T3225 MJ 100 - 250 0.1 - 0.3

150 - 250 HB T1215 MJ 100 - 300 0.1 - 0.35

150 - 250 HB AH120 MJ 100 - 250 0.1 - 0.4

150 - 250 HB T1215 MJ 100 - 300 0.1 - 0.35

150 - 250 HB AH120 MJ 80 - 200 0.1 - 0.4

- TH10 AJ 500 - 1500 0.1 - 0.5

- TH10 AJ 150 - 500 0.1 - 0.5

- 40 HRC AH3135 ML 30 - 60 0.1 - 0.3

- 40 HRC AH3135 MJ 30 - 60 0.1 - 0.3

- 40 HRC AH725 MJ 10 - 40 0.04 - 0.1
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STANDARD CUTTING CONDITIONS
 

· Remove excessive chip with an air blast to prevent chip jamming.

· Use water-soluble coolant to avoid built-up edge in case extreme

welding occurs on cutting edges. (ex. aluminium machining).

· For the operation with depth of cut which varies (ex. casting skin) and machining 

of workpiece materials with interrupted surface, the feed (fz) should be set to the 

lower recommened value shown in the above table.

· Cutting conditions may be limited depending on machine power, workpiece rigid-

ity, and spindle output. When the cutting width, depth or overhang length is large, 

set Vc and fz to the lower recommended values and check the machine power 

and vibration.

Workpiece materials
Hardness

HB
Selection 
criteria

Recommended 
grade

Chip-
breaker

Cutting speed
Vc (m/min)

Feed per tooth
fz (mm/t)

First choice

Low cutting force

Wear resistance

Surface quality

First choice

Low cutting force

Wear resistance

Surface quality

First choice

Low cutting force

Wear resistance

First choice

Fracture resistance

Wear resistance

First choice

Fracture resistance

First choice

Fracture resistance

First choice

First choice

First choice

Fracture resistance

First choice

Low carbon steels
S15C, etc.
C15, etc.

High carbon steels, alloyed steels
S45C, SCM440, etc.
C45, 42CrMo4, etc.

Prehardened steel

NAK80, PX5, etc.

Stainless steel 
SUS304, etc.

X5CrNi18-9, etc.

Grey cast irons
FCD400, etc.

250, etc.

Ductile cast iron
FCD400, etc.
400-15S, etc.

Aluminium alloys 
Si < 13%

Aluminium alloys 
Si ≥ 13%

Titanium alloys
Ti-6Al-4V, etc.

 Heat-resistance alloys
Inconel 718, etc.

• When fine surface finish is required, wiper insert
 PNCU0905GNER-W is recommended.
• Attach the insert with its notch on the top, as shown in Fig. C.
• Also, make sure that the mark of the insert is located at the bottom      
 of the cutter body, as shown in Fig. D.
• The wiper insert has two corners available (Fig. D). 
 Do not use the other corners as the cutter body may be broken.

Notes for using wiper inserts

Installation of inserts on an extra close-pitch cutter

• On an extra close-pitch cutter, the screw hole of an insert
 pocket is placed at an angle.
• Leave a gap between the insert and pocket when starting to
 fasten the screw on the cutter body as shown in Fig. A.
• After fastening the screw, please ensure that there is no gap
 between the cutter body and insert. (Fig. B)

Leave a gap 
when starting 
to fasten the 
screw.

Notch

Cutting 
edge

Cutting 
edge Mark

Fig. C Fig. D

Fig. A Fig. B
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45°

DCSFMS
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b
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ø101.6 mm

ø18 mm

DCSFMS

DCSFMS
ø66.7 mm

DCONMS
KWW b

C
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D
P

ø14 mm

TAW13R200...TAW13R160...

TAW13

GAMP=+17°~+20°,GAMF=-16°~-11°

DC DCX CICT DCSFMS LF DCONMS CBDP KWW b WT(kg)

TAW13R050M22.0-03 50 63 3 41 40 22 20 10 6 0.4 SW*T13...
TAW13R050M22.0-04 50 63 4 41 40 22 20 10 6 0.4 SW*T13...
TAW13R050M22.0E04 50 63 4 41 40 22 20 10.4 6.3 0.4 SW*T13...
TAW13R050M22.0E05 50 63 5 41 40 22 20 10.4 6.3 0.4 SW*T13...
TAW13R063M22.0-04 63 76 4 41 40 22 20 10 6 0.5 SW*T13...
TAW13R063M22.0-05 63 76 5 41 40 22 20 10 6 0.6 SW*T13...
TAW13R063M22.0E05 63 76 5 41 40 22 20 10.4 6.3 0.6 SW*T13...
TAW13R063M22.0E06 63 76 6 41 40 22 20 10.4 6.3 0.6 SW*T13...
TAW13R080M25.4-04 80 94 4 50 50 25.4 26 9.5 6 1 SW*T13...
TAW13R080M25.4-06 80 94 6 50 50 25.4 26 9.5 6 1 SW*T13...
TAW13R080M27.0E06 80 94 6 50 50 27 22 12.4 7 1 SW*T13...
TAW13R080M27.0E08 80 94 8 50 50 27 22 12.4 7 1 SW*T13...
TAW13R100M31.7-05 100 114 5 60 50 31.75 32 12.7 8 1.5 SW*T13...
TAW13R100M31.7-07 100 114 7 60 50 31.75 32 12.7 8 1.5 SW*T13...
TAW13R100M32.0E07 100 114 7 60 50 32 28.5 14.4 8 1.5 SW*T13...
TAW13R100M32.0E10 100 114 10 60 50 32 28.5 14.4 8 1.5 SW*T13...
TAW13R125M38.1-06 125 139 6 80 63 38.1 38 15.9 10 2.8 SW*T13...
TAW13R125M38.1-08 125 139 8 80 63 38.1 38 15.9 10 2.7 SW*T13...
TAW13R125M40.0E08 125 139 8 80 63 40 32 16.4 9 2.7 SW*T13...
TAW13R125M40.0E12 125 139 12 80 63 40 32 16.4 9 3 SW*T13...
TAW13R160M40.0E10 160 174 10 100 63 40 29 16.4 9 4.4 SW*T13...
TAW13R160M40.0E16 160 174 16 100 63 40 29 16.4 9 4.4 SW*T13...
TAW13R160M50.8-07 160 174 7 100 63 50.8 40 19 11 4.4 SW*T13...
TAW13R160M50.8-10 160 174 10 100 63 50.8 40 19 11 4.4 SW*T13...
TAW13R200M47.6-08 200 213 8 130 63 47.625 38 25.4 14 8 SW*T13...

TAW13R050 - 063... CSPB-3.5 M-1000 DTS5-3.5SS - CM10X30H FSSA1102 IP-15D P-3.5

TAW13R080... CSPB-3.5 M-1000 DTS5-3.5SS - CM12X30H FSSA1102 IP-15D P-3.5

TAW13R100... CSPB-3.5 M-1000 DTS5-3.5SS TMBA-M16H - FSSA1102 IP-15D P-3.5

TAW13R125... CSPB-3.5 M-1000 DTS5-3.5SS TMBA-M20H - FSSA1102 IP-15D P-3.5

TAW13R160... CSPB-3.5 M-1000 DTS5-3.5SS - - FSSA1102 IP-15D P-3.5

TAW13R200... CSPB-3.5 M-1000 DTS5-3.5SS - - FSSA1102 IP-15D P-3.5
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Right hand (R) shown.

eClamping screwqShim screw

wShim 

Insert

*Recommended clamping torque (N・m)： CSPB-3.5=3.5

30° -  45° face mi l l ,  wi th screw c lamp system, for  SWMT/SWGT13 inserts

Air holeDesignation Insert

SPARE PARTS

 Inserts → H075, Standard cutting conditions → H076 - H077Reference pages:

Designation eClamping screw Lubricant qShim screw Shell locking bolt 1 Shell locking bolt 2 wShim Wrench Wrench 1

With

With

With

With

With

With

With

With

With

With

With

With

With

With

With

With

With

With

With

With

Without

Without

Without

Without

Without
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85°

45°

88°

90°

70°

10-200° °00

D
C

D
C

X

D
C

O
N

M
S

45°
LH

LF

LS

EAW13

GAMP=+17°~+20°,GAMF=-16°~-11°

DC DCX CICT DCONMS LS LH LF WT(kg)

EAW13R025M25.0-02 25 39 2 25 80 35 115 0.4 SW*T13...
EAW13R032M32.0-02 32 46 2 32 80 35 115 0.7 SW*T13...
EAW13R040M32.0-03 40 54 3 32 80 35 115 0.8 SW*T13...
EAW13R050M32.0-03 50 63 3 32 80 40 120 1 SW*T13...
EAW13R050M32.0-04 50 63 4 32 80 40 120 0.9 SW*T13...
EAW13R063M32.0-04 63 76 4 32 80 40 120 1.1 SW*T13...
EAW13R063M32.0-05 63 76 5 32 80 40 120 1.1 SW*T13...
EAW13R080M32.0-04 80 94 4 32 80 40 120 1.5 SW*T13...
EAW13R080M32.0-06 80 94 6 32 80 40 120 1.4 SW*T13...

EAW13R025**~040** CSPB-3.5 M-1000 - - IP-15D -

EAW13R050**~080** CSPB-3.5 M-1000 DTS5-3.5SS FSSA1102 IP-15D P-3.5
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 Inserts → H075, Standard cutting conditions → H076 - H077

*Recommended clamping torque (N・m)： CSPB-3.5=3.5

30° -  45° face endmi l l ,  shank type, wi th screw c lamp system, for  SWMT/SWGT13 inserts

Right hand (R) shown.

Air holeDesignation Insert
With

With

With

With

With

With

With

With

With

SPARE PARTS
Designation eClamping screw Lubricant qShim screw wShim Wrench Wrench 1

eClamping screwqShim screw

wShim 

Insert

Reference pages:
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SWGT13T3-AJ                   

IC

B
S

S

AN

SWGT13T3-MJ                   

B
S

IC S

AN

RE

SWMT13T3-HJ                   
B
S

IC S

AN
RE

WWCW13T3AFER-WS               

WWCW13T3AFFR-WD               

R50
0

B
S

S

AN

IC

SWMT13T3-MJ                   

B
S

AN

IC S

RE

SWMT13T3-ML                   

B
S

AN

IC S

RE

SWMW13T3

IC

B
S

S

AN
RE

SWMT13T3-MS                   

B
S

AN

IC S

RE

WWCW13T3AFFR-WS               

R50
0

RE
IC

B
S

S

AN

R50
0

RE

IC

B
S

S

AN

P � � � � �
M � � � �
K � � � �
N � � �
S � � �
H

RE APMX

PCD

IC S AN BS

A
H

1
2
0

A
H

1
3
0

A
H

1
4
0

A
H

3
1
3
5

G
H

1
1
0

T
1
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5
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5
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0
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3
2
2
5

D
S

1
1

0
0

N
S

7
4

0

K
S

0
5

F

D
X

1
4

0

SWMT13T3AFPR-MJ 1.5 4 13.9 4 18.5˚ 2

SWMT13T3AFER-ML 1.5 2.5 13.9 4 18.5˚ 2

SWMW13T3AFTR 1.5 5 13.9 4 18.5˚ 2

SWMT13T3AFPR-HJ 1.5 2 14.7 4 18.5˚ 2.3

SWMT13T3AFPR-MS 1 4 14.1 4 18.5˚ 2

SWGT13T3AFPR-MJ 1.5 4 13.9 4 18.5˚ 2

SWGT13T3AFFR-AJ - 4 14.1 4 18.5˚ 2

WWCW13T3AFER-WS 1.5 - 12.8 4 18.5˚ 7.8

WWCW13T3AFFR-WS 1.5 - 12.8 4 18.5˚ 7.8

WWCW13T3AFFR-WD - - 12.8 4 18.5˚ 7.8
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 : First choice

 : Second choice

INSERT

: Line up

DX140 : Packing Quantity = 1 pc.

Steel

Stainless

Cast iron

Non-ferrous

Superalloys

Hard materials

Designation

Coated UncoatedCermet

（Flat）
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85°

45°

88°

90°

70°

10-200° °00

ISO
MJ ML HJ MS AJ

AH3135 100 - 270 0.05 - 0.3 0.05 - 0.25 0.2 - 0.6 - 0.05 - 0.3 -

T3225 150 - 300 0.05 - 0.3 - 0.2 - 0.6 - 0.05 - 0.3 -

NS740 100 - 300 0.05 - 0.23 - - - 0.05 - 0.23 -

AH3135 100 - 230 0.05 - 0.25 0.05 - 0.2 0.2 - 0.5 - 0.05 - 0.25 -

T3225 150 - 280 0.05 - 0.25 - 0.2 - 0.5 - 0.05 - 0.25 -

NS740 100 - 230 0.05 - 0.2 - - - 0.05 - 0.2 -

AH3135 100 - 180 0.05 - 0.2 0.05 - 0.2 0.2 - 0.4 - 0.05 - 0.2 -

T3225 100 - 180 0.05 - 0.2 - 0.2 - 0.4 - 0.05 - 0.2 -

AH3135 80 - 200 0.1 - 0.25 0.1 - 0.2 0.2 - 0.5 0.1 - 0.2 - -

T3225 150 - 250 0.1 - 0.25 0.1 - 0.2 0.2 - 0.5 - 0.1 - 0.25 -

T1215 180 - 300 0.05 - 0.25 - 0.2 - 0.6 - 0.05 - 0.25 -

AH120 150 - 250 0.05 - 0.25 0.05 - 0.2 0.2 - 0.6 - 0.05 - 0.25 -

T1215 120 - 200 0.05 - 0.25 - 0.2 - 0.6 - 0.05 - 0.25 -

AH120 100 - 180 0.05 - 0.25 0.05 - 0.2 0.2 - 0.6 - 0.05 - 0.25 -

AH130 30 - 60 0.1 - 0.25 - 0.2 - 0.5 0.1 - 0.2 - -

AH120 10 - 40 0.05 - 0.15 - 0.1 - 0.3 - - -

DS1100
KS05F

300 - 1000 - - - - - 0.05 - 0.2

DS1100
KS05F

80 - 300 - - - - - 0.05 - 0.2

DS1100
KS05F

200 - 500 - - - - - 0.05 - 0.2
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STANDARD CUTTING CONDITIONS
 

Notes on use of wiper insert

• The wiper insert has one wiping corner.

• The peripheral cutting edge of the wiper insert is retracted from 

the edge of the normal inserts. Therefore, the feed per tooth (fz 

mm/t) of the normal insert following the wiper insert is double 

that of other inserts.

• When using the wiper insert, depth of cut (ap) less than 1 mm is 

recommended.  

Notes for use of HJ-type inserts

HJ-type inserts can be used for high feed machining.

When using the insert, care should be taken with the following:

• The maximum depth of cut is ap = 2 mm. Select feeds within the above value. 

• Do not use the HJ-type inserts with other types (such as MJ- and MS-types) in 

the same body.

• The outer shape of the HJ-type insert is different from those of other types (such 

as MJ- and MS-types), but the insert can be held in the same insert pocket.

Fig. A Fig. B

Face Cutting edge
Main Cutting edge

• When requiring good surface fi nishes, use of a wiper insert 

(WWCW13T3AF_ R-W_ ) is recommended. In general, installing 

one wiper insert delivers superior surface fi nishes.

• When using the wiper insert, install the insert as shown  in Fig. A. 

If the insert is installed as shown in Fig. B, breakage of the insert 

is inevitable and normal surface fi nish can not be obtained.

• The wiper insert must not be used together with HJ-type inserts

Cutting 
speed

vc (m/min)Workpiece materials Priority Grade

Roughing (Depth of cut: > 1.0 mm)

Feed per tooth: fz (mm/t)

Flat

Mild and
 low carbon steels 

SS400, etc.
E275A, etc.
< 180 HB

Carbon and
 alloy steels 

S45C, SCM440, etc.
C45, 42CrMo4, etc.

< 300 HB

Die steels
X96CrMoV12, etc.

< 30 HRC

Stainless steels
SUS304, SUS316, etc.

X5CrNi18-9, 
X5CrNiMo17-12-2, etc. 

< 250 HB

 Grey cast irons
FC25, FC300, etc.

250, 300, etc.

Ductile cast irons
FCD400, FCD600, etc.
400-15S, 600-3, etc.

Titanium alloys
Ti-6Al-4V, etc.

Heat-resistance alloys
Inconel 718, etc.

Aluminium alloys
Si < 13 %

Aluminium alloys
Si ≥ 13%

Copper alloys

First choice

Wear resistance

Surface quality

First choice

Wear resistance

Surface quality

First choice

Wear resistance

First choice

Wear resistance

First choice

Fracture resistance

First choice

Fracture resistance

First choice

First choice

-

-

-
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ISO
MJ ML HJ MS AJ

AH3135 100 - 270 0.05 - 0.25 0.05 - 0.2 0.2 - 0.6 - 0.05 - 0.25 -

T3225 150 - 300 0.05 - 0.25 - 0.2 - 0.6 - 0.05 - 0.25 -

NS740 100 - 300 0.05 - 0.2 - - - 0.05 - 0.2 -

AH3135 100 - 230 0.05 - 0.2 0.05 - 0.15 0.2 - 0.5 - 0.05 - 0.2 -

T3225 150 - 280 0.05 - 0.2 - 0.2 - 0.5 - 0.05 - 0.2 -

NS740 100 - 230 0.05 - 0.18 - - - 0.05 - 0.18 -

AH3135 100 - 180 0.05 - 0.18 0.05 - 0.12 0.2 - 0.4 - 0.05 - 0.18 -

T3225 100 - 180 0.05 - 0.18 - 0.2 - 0.4 - 0.05 - 0.18 -

AH3135 80 - 200 0.1 - 0.2 0.1 - 0.18 0.2 - 0.5 0.1 - 0.18 - -

T3225 150 - 250 0.1 - 0.2 0.1 - 0.18 0.2 - 0.5 - 0.1 - 0.2 -

T1215 180 - 300 0.1 - 0.2 - 0.2 - 0.6 - 0.1 - 0.2 -

AH120 150 - 250 0.1 - 0.2 0.05 - 0.18 0.2 - 0.6 - 0.1 - 0.2 -

T1215 120 - 200 0.1 - 0.2 - 0.2 - 0.6 - 0.1 - 0.2 -

AH120 100 - 180 0.1 - 0.2 0.05 - 0.18 0.2 - 0.6 - 0.1 - 0.2 -

AH130 30 - 60 0.1 - 0.2 - 0.2 - 0.5 0.1 - 0.2 - -

AH120 10 - 40 0.05 - 0.15 - 0.1 - 0.3 - - -

DS1100
KS05F

300 - 1000 - - - - - 0.05 - 0.2

DS1100
KS05F

80 - 300 - - - - - 0.05 - 0.2

DS1100
KS05F

200 - 500 - - - - - 0.05 - 0.2
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Cutting 
speed

vc (m/min)Workpiece materials Priority Grade
Flat

Light cutting to fi nishing (Depth of cut: ≤ 1.0 mm)

Feed per tooth: fz (mm/t)

Notes: 

· When cutting at a large depth of cut or a large cutting width, the cutting 

speed (vc) and feed (fz) should be set to the lower side of the values shown 

in the above table. 

· Dry cutting (or air-blowing) is generally recommended. However, when 

chips tend to excessively adhere to the cutting edges when machining 

stainless steel, use a water soluble cutting fluid. In this case, use the AH130 

grade at speeds lower than vc = 100 m/min.

· When wet machining mild steels, carbon steels and alloy steels, use T3130 

at lower cutting conditions.

· TAW13 type TAC mills cannot be used for axial-feed cutting such as 

ramping, plunging and drilling. 

Mild and
 low carbon steels 

SS400, etc.
E275A, etc.
< 180 HB

Carbon and
 alloy steels 

S45C, SCM440, etc.
C45, 42CrMo4, etc.

< 300 HB

Die steels
X96CrMoV12, etc.

< 30 HRC

Stainless steels
SUS304, SUS316, etc.

X5CrNi18-9, 
X5CrNiMo17-12-2, etc. 

< 250 HB

 Grey cast irons
FC25, FC300, etc.

250, 300, etc.

Ductile cast irons
FCD400, FCD600, etc.
400-15S, 600-3, etc.

Titanium alloys
Ti-6Al-4V, etc.

Heat-resistance alloys
Inconel 718, etc.

Aluminium alloys
Si < 13 %

Aluminium alloys
Si ≥ 13%

Copper alloys

First choice

Wear resistance

Surface quality

First choice

Wear resistance

Surface quality

First choice

Wear resistance

First choice

Wear resistance

First choice

Fracture resistance

First choice

Fracture resistance

-

-

-

-

-
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85°

45°

88°

90°

70°

10-200° °00

DC DCX CICT LF DCONMS CBDP KWW b WT(kg)

TPYP12M050B22.0R08 50 51.4 8 55 22 20 10.4 6.3 0.9 YPEB12X3-*P...
TPYP12M063B22.0R10 63 64.4 10 55 22 20 10.4 6.3 1.3 YPEB12X3-*A...
TPYP12M080B27.0R12 80 81.4 12 58 27 22 12.4 7 2.2 YPEB12X3-*A...
TPYP12J080B25.4R12 80 81.4 12 58 25.4 26 9.5 6 2.2 YPEB12X3-*A...
TPYP12M100B32.0R16 100 101.4 16 58 32 25 14.4 8 1.9 YPEB12X3-*A...
TPYP12J100B31.7R16 100 101.4 16 58 31.75 32 12.7 8 1.9 YPEB12X3-*A...
TPYP12M125B40.0R20 125 126.4 20 58 40 28 16.4 9 2.9 YPEB12X3-*A...
TPYP12J125B38.1R20 125 126.4 20 58 38.1 38 15.9 10 2.9 YPEB12X3-*A...

Lf

ℓ

ød

øD1
øDc

b

L
FC

B
D

P

DCONMS

DCX
DC

b

TPYP12

TPYP12M050B22.0R08 VX040024A T-15F RSRGR5M40 RSFTC1008 T-8F - RSFTS-050M

TPYP12M063B22.0R10 VX040024A T-15F RSRGR5M40 RSFTC1008 T-8F RSFTS6063M VC004762I10035F

TPYP12M080B27.0R12 VX040024A T-15F RSRGR5M40 RSFTC1008 T-8F RSFTS6080 VC00TEDI12040F

TPYP12J080B25.4R12 VX040024A T-15F RSRGR5M40 RSFTC1008 T-8F RSFTS6080 VC00TEDI12040F

TPYP12M100B32.0R16 VX040024A T-15F RSRGR5M40 RSFTC1008 T-8F RSFTS6100 VC00TANG16040F

TPYP12J100B31.7R16 VX040024A T-15F RSRGR5M40 RSFTC1008 T-8F RSFTS6100 VC00TANG16040F

TPYP12M125B40.0R20 VX040024A T-15F RSRGR5M40 RSFTC1008 T-8F RSFTS6125 VC00TEDI20040F

TPYP12J125B38.1R20 VX040024A T-15F RSRGR5M40 RSFTC1008 T-8F RSFTS6125 VC00TEDI20040F
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M
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LSLH

LF

D
C

EPYP12

DC DCX CICT DCONMS LF LH LS WT(kg)

EPYP12M025C25.0R03 25 26.4 3 25 100 50 50 0.4 YPEB12X3-*P...
EPYP12M032C25.0R05 32 33.4 5 25 100 45 55 0.5 YPEB12X3-*P...

EPYP12M025C25.0R03 VX040024A T-15F VX040028A RSFTC1011 T-8F

EPYP12M032C25.0R05 VX040024A T-15F RSRGR5M40 RSFTC1009 T-8F
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Air hole

 Inserts, Standard cutting conditions → H079

*Recommended clamping torque (N・m)： VX040024A=4.5

High speed PCD mi l l  for  non ferrous meta l

Designation Insert

SPARE PARTS

With

With

With

With

With

With

With

With

*D1: Outside diameter

 DCX: Diameter with 01 type insert

Designation Clamping screw Wrench Wedge fi xing screw Wedge Wrench Cover Shell locking bolt 

Air holeDesignation Insert

*D1: Outside diameter

 DCX: Diameter with 01 type insert

With

With

*Recommended clamping torque (N・m)： VX040024A=4.5

SPARE PARTS

Designation Clamping screw Wrench Wedge fi xing screw Wedge Wrench

High speed PCD endmi l l  for  non ferrous meta l

Reference pages:
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RE APMX

PCD

INSL S BW BS

D
X

1
6

0

YPEB12X3-1A01R-D 1 - 4 12.77 9.525 3.85 1.59 DC > ø50 mm 1

YPEB12X3-1A02R-D 1 - 4 12.756 9.525 3.85 1.29 DC > ø50 mm 2

YPEB12X3-1A07R-D 1 0.4 4 12.756 9.525 3.85 1.34 DC > ø50 mm 3

YPEB12X3-1P02R-D 1 - 4 12.817 9.525 3.85 1.37 DC ≤ ø50 mm 2

YPEB12X3-1P07R-D 1 0.4 4 12.817 9.525 3.85 1.37 DC ≤ ø50 mm 3

YPEB12X3-FP02R-D 1 - 11 12.817 9.525 3.85 1.37 DC ≤ ø50 mm 2

YPEB12X3-FP07R-D 1 0.4 11 12.817 9.525 3.85 1.37 DC ≤ ø50 mm 3

YPEB12X3-2A01R-D 2 - 4 12.8 9.525 3.868 1.59 DC > ø50 mm 1

YPEB12X3-2A02R-D 2 - 4 12.8 9.525 3.868 2.07 DC > ø50 mm 2

YPEB12X3-2A07R-D 2 0.4 4 12.8 9.525 3.868 2.07 DC > ø50 mm 3

YPEB12X3-2P07R-D 2 0.4 4 12.876 9.525 3.85 2.07 DC ≤ ø50 mm 3

YPEB12X3-1A

IN
S

L

S

BW

YPEB12X-FP

IN
S

L

S

BW

YPEB12X3-2A/P
IN

S
L

S

BW

IN
S

L

BW

BS

15°

IN
S

L

BW

BS

45°

BS

IN
S

L

BW

RE

01R-D 02R-D 07R-D

ISO

DX160  6000 0.05 - 0.25

DX160  1500 0.05 - 0.25

DX160  2000 0.05 - 0.25

DX160  3000 0.05 - 0.25
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INSERT

STANDARD CUTTING CONDITIONS
 

 : First choice

 : Second choice

: Line up

2 pieces per package

Steel

Stainless

Cast iron

Non-ferrous

Superalloys

Hard materials

Designation
No. of
corner

Applicable 

cutter 

diameter

Fig. 

Edge geometry details

Edge geometry

details

Edge geometry

details

Edge geometry

details

Fig.1 Fig.2 Fig.3

Workpiece material Grade
Cutting speed

Vc (m/min)
Feed per tooth

fz (mm/z)

Aluminum cast 
Si < 13%

Aluminum cast 
Si ≥ 13%

Copper, brass, etc.

Non metalic material
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85°

45°

88°

90°

70°

10-200° °00

GAMP = +9°, GAMF = +4°

GAMP = +9°, GAMF = +4°

TPYD06M063B22.0R10 WF875N DS-5T AJC08 BLDT10/S7-A SSHM4-4 P-2 H-TB2W CM10X30H

TPYD06*080B2*.*R16 WF875N DS-5T AJC08 BLDT10/S7-A SSHM4-4 P-2 H-TB2W CM12X30H

TPYD06*100B32.0R22 WF875N DS-5T AJC08 BLDT10/S7-A SSHM4-4 P-2 H-TB2W CM16X40H

TPYD06*100B31.7R22 WF875N DS-5T AJC08 BLDT10/S7-A SSHM4-4 P-2 H-TB2W TMBA-M16H

TPYD06*125B**.*R26 WF875N DS-5T AJC08 BLDT10/S7-A SSHM4-4 P-2 H-TB2W TMBA-M20H

TPYD06*160B**.*R34 WF875N DS-5T AJC08 BLDT10/S7-A SSHM4-4 P-2 H-TB2W TMBA-M20H

EPYD06M050C32.0R08 WF875N DS-5T AJC08 BLDT10/S7-A SSHM4-4 P-2 H-TB2W
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ℓ

ød

øD1
øDc

b
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D
P

APMXDC
DCX

bKWW
DCON

DCSFMS

TPYD06

APMX DC DCX CICT DCSFMS LF DCON CBDP KWW b WT(kg) RPMX

TPYD06M063B22.0R10 4.5 63 65 10 45 40 22 20 10.4 6.3 0.57 19,000 YDEN0603...

TPYD06M080B27.0R16 4.5 80 82 16 60 50 27 22 12.4 7 1.24 17,000 YDEN0603...

TPYD06J080B25.4R16 4.5 80 82 16 60 50 25.4 26 9.5 6 1.26 15,000 YDEN0603...

TPYD06M100B32.0R22 4.5 100 102 22 70 50 32 25 14.4 8 1.78 14,000 YDEN0603...

TPYD06J100B31.7R22 4.5 100 102 22 70 50 31.7 32 12.7 8 1.76 12,000 YDEN0603...

TPYD06M125B40.0R26 4.5 125 127 26 90 60 40 32 16.4 9 3.48 17,000 YDEN0603...

TPYD06J125B38.1R26 4.5 125 127 26 90 60 38.1 38 15.9 10 3.56 15,000 YDEN0603...

TPYD06M160B40.0R34 4.5 160 162 34 90 60 40 32 16.4 9 5.2 14,000 YDEN0603...

TPYD06J160B38.1R34 4.5 160 162 34 90 60 38.1 38 15.9 10 5.29 12,000 YDEN0603...

EPYD06

Lf

ℓ

ød

øD1
øDc

b

D
C

O
N

M
S

D
C

D
C

X

APMX LH LS
LF

APMX DC DCX CICT DCONMS LF LH LS WT(kg) RPMX

EPYD06M050C32.0R08 4.5 50 52 8 32 120 40 80 0.57 22,000 YDEN0603...
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 Inserts, Standard cutting conditions → H081

SPARE PARTS

Designation Clamping screw Wedge fi xing screw Adjusting cam Torx bit Cam tightening screw Wrench Grip Shell locking bolt 

SPARE PARTS

Designation Clamping screw Wedge fi xing screw Adjusting cam Torx bit Cam tightening screw Wrench Grip

Face mi l l  for  a lumin ium machin ing,  for  PCD inserts

Face endmi l l  for  a lumin ium machin ing,  shank type, for  PCD inserts

Air holeDesignation Insert

With

Air holeDesignation Insert

With

With

With

With

With

With

With

With

With

Reference pages:



Tungaloy H081

H

J
K
L
M

A
B
C
D
E
F
G

I
ISO

DX110 YDEN0603PDFR-D 500 - 4,000 0.05 - 0.20

DX110 YDEN0603PDFR-D 200 - 800 0.05 - 0.20

DX110 YDEN0603PDFR-D 500 - 4,000 0.05 - 0.20

DX110 YDEN0603PDFR-D 200 - 500 0.05 - 0.20

INSL

W
1

B
SLE

S

R200

INSL

W
1 B

S

S

R400

INSL

W
1

B
S

S

R400

YDEN0603PDFR-WDYDEN0603PD(F/S)R-D

YDEN0603PDFR-BD

P

M

K

N �

S

H

APMX

PCD

W1 INSL S BS LE

D
X

1
1
0

YDEN0603PDFR-D 4.5 9.5 12.7 3.1 2.2 6.5

YDEN0603PDSR-D 4.5 9.5 12.7 3.1 2.2 6.5

YDEN0603PDFR-WD - 9.2 12.8 3.1 4.5 -

YDEN0603PDFR-BD - 9.2 12.9 3.1 4 -
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 : First choice

 : Second choice

Note: Tungaloy provides refurbishing service for these inserts upon request. 

1 piece per package

STANDARD CUTTING CONDITIONS

Workpiece material Grade Designation
Cutting speed

Vc (m/min)
Feed per tooth

fz (mm/t)

: Line up

Steel

Stainless

Cast iron

Non-ferrous

Superalloys

Hard materials

Designation
Edge 
prep.

Without

With

Without

With

Cast aluminum alloy / Die-cast

Si < 13%

Cast aluminum alloy / Die-cast
Si > 13%

Aluminum alloy

Copper alloy

- The values in the above list are of standard recommendations and may require adjustments in consideration 

with cutting depths and/or workpiece/machine rigidity. 

- Use wiper inserts (-WD) for better surface requirements and deburring inserts (-BD) to remove burrs. 

- Always use wet cutting (emulsion coolant) for machining aluminum or copper alloys.




